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1.1 ACCESS           
 
 

.1  Provide and maintain adequate access to 
project site.  

  
.2  If authorized to use existing roads for 

access to project site, maintain such 
roads for duration of contract and make 
good damage resulting from Contractor’s 
use of roads.  Wash clean paved areas used 
by Contractor’s equipment.  The Contractor 
is responsible for all contamination on 
these roads that may result from their 
activities and must clean these roads at 
the request and at no cost to the 
Departmental Representative.  

 
 
 

1.2 SITE FACILITIES  
 
 

.1  Contractor to provide all temporary 
facilities necessary for the performance 
of the work, including, but not limited 
to, sanitary facilities, 
electricity/lighting (as required), eye 
wash stations and first aid stations. 

  
 
 

1.3 SANITARY  
FACILITIES           
 
 

.1  Provide sanitary facilities for work force 
in accordance with governing regulations 
and ordinances.  

 
.2  Post notices and take such precautions as 

required by local health authorities. Keep 
area and premises in sanitary condition.  

 
 

1.4 POWER            
 
 

.1  Arrange, pay for and maintain temporary 
electrical power supply in accordance with 
governing regulations and ordinances.  

 
 
  

1.5 WATER SUPPLY     
 
 

.1  Arrange, pay for and maintain temporary 
water supply in accordance with governing 
regulations and ordinances.  
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NOTE: Contractors are advised that there is no 
potable water available at the site for 
drinking or construction operations that 
require water use. 

 
1.6 SITE ENCLOSURES 
 
 

.1   Erect a temporary site enclosure around 
the entire work area using new, minimum 
1200mm high snow fence capable of 
withstanding the local wind and weather 
conditions.  Fence to be attached to steel 
“T” bar posts, steel angle posts, spaced 
at 2400mm centres.  Posts to be a minimum 
of 400mm deep (or otherwise required to 
ensure stability).  Maintain fence in good 
repair for duration of contract. 

 
.2   Secure entire work area as required to 

maintain site safety.  Ensure the entire 
work area is totally secured at the end of 
each work shift.   

 
 

1.7 REMOVAL OF  
TEMPORARY  
FACILITIES            
 
 

.1  Remove temporary facilities from site when 
directed by Departmental Representative.  

 
 

 


