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PLAN AGRANDI TOITURE — DEMOLITION — PHASE 1A
ENLARGED ROOF PLAN — DEMOLITION
PHASE 1A

(22

VUE EN PLAN / PLAN

ECHELLE / SCALE: 1:50 W

VUE EN PLAN / PLAN

PLAN DE LA TOITURE — DEMOLITION — VUE D’ENSEMBLE
ROOF PLAN — DEMOLITION — OVERALL VIEW m

ECHELLE / SCALE: 1:150 W

TOITURE EXISTANTE A
DEMOLIR JUSQU’AUX
MEMBRANES D’ETANCHEITE,
VOIR LA ZONE A DEMOLIR

SUR PLAN 2/A01 /
DEMOLISH EXISTING ROOF

UP TO THE WATERPROOFING

MEMBRANES, SEE
DEMOLISHED ZONE ON

PLAN 2/A01.

DEMOLITION

.
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DETAILS TYPIQUES
TYPICAL DETAILS /3\

BATI TEMPORAIRE:
— 2 PARE-AIR BMIL
— CONTREPLAQUE DE TYPE EXTERIEUR 16mm
— BATI DE BOIS TRAITE 140mm X 38mm

— CONTREPLAQUE DE TYPE EXTERIEUR 16mm

VUE EN COUPE / SECTION

ECHELLE / SCALE: 1:10 \ AO1/AO1

ENCEINTE PARFAITEMENT ETANCHE ET SANS JOINT
PERFECILY SEAéED ENCLOSURE WITH NO JOINT

0.25

1 1; 10

LEGENDE DE DEMOLITION / DEMOLITION LEGEND

LEGENDE DES EQUIPEMENTS

LEGENDE DES EQUIPEMENTS (suite)
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NOTE SPECIFIQUE, SE REFERER A LA LEGENDE SUR

CETTE FEUILLE / SPECIFIC NOTE, REFER TO LEGEND
ON THIS PAGE.

AXE STRUCTURAL / STRUCTURAL GRID

DETAIL / DETAIL

ELEVATION / ELEVATION

COUPE / SECTION

HORS—CONTRAT / NOT IN CONTRACT

DRAIN EXISTANT, SE REFERER AUX PLANS DE
MECANIQUE / EXISTING DRAIN, REFER TO
MECHANICAL PLANS

TYPIQUE / TYPICAL

NOTES GENERALES - DEMOLITION / DEMOLITION
GENERAL NOTES

1— POUR LA PORTEE DES TRAVAUX D’INGENIERIE SE REFERER
AUX PLANS ET DOCUMENTS DES INGENIEURS. / FOR THE
EXTENT OF THE ENGINEERING SCOPE, REFER TO THE
ENGINEER’S DRAWINGS AND DOCUMENTS.

SUITE A LU’ENLEVEMENT DE CONDUITS ET/0U EQUIPEMENTS

TRAVERSANT LES PLANCHERS EXISTANTS, OBTURER ET
ETANCHEISER IMMEDIATEMENT LES OUVERTURES. / AFTER
THE REMOVAL OF PIPES AND/OR EQUIPMENTS THROUGH
THE EXISTING FLOORS, OPENINGS ARE TO BE SEALED AND
WATERPROOF IMMEDIATELY.

W
|

POUR LE PHASAGE DES TRAVAUX, SE REFERER AU PLAN DE

PHASAGE ET AU TABLEAU DES MISES A L’ARRET DES
EQUIPEMENTS. / FOR PHASING OF THE WORK, REFER TO
THE PHASING DOCUMENTS AND TO THE EQUIPMENT
SHUTDOWN SCHEDULE.

NOTES SPECIFIQUES - DEMOLITION / SPECIFIC NOTES -
DEMOLITION
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TEMPORARY FRAME:
— 2 AIR BARRIER 6MIL
— 16mm EXTERIOR PLYWOOD
— WOOD STUD 140mm X 38mm
— 16mm EXTERIOR PLYWOOD

TOITURE EXISTANTE A
CONSERVER POUR LA
PHASE 1A. / EXISTING
ROOF UP TO REMAIN FOR
PHASE 1A.

TOITURE EXISTANTE A DEMOLIR JUSQU’AUX MEMBRANES

D’ETANCHEITE / DEMOLISH EXISTING ROOF UP TO THE
WATERPROOFING MEMBRANES.

ANCRAGE A HAUBAN MURAL EXISTANT A CONSERVER /
EXISTING WALL MOUNTED ANTI-LIFT WIRE ANCHORAGE TO
REMAIN.

ANCRAGE A HAUBAN EXISTANT (TOITURE) A CONSERVER.
VOIR DETAIL 1a/A02 / EXISTING ANTI—LIFT WIRE
ANCHORAGE (ROOF) TO REMAIN. REFER TO DETAIL
1a/A02.

ANCRAGE A HAUBAN EXISTANT (TOITURE) A DEMOLIR.
VOIR DETAIL 1b/A02/ EXISTING ANTI-LIFT WIRE
ANCHORAGE (ROOF) TO BE DEMOLISHED. REFER TO
DETAIL 1b/A02.

DRAIN EXISTANT A DEMOLIR, VOIR DETAIL 6/A03.
CONSERVER LES CONDUITES PLUIVIALES / EXISTING

DRAIN TO BE DEMOLISH, REFER TO DETAIL 6/A03. ALL
RAIN WATER LEADERS TO REMAIN IN PLACE.

COLONNE D’APPUI POUR PANNEAUX PHOTOVOLTAIQUES
EXISTANTES A CONSERVER. ETANCHEITE DE LA BASE A
ENLEVER, VOIR DETAIL 2/A02. / EXISTING PHOTOVOLTAIC
PANNEL COLUMN SUPPORTS TO REMAIN. WATERPROOFING
AT BASE TO BE REMOVED, REFER TO DETAIL 2/A02.

EVENT EXISTANT A CONSERVER, VOIR DETAIL 3/A02 /
EXISTING ROOF VENT TO REMAIN. REFER TO DETAIL

3/A02.

EVENT EXISTANT DEMOLIR / EXISTING ROOF VENT
DEMOLISH.

ESCALIER EN ALUMINIUM EXISTANT A ENLEVER POUR LA

DUREE DES TRAVAUX ET A REINSTALLER / EXISTING
ALUMINIUM STAIRCASE TO BE REMOVE FOR THE DURATION
OF THE CONSTRUCTION PERIOD AND TO BE REINSTALLED.

ANCRAGE A HAUBAN (PARAPET) EXISTANT A CONSERVER
/ EXISTING ANTI-LIFT WIRE ANCHORAGE (PARAPET) TO
REMAIN.

ANCRAGE A HAUBAN (PARAPET) EXISTANT A DEMOLIR. /
EXISTING ANTI-LIFT WIRE ANCHORAGE (PARAPET) TO BE
DEMOLISHED.

PUITS DE LUMIERE EXISTANT A CONSERVER EN PLACE.
POUR LES TRAVAUX D’ETANCHEITE, VOIR DETAIL 4/A02 /
EXISTING SKYLIGHT TO REMAIN, REFER TO DETAIL 4/A02.

DALLE DE PAVAGE 650mm X 650mm X 50mm

EXISTANTE A DEMOLIR / EXISTING 650mm X 650mm X
50mm PAVING SLAB TO BE DEMOLISHED.

TRAPPE D’ACCES EXISTANTE AU TOIT A CONSERVER,
VOIR DETAIL 5/A02 / EXISTING ROOF HATCH TO REMAIN.
REFER TO DETAIL 5/A02.

CONDUIT ANCRE AU PARAPET ET LUMINAIRES EXISTANTS
A ENLEVER POUR LA PERIODE DES TRAVAUX ET A
REINSTALLER / EXISTING CONDUIT ANCHORED TO
PARAPET AND LIGHTS TO BE TEMPORARILY REMOVED FOR
THE DURATION OF THE WORK AND TO BE REINSTALLED.

PANNEAU ELECTRIQUE EXISTANT A CONSERVER /
EXISTING ELECTRICAL PANEL TO REMAIN.

PRISE ELECTRIQUE EXISTANTE A CONSERVER / EXISTING
ELECTRICAL OUTLET TO REMAIN.

EQUIPEMENT DE PROTECTION INCENDIE EXISTANT A
CONSERVER / EXISTING FIRE PROTECTION EQUIPMENT TO
REMAIN.

CAMERA DANS UNE BOITE PROTECTRICE DE
360mmX410mmX360mm EXISTANTE A ENLEVER PAR

PROPRIETAIRE / EXISTING CAMERA IN A
360mmxXx410mmX360mm PROTECTIVE BOX TO BE
REMOVED BY OWNER.

ESCABEAU SUR SOCLE EXISTANT A ENLEVER POUR LA
DUREE DES TRAVAUX ET REINSTALLER AVEC
L’EQUIPEMENT 63 / EXISTING STEP LADDER WITH STAND
TO BE REMOVED AND REINSTALLED WITH EQUIPMENT 63.

CABLE DE HAUBAN EXISTANT A CONSERVER / EXISTING
ANTI-LIFT WIRE TO REMAIN.

CABLE DE HAUBAN EXISTANT A ENLEVER / EXISTING
ANTI-LIFT WIRE TO BE REMOVED.

SORTIE DE TUYAU EXISTANTE A CONSERVER / EXISTING
PIPE OUTLET TO REMAIN.

SECTION DE TOITURE DANS LE BASSIN 5 A DEMOLIR

JUSQU’AUX MEMBRANES POUR LA PHASE 1A /
ROOFING SECTION TO DEMOLISH UP TO THE
WATERPROOFING MEMBRANES FOR PHASE 1A.

SECTION DE TOITURE DANS LE BASSIN 5 A DEMOLIR
JUSQU'AU PONTAGE POUR LA POSE DE LA STRUCTURE
DE LA PHASE 1A / ROOFING SECTION TO DEMOLISH UP
TO THE DECK FOR STRUCTURE WORK OF PHASE 1A.

DRAIN EXISTANT A CONSERVER POUR LA PHASE 1A /
EXISTING DRAIN TO REMAIN DURING PHASE 1A.

ENCEINTE PARFAITEMENT ETANCHE ET SANS JOINT, VOIR
DETAIL 3/A01 / WEATHER ENCLOSURE PERFECTLY
WATERPROOF, REFER TO DETAIL 3/A01.

STRUCTURE DU REFROIDISSEUR EXISTANT ET BATIS LE

PROTEGEANT A DEMOLIR / STRUCTURE AND BASES OF
THE EXISTING COOLING UNIT TO REMOVE.

MONTANT DE BOIS 140mm X 38mm
/ WOOD STUD 140mm X 38mm

1— TOUS LES EQUIPEMENTS A CONSERVER SERONT A ENLEVER
TEMPORAIREMENT (COORDONNER AVEC INGENIEURS), REFAIRE
L'ETANCHEITE A LA BASE DE L'APPAREIL. POUR LA PORTEE
DES TRAVAUX TOUCHANT LES APPAREILS
ELECTRO—MECANIQUES, VALIDER AVEC LES PLANS DES
INGENIEURS EN MECANIQUE ET/OU ELECTRICITE. / ALL
EQUIPMENTS THAT ARE INDICATED TO REMAIN WILL BE
TEMPORARILY REMOVED (TO BE COORDINATED WITH
ENGINEERS), REDO THE WATERPROOFING AT THEIR BASE.
FOR THE EXTENT OF THE WORK RELATED TO THE
ELECTRO—MECHANICAL EQUIPMENTS, VALIDATE WITH
ELECTRICAL AND/OR ELECTRICAL DRAWINGS.
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SYSTEME M21—E1, EVACUATION EXISTANT A CONSERVER,
VOIR DETAIL 8/A02 / SYSTEM M21—E1, EXISTING
EXHAUST TO REMAIN, REFER TO DETAIL 8/A02.

REFROIDISSEUR DE MARQUE REF—PLUS EXISTANT A

CONSERVER, VOIR DETAIL 2/A02 / EXISTING COOLING UNIT

REF—PLUS BRAND TO REMAIN, REFER TO DETAIL 2/A02.

SORTIE DE TUYAUTERIE DE REFRIGERANT A REHAUSSER,
VOIR DETAIL 6/A02 / COOLING PIPE TO BE RAISED,
REFER TO DETAIL 6/A02.

SORTIE DE TUYAUTERIE DE REFRIGERANT EXISTANTE A
REHAUSSER, VOIR DETAIL 6/A02 / COOLING PIPE TO BE
RAISED, REFER TO DETAIL 6/A02.

REFROIDISSEUR EXISTANT A CONSERVER / EXISTING
COOLING UNIT TO REMAIN.

SYSTEME M20—E1, EVACUATION EXISTANT A CONSERVER,
VOIR DETAIL 8/A02 / SYSTEM M20—E1, EXISTING
EXHAUST TO REMAIN, REFER TO DETAIL 8/A02.

PRISE D'AIR EXISTANTE A CONSERVER, VOIR DETAIL 9/A02 /

EXISTING AIR INTAKE TO REMAIN, REFER TO DETAIL 9/A02.

SORTIE DE TUYAUTERIE — EVENT EXISTANT A
CONSERVER, VOIR DETAIL 6/A02 / EXISTING EXHAUST
PIPE TO REMAIN, REFER TO DETAIL 6/A02.

SORTIE D'AIR EXISTANTE A CONSERVER, VOIR DETAIL
9/A02 / EXISTING AIR EXHAUST TO REMAIN, REFER TO
DETAIL 9/A02.

CHEMINEE 2508 EXISTANTE A CONSERVERC / 2508
EXISTING CHIMNEY TO REMAIN, REFER TO TYPICAL DETAIL
7/A02.

CHEMINEES (375¢ ET 300¢) ET EVENT EXISTANT A
CONSERVER, VOIR DETAIL TYPE 7/A02 / CHIMNEYS
(3759 AND 300¢) AND EXISTING EXHAUST TO REMAIN,
REFER TO DETAIL 7/A02.

CHEMINEE 4008 EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 7/A02 / 4009 EXISTING CHIMNEY TO REMAIN,
REFER TO TYPICAL DETAIL 7/A02.

CHEMINEE OBTUREE EXISTANTE A DEMOLIR /
SEALED—-OFF EXISTING CHIMNEY TO BE DEMOLISHED.

SORTIE DE TUYAUTERIE — EVENT EXISTANT A CONSERVER,
VOIR DETAIL TYPE 6/A02 / EXISTING EXHAUST PIPE TO
REMAIN, REFER TO TYPICAL DETAIL 6/A02.

VENTILATEUR D’EVACUATION EXISTANT A DEMOLIR /
EXISTING EXHAUST FAN TO BE DEMOLISHED

SYSTEME M1—E1, EVACUATION HOTTE EXISTANTE A
DEMOLIR / SYSTEM M1—E1, EXISTING EVACUATION
HOOD TO BE DEMOLISHED.

EVACUATION 2504 EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 9/A02 / EXISTING 2508 EXHAUST TO REMAIN,
REFER TO TYPICAL DETAIL 9/A02.

SYSTEME M1—R1, EVACUATION USINE PILOT EXISTANT A
CONSERVER, VOIR DETAIL TYPE 9/A02 / SYSTEM M1-—R1,
EXISTING PILOT PLANT EXHAUST TO REMAIN, REFER TO
TYPICAL DETAIL 9/A02.

CHEMINEE 550¢ EXISTANTE A DEMOLIR /
EXISTING 5508 CHIMNEY TO BE DEMOLISHED.

SYSTEME M2—E9, EVACUATION DES LABORATOIRES

EXISTANT A CONSERVER, VOIR DETAIL TYPE 9/A02 /
EXISTING SYSTEM M2—E9 LABORATORIES EXHAUST TO

REMAIN, REFER TO TYPICAL DETAIL 9/AQ2.

SYSTEME M4—E1, EVACUATION PIECES # 1103, 1104,
1107, 1108 EXISTANT A CONSERVER, VOIR DETAIL TYPE
8/A02 / EXISTING EVACUATION SYSTEM M4—E1 FOR
ROOMS #1103, 1104, 1107, 1108 TO REMAIN, REFER
TO TYPICAL DETAIL 8/A02.

SORTIE DE TUYAUTERIE — EVENT DE VAPEUR EXISTANT A
CONSERVER, VOIR DETAIL TYPE 7/A02 / EXISTING
EXHAUST PIPE TO REMAIN, REFER TO TYPICAL DETAIL
7/A02.

SORTIE DE TUYAUTERIE EXISTANTE A CONSERVER, VOIR
DETAIL TYPE 6/A02 / EXISTING EXHAUST PIPE TO
REMAIN, REFER TO TYPICAL DETAIL 6/A02.

EVACUATION D’AIR EXISTANT A CONSERVER, VOIR DETAIL
TYPE 6/A02 / EXISTING AIR EXHAUST TO REMAIN, REFER
TO TYPICAL DETAIL 6/A02.

OUVERTURE AU TOIT DE 965 x 965 EXISTANTE A
CONSERVER, VOIR DETAIL TYPE 6/A02 / EXISTING 965 x
965 ROOF OPENING TO REMAIN, REFER TO TYPICAL
DETAIL 6/A02.

OUVERTURE AU TOIT CONDAMNEE DE 572 x 572 A

DEMOLIR ET OBTURER / CONDEMNED 572 X 572 ROOF
OPENING TO BE DEMOLISHED AND BLOCKED.

REFROIDISSEUR EXISTANT A ENLEVER, VOIR PLAN

AGRANDI ET DETAIL DE LA PHASE 1A, 2/A01 ET 3/A01.
BASES SOUS LE REFROIDISSEUR A DEMOLIR. / EXISTING
COOLING UNIT TO REMOVE, REFER TO PHASE 1A, PLAN

2/A01 AND DETAIL 3/A01. BASES UNDER THE COOLING
UNIT TO REMOVE.

CHEMINEE 400¢ EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 7/A02 / EXISTING 4008 CHIMNEY TO REMAIN

SORTIE DE TUYAUTERIE, EVENT DE GAZ EXISTANT A
CONSERVER, VOIR DETAIL TYPE 6/A02 / EXISTING GAS

EXHAUST PIPE TO REMAIN, REFER TO TYPICAL DETAIL 6/A02.

CHEMINEE 2508 EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 7/A02 / EXISTING 2508 CHIMNEY TO REMAIN,
REFER TO TYPICAL DETAIL 7/A02.

PRISE D'AIR EXISTANTE A CONSERVER, VOIR DETAIL TYPE
8/A02 / EXISTING AR INTAKE TO REMAIN REFER TO
TYPICAL DETAIL 8/A02.

SORTIE DE TUYAUTERIE EXISTANTE A CONSERVER, VOIR
DETAIL TYPE 6/A02 / EXISTING PIPE TO REMAIN, REFER
TO TYPICAL DETAIL 6/A02.

EVACUATION D’AIR EXISTANT A CONSERVER, VOIR DETAIL
TYPE 9/A02 / EXISTING AIR EXHAUST TO REMAIN, REFER
TO TYPICAL DETAIL 9/A02.

CHEMINEE 3508 EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 7/A02 / EXISTING 3508 CHIMNEY TO REMAIN,
REFER TO TYPICAL DETAIL 7/A02.

OUVERTURE DE 2286 x 1016 EXISTANTE A CONSERVER,
VOIR DETAIL TYPE 6/A02 / EXISTING 2286 X 1016
OPENING TO REMAIN, REFER TO TYPICAL DETAIL 6/A02.

CHEMINEE 3508
CHIMNEY TO BE

EXTANTE A DEMOLIR / EXISTING 3508
DEMOLISHED

CHEMINEE 3509
CHIMNEY TO BE

EXISTANTE A DEMOLIR / EXISTING 3509
DEMOLISHED.

CHEMINEE 3509
CHIMNEY TO BE

EXISTANTE A DEMOLIR / EXISTING 3509
DEMOLISHED.

OUVERTURE AU TOIT ET CONDUITS ELECTRIQUES
EXISTANT A CONSERVER, VOIR DETAIL TYPE 6/A02 /
ROOF OPENING AND EXISTING ELECTRICAL CONDUITS
TO REMAIN, REFER TO TYPICAL DETAIL 6/A02.

CHEMINEE 200¢ EXISTANTE A DEMOLIR / EXISTING 200#
CHIMNEY TO BE DEMOLISHED.

CHEMINEE 3508 EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 7/A02 / EXISTING 350¢ CHIMNEY TO REMAIN,
REFER TO TYPICAL DETAIL 7/A02.

SYSTEME M31—E2, EVACUATION EXISTANT A DEMOLIR /
EXISTING EVACUATION SYSTEM M31-E2, TO BE
DEMOLISHED.

CHEMINEE 350¢ EXISTANTE A DEMOLIR / EXISTING 3508
CHIMNEY TO BE DEMOLISHED.

SORTIE D'AIR EXISTANTE A CONSERVER, VOIR DETAIL
TYPE 9/A02 / EXISTING AIR EXHAUST TO REMAIN,
REFER TO TYPICAL DETAIL 9/A02.

OUVERTURE DE 1041 x 1626 EXISTANTE A DEMOLIR /
EXISTING 1041 X 1626 OPENING TO BE DEMOLISHED.

OUVERTURE EXISTANTE DE 660 x 660 AVEC BASE DE

1003 x 1524 A DEMOLIR / EXISTING 660 X 660
OPENING AND 1003 x 1524 CURB TO BE DEMOLISHED.

OUVERTURE DE 660 x 660 AVEC BASE DE 1003 x 1524

EXISTANTE A DEMOLIR / EXISTING 660 X 660 OPENING
AND 1003 x 1524 CURB TO BE DEMOLISHED.

OUVERTURE AU TOIT (CONDUITS ELECTRIQUES) EXISTANTE
A CONSERVER, VOIR DETAIL TYPE 6/A02 / EXISTING
ROOF OPENING (ELECTRICAL CABLES) TO REMAIN, REFER
TO TYPICAL DETAIL 6/A02.

SYSTEME M2—E3, EVACUATION HOTTE EXISTANTE A
CONSERVER, VOIR DETAIL TYPE 6/A02. BASE DU
VENTILATEUR A DEMOLIR AFIN DE PERMETTRE UN
DEGAGEMENT DE 400mm ENTRE LES DEUX BASES. /
EXISTING EVACUATION HOOD TO REMAIN, REFER TO

TYPICAL DETAIL 6/A02. CURB OF THE FAN TO BE
DEMOLISHED AND REBUILT. ASSURE A 400mm MIN.
BETWEEN THE TWO CURBS.

OUVERTURE DE 660 x 660 AVEC BASE DE 1003 x
1524 EXISTANTE A DEMOLIR / EXISTING 660 X 660
OPENING AND 1003 x 1524 CURB TO BE
DEMOLISHED.
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SYSTEME M2-E5, EVACUATION EXISTANT A DEMOLIR /
EXISTING EXHAUST SYSTEM M2—-E5 TO BE DEMOLISHED.

SYSTEME M2-E6, EVACUATION HOTTE EXISTANT A
CONSERVER, VOIR DETAIL 6/A02. BASE DU VENTILATEUR
A DEMOLIR AFIN DE FAIRE UN DEGAGEMENT DE 400MM
ENTRE LES DEUX BASES. / EXISTING EXHAUST SYSTEM
M2—-E6 TO REMAIN, REFER TO DETAIL 6/A02. CURB OF
THE FAN TO BE DEMOLISHED AND REBUILT TO ASSURE
THERE IS 400mm BETWEEN THE TWO CURBS.

OUVERTURE DE 660 x 660 AVEC BASE DE 1003 x
1524 EXISTANTE A DEMOLIR / EXISTING 660 X 660
OPENING AND 1003 1524 CURB TO BE DEMOLISHED.

SYSTEME M3—E2, EVACUATION CUISINE EXISTANT A
CONSERVER, VOIR DETAIL TYPE 8/A02 / EXISTING
KITCHEN EVACUATION SYSTEM M3—E2 TO REMAIN, REFER
TO TYPICAL DETAIL 8/A02.

SYSTEME M3—E1, EVACUATION PIECES # 1232, 1233,
1234, 1235, 1236, 1242, ET 1243 EXISTANT A
CONSERVER, VOIR DETAIL TYPE 8/A02 / EXISTING
EXHAUST SYSTEM M3—E1 FOR ROOMS #1232, 1233,
1234, 1242 AND 1243 TO REMAIN, REFER TO TYPICAL
DETAIL 8/A02.

SYSTEME M30—E1, EVACUATION TOILETTE BUREAU PHASE
Il EXISTANT A CONSERVER, VOIR DETAIL TYPE 8/A02 /
EXISTING SYSTEM M30—-E1 OFFICE TOILET EXHAUST

PHASE Il TO REMAIN, REFER TO TYPICAL DETAIL 8/A02.

OUVERTURE AU TOIT EXISTANTE A DEMOLIR / EXISTING
ROOF OPENING TO BE DEMOLISHED.

EVACUATION DIRECT DRIVE EXISTANTE A CONSERVER,
VOIR DETAIL TYPE 8/A02 / EXISTING DIRECT DRIVE
EXHAUST TO REMAIN, REFER TO TYPICAL DETAIL 8/A02.

PYRANOMETRE EXISTANT A DEMOLIR / EXISTING
PYRANOMETER TO BE DEMOLISHED.

APPAREIL D’ECLAIRAGE EXTERIEUR HID EXISTANT A
ENLEVER ET REINSTALLER APRES LA REINSTALLATION DES
PANNEAUX DE PAREMENT / EXISTING HID EXTERIOR
LIGHT FIXTURE TO BE REMOVED AND REINSTALLED AFTER
THE REINSTALLATION OF THE SIDING PANELS.

STATION METEO EXISTANTE A CONSERVER / EXISTING
METEO STATION TO REMAIN.

STATION METEO EXISTANTE A CONSERVER / EXISTING
METEO STATION TO REMAIN.

STATION METEO EXISTANTE A CONSERVER / EXISTING
METEO STATION TO REMAIN.

CONDUIT D’ACIER RIGIDE (—27mm) POUR DERIVATION DE
PANNEAUX SOLAIRES ET DORMANTS DE BOIS EXISTANTS
A DEMOLIR / RIGID STEEL DIVERSION CONDUITS
(—27mm) FOR SOLAR PANEL AND WOOD SLEEPERS TO
BE DEMOLISHED.

QUATRES (4) CONDUITS D’ACIER RIGIDE (—103mm) POUR
DERIVATION DE PANNEAUX SOLAIRES ET DORMANTS DE
BOIS EXISTANTS A DEMOLIR / FOUR (4) RIGID STEEL
DIVERSION CONDUITS (—103) AND WOOD SLEEPERS TO
BE DEMOLISHED.

CONDUIT D’ACIER RIGIDE (—27mm) ET DORMANTS DE
BOIS EXISTANTS A DEMOLIR / RIGID STEEL DIVERSION
CONDUITS (—27mm) FOR SOLAR PANEL AND WOOD
SLEEPERS TO BE DEMOLISHED.

PANNEAU SOLAIRE (SOURCE SOUS TENSION) EXISTANT A
CONSERVER, VOIR DETAIL TYPE 2/A02 / EXISTING SOLAR
PANEL (SOURCE UNDER TENSION) TO REMAIN, REFER TO
TYPICAL DETAIL 2/A02.

PANNEAU SOLAIRE (SOURCE SOUS TENSION) EXISTANT A
CONSERVER, VOIR DETAIL TYPE 2/A02 / EXISTING SOLAR
PANEL (SOURCE UNDER TENSION) TO REMAIN, REFER TO
TYPICAL DETAIL 2/A02.

CONDUIT FLEXIBLE (—27mm) POUR STATION METEO
EXISTANT A CONSERVER / EXISTING FLEXIBLE CONDUIT
(-27mm) FOR METEO STATION TO REMAIN.

CONDUIT FLEXIBLE (—=53mm ET —21mm) POUR STATION
METEO EXISTANT A CONSERVER / EXISTING FLEXIBLE
CONDUIT (-53mm ET — 21mm) FOR METEO STATION TO
REMAIN.

DEUX (2) CONDUITS RIGIDES DE (—21mm) EXISTANTS A
CONSERVER / TWO (2) EXISTING RIGID CONDUITS (-21)
TO REMAIN.

CONDUIT RIGIDE (—27mm) EXISTANT A CONSERVER /
EXISTING RIGID CONDUIT (—27) TO REMAIN

DEUX (2) CONDUITS RIGIDE DE (—27mm) EXISTANT A
DEMOLIR JUSQU’A LA SORTIE AU TOIT / TWO (2)

EXISTING RIGID CONDUITS (—27) TO BE DEMOLISHER UP
TO THE EXIT AT THE ROOF.

CHEMINEE BANC D'ESSAIS HYBRIDE EXISTANT A DEMOLIR
/ EXISTING HYBRID TEST MACHINE CHIMNEY TO BE
DEMOLISHED.

PANNEAUX SOLAIRES THERMIQUE EXISTANTS A
CONSERVER / EXISTING THERMAL SOLAR PANELS TO
REMAIN.
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