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WINDOW - SASH NUMBERING BY OPERATION TYPE

T# TRANSOM WINDOW AND HOPPER SASH NUMBER

DH# DOUBLE-HUNG WINDOW NUMBER

DL# LOWER SASH NUMBER OF DOUBLE-HUNG WINDOW

DU# UPPER SASH NUMBER OF DOUBLE-HUNG WINDOW
MATERIAL SYMBOLS

EXISTING, NOT REMOVED

STONE

WOOD

BRICK

TERRACOTTA

DISMANTLING NOTES

SALVAGE EXISTING SASH STOPS FOR REUSE; STRIP PAINT TO BARE WOOD.

REMOVE AND DISCARD EXISTING PARTING BEADS, EXCEPT AT HEAD LEAVE IN-SITU FOR
WORK ON FRAME.

SALVAGE EXISTING SASH FOR REUSE; STRIP PAINT TO BARE WOOD FOR SASHES TO BE
REUSED. RETAIN EXISTING PAINT ON ONE UPPER DOUBLE-HUNG RAIL PER WINDOW UNIT.

REMOVE AND DISCARD EXISTING INTERLOCKING DOUBLE-HUNG FRAME AND SASH
WEATHERSTRIPPING.

REMOVE EXISTING PUTTY, SEALANT AND/OR WOOD GLAZING STOPS. REMOVE AND
SALVAGE EXISTING GLAZING FOR REUSE.

SCRAPE LOOSE PAINT, FROM FRAME AND OTHER WINDOW RELATED COMPONENTS
IN-SITU. ASSUME TO BARE WOOD AND SOUND PAINTED SURFACE RESPECTIVELY ON THE
LOWER AND UPPER HALF OF THE FRAME.

REMOVE AND SALVAGE EXISTING HARDWARE FROM FRAME AND SASH FOR REUSE; STRIP
PAINT, CLEAN AND POLISH SALVAGED HARDWARE.

CUT BACK SALVAGED SASH MEETING RAIL FOR DUTCHMAN INSERT. DEPTH TO BE
DETERMINED DURING MOCKUPS.

REMOVE EXISTING PERIMETER CAULKING.

REMOVE AND DISCARD EXISTING TRANSOM FALL CHAINS AND ASSOCIATED HOOKS. PLUG
FASTENER HOLES IN FRAME AND SALVAGED SASHES.

PROTECT EXISTING WEATHERSTRIPPING ALONG PERIMETER OF TRANSOM FRAME.
REMOVE AND DISCARD DEFORMED LENGHT.

CUT BACK SILL ALONG ITS FULL LENGTH FOR DUTCHMAN INSERT. DEPTH TO BE
DETERMINED BASED ON CONDITION.

CUT OUT KERF AT WEATHERSTRIPPING ALONG FULL LENGTH OF RAIL OR STILE FOR
DUTCHMAN INSERT. HEIGHT TO BE DETERMINED BASED ON CONDITION.

CUT OUT KERF ALONG FULL LENGTH OF STILE FOR DUTCHMAN INSERT. DEPTH AND
WIDTH TO BE DETERMINED BASED ON CONDITION. SEE SPECIFICATION FOR ASSUMED
QUANTITY.

LOCATE AND DRIVE OUT EXISTING METAL SASH PINS FROM INSIDE FACE TO DISCONNECT
JOINTS AT EACH EXTREMITY OF THE RAIL OR STILE.
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