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WORK AREA/ ﬁﬂ AIRE DE TRAVAIL
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AIRE DE TRAVAIL PO g\
438 #3.6 P ek TRAIL 53

WORK AREA/
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Canada

WORK AREA/
AIRE DE TRAVAIL
#4

GREENBELT - MER BLEUE
BOARDWALK REHABILITATION/

REHABILITATION DE PASSERELLES

WORK AREA/
AIRE DE TRAVAIL
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CONTRACT/CONTRAT No. DC2035-15 ).\

MER BLEUE - TRAIL 50

National Capital Commission - Commission de la capitale nationale



\\Nccneta28\remdc-gidc\DesignAndConstruction\ENG\VilleneuveMathieu\STRUCTURAL - CIVIL REHAB - RECONSTRUCTION\GB Boardwalk Rehab 2014-15\Drawings\boardwalks2014-15_3.dwg

September-15-14 3:22:32 PM

NOUVELLES TRAVERSES 2°X6” @
TEL QUE L'EXISTANT, INSTALLE
A LINTERIEUR DES POTEAUX APPROX. 10m SECTION OF BOARDWALK (BETWEEN 1 AND 3 POSTS& {3
ALL EXISTING POSTS TO REMAIN . 10m
TOUT POTEAUX EXISTANT A CONSER TO BE READJUSTED, INCLUDING RAILINGS, SEE SECTION B—B FOR DETAILS/
VER B SECTION DE PASSERELLE APPROX. 10m (ENTRE 1 ET 3 POTEAUX) * ‘
A REAJUSTER, INCLUANT LES GARDE-CORPS, VOIR SECTION B—B POUR DETAILS “

»**% NCC
NEW 2°X6" RAILS AS EXISTING, {"3
INSTALLED ON INSIDE OF POSTS/ *

»

ALL EXISTING POSTS TO REMAIN/
TOUT POTEAUX EXISTANT A CONSERVER

REMOVE ALL RAILINGS ON OUTSIDE OF \E
ROTRER T0UT CARGE _CORPA. SITUE A
REMOVE, L RN o OO sy L'EXTERIEUR DES POTEAUX ET DISPOSER HORS SITE : .
RETIRER TOUT GARDE—CORPS SITUE i i WOOD RET. WALL *
L'EXTERIEUR DES POTEAUX ET DISPOSER HORS SITE > 6@) . o B 140X140 LUMBER (S HIGH> ( Eal |ada
4 : 0 ot > N So
e e /o 44 7 i S T
X % )
. m / / / ’ /g Real Estate Mana i i
gement, Design and Construction Branch
20 DECK BOARDS TO BE REPLACED .‘i—.s——.—‘qép—r > /\6‘@ QQQ /%0 / Direction de la gestion de I'immobilier, design et construction
(IDENTIFIED ON SITE N 0.90 2 s T T SV 4
20 PLANCHES DE PONTAGE A REMPLACER 40x90mm S . Ss . i“51%?\«\
(IDENTIFIES SUR LE SITE) (@"°x4% § / ')0 S T e S S R S Design and Construction Division
DEICK \ 405140mm \ NEW 2')(4" RAILS AS EXISTlNG, )0 4 / :js @,@‘, OIG %@ %& \f—'\-§ Division design et construction
40x140mnx1.78m wide D5 INSTALLED ON INSIDE_OF POSTS/ 20,56 SN\ 30N SSEY ,, \5
40x140mm - R NOUVELLES TRAVERSES 2"X4 % Qb © 25 0 ,, o _ _
(P'%6"> L 7 1 ] TEL QUE LEXISTANT, INSTALLE d@\ %) )/c% 7 % / )0'69 director - Claude Robert - directeur
I I I A L'INTERIEUR DES POTEAUX 5. 7 2> o 9s
40x140mm BOLTED — P - g?/ kS > S0 > 5
” ” N~ ] ] . & Y . ____ — — — — — ___ ____________]
(@"x6% *VARIES* > > &%g SN ¥ 7 )zé\@
WATER LEVEL: 68.69m consultant
ON JULY 3, 2014 AJUSTABLE POST AREA (SCREW PILES) expert-consel
\ - *VARIES* —t
LEGEND
N~ HyDro POST— |

AaBbCcDdEe | TOP OF DECK ELEV.

AaBbCcDdEe | GROUND ELEV..

AaBbCcDdEe | SLEEPERS ELEV.

AaBbCcDdEe | GRASS ELEV.

WLV WATER LEVEL TAKEN ON JULY 3, 2014
SLEEPERS

EDGE OF BUSH

CENTER & EDGE OF TRAIL

+/- 0.35m diam.

NOTES: - EXISTING RAILINGS AROUND EXISTING LOOK OUT TO BE REMOVED AND DISPOSED OFF SITE. NEW
RAILINGS TO BE INSTALLED ON INSIDE OF POSTS AS SHOWN ABOVE/

LES GARDE—CORPS AUTOUR DU BELVEDERE EXISTANT DOIVENT ETRE ENLEVE ET DISPOSE HORS SITE
ET DE NOUVEAUX GARDE—CORPS INSTALLES A L'INTERIEUR DES POTEAUX, TEL QUE MONTRE Cl-HAUT

— ANY EXISTING PLAQUES MUST BE REMOVED FROM EXISTING RAILINGS AND REINSTALLED ON NEW RAILINGS/

TOUTES PLAQUES EXISTANTE SUR GARDE—CORPS EXISTANT, DOIT ETRE ENLEVE ET REINSTALLES SUR LES CL OF DITCH
NOUVEAUX GARDE—CORPS / —— [ DECK outline
— 20 DECK BOARDS WILL REQUIRE TO BE REPLACED BETWEEN BEGINNING OF BOARDWALK AND LOOKOUT, BOARDS TO BE PLA PLAQUE
AS EXISTING (40mmX140mmX1.78m LONG) AND EXACT BOARDS TO BE REPLACED WILL BE IDENTIFIED ON SITE/ / GAT GATE
20 PLANCHES DE_PONTAGE NECESSITE UN REMPLACEMENT ENTRE LE DEBUT DE LA PASSERELLE ET LE BELVEDERE, o TREE
NOUVELLES PLANCHES TELLE QUEXISTANTE (40mmX140mmX1.78m LONG) ET L'EMPLACEMENT DES PLANCHES A ey NCC—CON SING
REMPLACER SERA IDENTIFIE SUR LE SITE
SCALE/ECHELLE  N.T.S./AUCUNE
APPROX. 108m SECTION OF BOARDWALK TO
INSTALL NEW RAILINGS ON INSIDE OF POSTS
SEE SECTION B-B FOR DETAIL/
SECTION DE PASSERELLE APPROX. 108m
A INSTALLER DE NOUVEAUX GARDE—CORPS
A LINTERIEUR DES POTEAUX, VOIR SECTION B-B
VIEW FROM UNDERNEATH BOARDWALK/
VUE DU DESSOUS DE LA PASSERELLE
SECTION TO INSTALL NEW RAILINGS/
SECTION A INSTALLER DES NOUVEAUX
GARDE—-CORPS SECTION TO BE READJUSTED/ TYPICAL POST AND SCREW PILE/ TYPICAL POST AND SCREW PILE issued or revised
SECTION A REAJUSTER POTEAU ET PIEUX TYPIQUE FROM UNDERNEATH/ émis ou revisé
A POTEAU ET PIEUX TYPIQUE
VUE DU DESSOUS
| 1.39m
] 140x140mm 0.44
ADDITIONNAL LATERAL BRACING TO BE INSTALLED 40x140mm %" \ .44m
BETWEEN WOODEN POSTS AND SCREW PILES (@'x6" ~ 1 FOR TENDER/ POUR SOUMISSION 16-09-2014
SEE NOTES BELLOW, - 0.92
SUPPORT LATERALE ADDITIONNEL A INSTALLER X JZMm no. description date
%TRBEN (lsggspon-:wx DE BOIS ET LES PIEUX VISSES —
rojec
40x20nn 2x40x240mm oot
2"%x4") BEAM \ CENERALE NOTES: Pre)
DECK (2-2"x10") MER BLEUE
. 1. BOARDWALK IS LOCATED IN A WETLAND, NO MACHINERY OR VEHICLES
40x140nmx1.83m widle /—géﬂ%%gﬁgf&’}}ﬁ TO BE RE-LEVELED TO ENTER WATERWAY. TOOLS, EQUIPEMENT AND MATERIALS MUST
REMAIN ON BOARDWALKS OR TRAILS AT ALL TIMES.
NVEAD, VOR NoTES ™ e AU BOARDWALK REHABILITATION/
(2"x10" / ' 2. NEW DECKING AND RAILINGS TO BE WHITE CEDAR. ALL WOOD TO BE
UNTREATED AND UNDRESSED. :
ADJUSTABLE i . REHABILITATION DE
GALVANIZED POST VARIES 3. IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE, ONCE WORK IS
COMPLETE, THAT STRUCTURE IS STABLE, LEVEL, STURDY AND PASSERELLES
0.025m h SECURELY ANCHORED.
GROUND LEVEL s BOLT
¥V ARIESX
/ drawing
dessin
.
/ Ss NOTES: - BETWEEN 1 AND 3 POSTS REQUIRE TO BE READJUSTED TO RE—LEVEL STRUCTURE. ADJUSTMENT CAN BE DONE EITHER
So BY ADJUSTING THE HEIGHT OF SCREW PILES gr POSSIBLE) OR BY CUTTING THE EXISTING 6”X6” POSTS THAT ARE ANCHORED
RS TR e AT IST 8 RS M S 0 SO SO D WORK AREA / AIRE DE TRAVAIL
S - ) NOTES GENERALES:
e o R Y N / EN AJUSTANY a FAUTEUR BES. PIEUX VISSES (8 POSSIBLE) OU-EN COUPANT LES POTEAUX 6°x6" EXISTANT QUL SONT FIXE- AUX 41
x6” s Ny AN
N N ° LOOK ouT PIEUX VISSES. LES GARDE-CORPS DOIVENT ETRE AJUSTE AUSSI SI NECESSAIRE. L'ENTREPRENEUR EST RESPONSABLE DE CHOISIR 1. LA PASSERELLE EST SITUE DANS UN MILIEU HUMIDE, AUCUNE
/ v s / UNE METHODOLOGIE QUI REMETTRA LA STRUCTURE AU NIVEAU ET QUI SERA A LA SATISFACTION DU REPRESENTANT DE LA CCN MACHINERIES OU VEHICULES NE DOIT CIRCULER DANS LE COURS
- ’ &6 ADDITIONNAL LATERAL BRACING TO BE INSTALLED BETWEEN WOODEN POSTS AND SCREW PILES. TWO (2) BRACES TO BE ADDED 2’5"“' LES QUTLS, EQUIFEMENT ET MATERIAUX DOIVENT DEMEURER
- . UR LA PASSERELLE OU LES SENTIER EN TOUT TEMPS.
/0% CESAIoul Tecs QLo 0T, TR o SCLIRAGS, s L0 S A o sy s
C O N \ REPRESENTATIVE PRIOR TO INSTALLATION. LATERAL STABILITY TO BE IMPROVED TO NCC REPRESENTATIVES SATISFACTION/ 2 Eﬁ%%“‘ﬁgﬁ f&ggﬁ; ENT ohEiLiﬁﬁ%E‘CORPS SERONT DU CEDRE
S | RAILINGS AROUND EXISTING LOOK OUT.TO BE REPLACED S ORI e R o 0 ENDROTS POUR ON TOTAL DE S (o) SUEPORTS. LES SURPORTS DOVENT ETNE) SOLIDEMENT ENE AUX ' ' e oy B.RED
> -Npdr4 s . \ ) ) a rouve par .
@E@ <0 ¢ S C EXISTING 6"X6” POSTS AND DECKING TO BE KEPT, SEE SECTION A-A/ PIEUX VISSES ET BOULOFSNES AUX POTEAUX DE BOIS. LE TYPE %2 SUPPORT ET LE TYPE D’ANCRAGE DOIT ETRE DETERMINE PAR 3. LENTREPRENEUR EST RESPONSABLE DE S'ASSURER, UNE FOIS LES PP P
'S5 (S GARDE—CORPS EXISTANT AUTOUR DU BELVEDERE A REMPLACER L'ENTREPRENEUR ET APPROUVE PAR LE REPRESENTANT DE LA CCN AVANT L'INSTALLATION. LA STABILITE LATERALE DOIT ETRE TRAVAUX COMPLETES, QUE LA STRUCTURE EST STABLE, DE NIVEAU, designed by
y / 4*x4* POST (TYP) POTEAUX 6°X6" ET PONTAGE A CONSERVER, VOIR SECTION A—A AMELIORE A LA SATISFACTION DU REPRESENTANT DE LA CCN ROBUSTE ET SOLIDEMENT ANCRE. concu par M. VILLENEUVE
S
© N — SHOP DRAWINGS MUST BE SUBMITTED TO THE NCC SHOWING LEVELING AND BRACING METHODOLOGY AND MUST BE APPROVED drawn by
S 66; S S RAILING END PRIOR TO START OF WORK/ dessing M. VILLENEUVE
0 C DES DESSINS D’ATELIER DOIVENT ETRE SOUMIS A LA CCN MONTRANT LA METHODOLOGIE UTILISE POUR LA MISE AU NIVEAU ET POUR essine par
S LES SUPPORTS ADDITIONNEL ET DOIVENT ETRE APPROUVE AVANT LE DEBUT DES TRAVAUX date scale  AS SHOWN
6, §0 D JUNE 2014 échelle TEL QUINDIQUE
\5‘@ 6@ PLAN VIEW/ VUE EN PLAN NCC project no. sheet no.
GQO\Y SCALE /ECHELLE 1: 200 SECTION B-B no. du projet de la CCN  no. de la feuille
b s | SCALE/ECHELLE  N.T.S./AUCUNE DC2035-15 S-1
| | 0

National Capital Commission - Commission de la capitale nationale sheet size: ISO_A1
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1.04m

APPROX. 6m SECTION OF BOARDWALK TO BE COMPLETELY REBUILT

40x140mm /EI_ 90x90mm

NIVEAU FINI DU NOUVEAU PONTA

WOOD DECKING ATTACHED TO
JOISTS WITH 2 #10 DECK

INCLUDING RAILINGS USING NEW 4”X4" WOOD POSTS. NEW SLEEPERS o oY) \ SCREWS AT EACH DECK/JOIST INTERFACE/
AND JOISTS TO BE PLASTIC COMPOSITE MATERIAL, NEW DECKING @"x6" P (474" | 0.43m — PONTAGE DE BOIS FIXE ‘AVEC 2 VIS #10
AND NEW RAILINGS TO BE WOOD, SEE SECTION C—C/ NEW 2°X6° WOOD RAILS AS EXISTING A TOUS LES POINTS D’APPUIS PONTAGE /SOLIVES
SECTION DE PASSERELLE APPROX. 6m A RECONSTRUIRE INCLUANT _/B' IZ —_—— INSTALLED ON INSIDE OF POSTS/ !
LES GARDE—CORPS EN UTILISANT DE NOUVEAUX POTEAUX DE 40x90mmM 0.88m NOUVELLES TRAVERSES EN BOIS 2°X6" y 2 LAG SCREWS (PER POST)
BOIS 4"X4". LES NOUVEAUX DORMANTS ET POUTRES SERONT EN @"x4"> TEL QUE L’EXISTANT, INSTALLE Pz / 12mmo (1/2") GALVANIZED
PLAS“QUE COMPOS'TE. LE NOUVEAUX PONTAGE ET LES NOUVEAUX A L’|NTER|EUR DES POTEAUX / 200 LONG EMBEDED
GARDE—-CORPS EN BOIS, VOIR SECTION C—C DECK —_ / 200mm LONG. MR 045 AU)
40x140mmx1.22m wide (. NEW WOOD DECKING 1%”X6” (F.D.) _ - 12mme (1/2”) GALVANISE
arxa® POST CTYPS M\ MAX. SPACING 6mm/ . o < LONGUEUR 200mm, ENCASTRE
- 40x140mm /N NOUVEAU PONTAGE DE BOIS 1%”X6” (P.D.) P <t
WATER LEVEL: 68.69m RUFFC@* 56> *VARIES* ESPACEMENT MAX. 6mm N
RAILING END ON JULY 3, 2014 1.2m yd /"
- \ 2-5/16" SCREWS 6" LONG
\ - 5TviS §/16" LONCUEUR 6"
NOTES: - THIS SECTION (APPROX. 6m) MUST BE COMPLETELY REBUILT UP TO EXISTING LOOK OUT. ALL EXISTING oy g
STRUCTURE TO BE DEMOLISHED AND DISPOSED OFF SITE/ E‘%Vs’n‘ué“(sxf°88c%8§%’t§) 7 \ P A TOUT'LES DORMANTS
CETTE SECTION (APPROX. 6m) DOIT ETRE COMPLETEMENT RECONSTRUITE JUSQU'AU BELVEDERE EXISTANT. NOUVEAU POTEAUX 4°X4” EN BOIS — c 3 EQUAL SPACED 5/16” SCREWS
TOUTE LA STRUCTURE EST A DEMOLIR ET DISPOSE HORS SITE. TEL QUE L’EXISTANT (SECTION DE \ /O.43m _ 12" LONG AT EACH 'SLEEPER LEVEL/
6m SEULEMENT) \ — 3 VIS 5/16” ESPACEMENT EGALE
m NEW DECKING FINISH ELEVATION E'/‘ —_—— e — LONGUEUR 12" A TOUT LES DORMANTS
TO BE AS EXISTING LOOK OUT 'L\/?i — | 0.88m -
G CONDITIONS N APPROX. 69.00/ - \ —] - — -
T~

SCALE /ECHELLE N.T.S./AUCUNE TEL QUE LE NIVEAU DU BELVEDERE
APPROX. 69.00

WATER LEVEL: 68.69m
ON JULY 3, 2014

N AN */JVARIES*/ _

/ N -
i A

AXION ECOTRAX 7"X9” RSC
SLEEPERS AND JOISTS/
DORMANTS ET SOLIVES

14
So / ——S5—DECK DUTLINE
SN
Do ]

) A/\
ONE OR TWO SLEEPERS TO

—
——_ \EW 2'X4” WOOD RALS AS EXISTING,

Nl ' ! INSTALLED ON INSIDE OF POSTS/
Y NOUVELLES TRAVERSES EN BOIS 2"X4
_-TEL QUE L'EXISTANT, INSTALLE
— 7 ALINTERIEUR DES POTEAUX

ACCOMODATE NATURAL TERRAIN

(ASSUME 100% DOUBLED SLEEPERS FOR 6m SECTION)/
UN OU DEUX DORMANTS POUR S'AJUSTER AU TERRAIN NATUREL
(ASSUMER 100% SONT DOUBLE POUR SECTION DE 6m)

So < SLEEPE
4 Ny, SECTION C-C
& oy 3
\ SN & \ EW BOARDWALK SEREL
v \ @fs? SCALE /ECHELLE N.T.S./AUCUNE
\ 1 ||
,6\@ / > -_ :
\ & = — - S
\ K '6\7‘\ G'\S‘G
o
AR
\ % G%\ 2\
S \ |\ 40x140mmx1.2n vide
A X MmmXxl.cm wide
25l e WOOD DECKING ATTACHED TO
\ \ ég) 1.2m JOISTS WITH 2 #0 DECK
| & I . SCREWS AT EACH DECK/JOIST INTERFACE/
> 140x140mm 1 T PONTAGE DE BOIS FIXE AVEC 2 VIS #10
\ \s% \ (6°x6" \ A TOUS LES POINTS D’APPUIS PONTAGE /SOLIVES
" S o>
5
S, 140x140mm | N ]
@ Gﬁ \ ” ”
BRI RN R *VARIES* o y
\ 'G@\G@ 3y - ! NEW WOOD DECKING 1%"x6" (F.D.) /
e I I MAX. SPACING 6mm/ e |
. ,S\ 28 NOUVEAU PONTAGE DE BOIS 1%”"x6" (P.D.) s
Os) "\ o \ NOTES: — THIS SECTION (APPROX. 70m) MUST BE COMPLETELY REBUILT. ALL EXISTING ESPACEMENT MAX. 6mm e
So ) STRUCTURE TO BE DEMOLISHED AND DISPOSED OFF SITE/ /
’ CETTE SECTION (APPROX. 70m) DOIT £TRE COMPLETEMENT RECONSTRUITE. e
\ TOUTE: LA STRUCTORE 25T X DEWOLIR 1 DISPOSE HORS SITE. | 1.2m 4 \ N ST
2-5/16" SCREWS 6" LONG
APPROX. 70m SECTION BOARDWALK TO BE COMPLETELY REBUILT SECTION D-D | . —| N éTwsA%%g"EEgﬁg EUR 6"
AW L?LSE@EEECQ{:«% J%sgg % OB[I)-Z gﬁsggcﬁgmpgsg; DITIONS /CONDITIONS EXISTANTES / A TOUT LES DORMANTS
y - 150 MAX. ' \
SECTION DE PASSERELLE APPROX. 70m A RECONSTRUIRE SCALE/ECHELLE N.T.S./AUCUNE * !
LES NOUVEAUX DORMANTS ET POUTRES TYP. ) l "JVARIES* _
SERONT EN PLASTIQUE COMPOSITE, LE NOUVEAUX PONTAGE ' ) =
EN 'BOIS, VOIR SECTION D-D \ -

ENSURE SMOOTH TRANSITION BETWEEN

NEW AND EXISTING BOARDWALK /

ASSURER UNE TRANSITION ADEQUATE ENTRE

LA NOUVELLE SECTION ET LA SECTION EXISTANTE

6% |
2 o
% / '“%LEEPERS
> . DECK OUTLINE NEW WOOD DECKING 1%"X6” (F.D.)
MAX. SPACING 6mm/
NOUVEAU PONTAGE DE BOIS 1¥ "x6” (P.D.)

ESPACEMENT MAX. 6mm

1.8m TYP. MAX.

1/4” EXPANSION JOINT BETWEEN

JOISTS AT SUPPORT (TYP.)/
7”@’”3&5?8%3? JOINT D’EXPANSION ENTRE SOLIVES AUX APPUIS
soul

AXION ECOTRAX 7"X9"” RSC SLEEPERS/DORMANTS

* MULTIPLE BOARD PLYS ASSEMBLED TOGETHER
NEW SLEEPERS TO BE IN EXISTING SLEEPER LOCATIONS/ TO CREATE SLEEPERS IS UNACCEPTABLE
NOUVEAUX DORMANTS DOIVENT ETRE PLACE AUX MEME PLUSIEURS PLANCHES FIXE ENSEMBLE POUR
ENDROITS QUE LES DORMANTS EXISTANT CREER UN DORMANT EST INACCEPTABLE

NOTES: - NEW SLEEPERS TO BE PLACED IN EXISTING WOOD SLEEPER LOCATIONS. NO EXCAVATION SHALL BE TOLERATED TO PLACE NEW
SLEEPERS, ONLY MINOR LEVELING BY HAND.

LES NOUVEAUX DORMANTS SERONT PLACES AUX MEMES ENDROIT QUE LES DORMANTS EXISTANTS. AUCUNE EXCAVATION NE SERA
PERMISE, SEULEMENT LA MISE A NIVEAU DU SOL A LA MAIN SERA TOLERE.

N ELEVATI
NEW BOARDWALK SSERE
SCALE /ECHELLE N.T.S./AUCUNE

SCALE /ECHELLE 1:200

National Capital Commission - Commission de la capitale nationale

| N
/ ~ L=
AXION ECOTRAX 7°X9” RSC —

SLEEPERS AND JOISTVE/
DORMANTS ET SOLIVES

SECTION D-D
NEW BOARDWALK/NOUVELLE PASSERELLE

SCALE /ECHELLE

GENERALE NOTES:

10.

BOARDWALK IS LOCATED IN A WETLAND, NO MACHINERY OR
VEHICLES TO ENTER WATERWAY. TOOLS, EQUIPEMENT AND
MATERIALS MUST REMAIN ON BOARDWALKS OR TRAILS AT ALL
TIMES.

NEW DECKING AND RAILINGS TO BE WHITE CEDAR. ALL WOOD TO
BE UNTREATED AND UNDRESSED.

NEW SLEEPERS AND BEAMS TO BE COMPOSITE PLASTIC MATERIALS
BY AXION INTERNATIONAL (OR APPPROVED EQUIVALENT BY NCC)

INSTALLATION TO BE AS PER MANUFACTURERS INSTRUCTIONS

SCREWS SHALL BE STAINLESS, GALVANIZED OR EPOXY—COATED
WITH 1/16” PILOT HOLES PRE—DRILLED PRIOR TO PLACEMENT (AS
PER MANUFACTURERS RECOMMENDATIONS)

THE USE OF HIGH PERFORMANCE BLADES AND DRILL BITS ARE
REQUIRED TO CUT AND DRILL THE COMPOSITE MATERIAL

ALL DEBRIS FROM CUTTING OR PRE—DRILLING SHALL BE RECOVERE
AND DISPOSED OFF SITE

NEW COMPOSITE SLEEPERS AND JOISTS TO BE COLOR BLACK

IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE, ONCE WORK
IS COMPLETE, THAT STRUCTURE IS STABLE, LEVEL, STURDY AND
SECURELY ANCHORED.

LOADING: 80 PSF LIVE/ 20 DEAD
DEFLECTION LIMIT L/360

N.T.S./AUCUNE

NOTES GENERALES:

1. LA PASSERELLE EST SITUE DANS UN MILIEU HUMIDE, AUCUNE
MACHINERIES OU VEHICULES NE DOIT CIRCULER DANS LE COURS D’EAU.
LES OUTILS, EQUIPEMENT ET MATERIAUX DOIVENT DEMEURER SUR LA
PASSERELLE OU LES SENTIER EN TOUT TEMPS.

2. LE NOUVEAU PONTAGE ET LES GARDE—CORPS SERONT DU CEDRE
BLANC. NON TRAITE ET NON PLANNE.

3. NOUVEAUX DORMANTS ET POUTRES SERONT DES MATERIAUX DE
PLASTIQUE COMPOSITE PAR AXION INTERNATIONAL (OU EQUIVALENCE
APPROUVE PAR LA CCN)

4, L'INSTALLATION DOIT ETRE SELON LES INSTRUCTIONS DU
MANUFACTURIER

5. LES VIS DOIVENT ETRE EN ACIER INOXYDABLE, GALVANISE OU
RECOUVERTE D’EPOXY AVEC TROUS PILOTE 1/16” PRE—PERCES AVANT
LE PLACEMENT (SELON LES RECOMMENDATIONS DU MANUFACTURIER)

D 6. L'UTILISATION DE LAME ET DE FORET HAUTE PERFORMANCE EST
REQUISE POUR COUPER ET PERCER LE MATERIEL COMPOSITE

7. TOUT DEBRIS SUITE A LA COUPE OU LE PERGAGE DOIT ETRE
RECUPERE ET DISPOSE HORS SITE

8. NOUVEAUX DORMANTS ET POUTRES EN PLASTIQUE COMPOSITE DOIT
ETRE DE COULEUR NOIRE

9. L’ENTREPRENEUR EST RESPONSABLE DE S'ASSURER, UNE FOIS LES
TRAVAUX COMPLETES, QUE LA STRUCTURE EST STABLE, DE NIVEAU,
ROBUSTE ET SOLIDEMENT ANCRE.

10. CHARGE: VIVE 80 Ib/pi* / MORTE 20 Ib/pi?
LIMITE DEFLECTION L/360

sheet size: ISO_A1

2% NCC
**,*g{}’ CC N
/-\

Canada

Real Estate Management, Design and Construction Branch
Direction de la gestion de I'immobilier, design et construction

Design and Construction Division
Division design et construction

director - Claude Robert - directeur

consultant
expert-conseil

LEGEND

AaBbCcDdEe | TOP OF DECK ELEV.

AaBbCcDdEe | GROUND ELEV..

AaBbCcDdEe | SLEEPERS ELEV.

AaBbCcDdEe | GRASS ELEV.

WLV WATER LEVEL TAKEN ON JULY 3, 2014

SLEEPERS

EDGE OF BUSH

CENTER & EDGE OF TRAIL

CL OF DITCH

DECK outline

PLA PLAQUE

GAT GATE

o© TREE
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FLOATING SECTION OF BOARDWALK/
PARTIE FLOTTANTE DE PASSERELLE

"
& e NCC
3
- %* *‘{3 C C N
40x140mnx1.2n wide /\
| 1.2m

[ L4 ]
NN | Canada
140x140mm

| N |
” ”
(6"'x6 )\N |><| *\/ARIES*
| Real Estate Management, Design and Construction Branch

I\ I Direction de la gestion de I'immobilier, design et construction

ENSURE SMOOTH TRANSITION BETWEEN FLOATTING BOARDWALK AND
NEW SECTION OF BOARDWALK. BOTTOM OF EXISTING RAMP TO BE RAISED SLIGHTLY,
FINISH ELEVATION OF NEW BOARDWALK AT EXISTING RAMP TO BE APPROX. 68.90m/

ASSURER UNE TRANSITION ADEQUATE ENTRE LA PASSERELLE FLOTTANTE ET LA NOUVELLE
SECTION DE PASSERELLE. LE BAS DE LA RAMPE EXISTANTE DEVRA ETRE ELEVEE LEGEREMENT.
LE NIVEAU FINI DE LA NOUVELLE PASSERELLE A LA RAMPE EXISTANTE DEVRA ETRE APPROX. 68.90m

NOTES: - THIS SECTION (APPROX. 70m) MUST BE COMPLETELY REBUILT. ALL EXISTING

STRUCTURE TO BE DEMOLISHED AND DISPOSED OFF SITE/ Design and Construction Division
CETTE SECTION (APPROX. 70m) DOIT ETRE COMPLETEMENT RECONSTRUITE. Division design et construction
fo TOUTE LA STRUCTURE EST A DEMOLIR ET DISPOSE HORS SITE.
¢ EE:]]:” E E director - Claude Robert - directeur
ONS/CONDITIONS EXISTAN
SCALE /ECHELLE N.T.S./AUCUNE consultant
expert-conseil
LEGEND
AaBbCcDdEe | TOP OF DECK ELEV.
AaBbCcDdEe GROUND ELEV..
AaBbCcDdEe | SLEEPERS ELEV.
APPROX. 95m SECTION OF BOARDWALK TO / S Rebudls Lom T
pd m \JI‘Q . .
BE COMPLETELY REBUILT USING PLASTIC COMPOSITE S / So i, / %, WLV WATER LEVEL TAKEN ON JULY 3, 2014
SLEEPERS AND JOISTS AND A WOODEN DECKING 6% S 0o ¢ / SLEEPERS
SEE SECTION D-D FOR DETAILS/ YOy '8 —— |EDGE OF BUSH
SECTION DE PASSERELLE APPROX. 95m A RECONSTRUIRE (\O / S DEC%TLINE ————— | CENTER & EDGE OF TRAIL
EN UTILISANT DES DORMANTS ET POUTRES EN PLASTIQUE D / / o
COMPOSITE ET UN PONTAGE DE BOIS, VOIR SECTION D-D So /6? AT ——[CL OF DITCH
POUR DETAILS s ‘S S Og © / —— | DECK outline
/ NE5%, / N4 PLA PLAQUE
CoNTIE So
SNy s SLEEPERS/ GAT GATE
o A I Ao
S NeeooN NCC—CCN SING
WA Nl 7 / SCREWS AT EACH DECK/JOIST INTERFACE/ ——
s 55 % PONTAGE DE BOIS FIXE AVEC 2 IS #10
So, % VYA / A TOUS LES POINTS D’APPUIS PONTAGE /SOLIVES
- O / N
Q@ (S
— SN S 3 A NEW WOOD DECKING 1%"X6” (F.D.) /
. 8y 3 @\/ P> MAX. SPACING 6mm/ - !
/ S % \/ S / NOUVEAU PONTAGE DE BOIS 1%"X6” (P.D.) -
So p— e, T ESPACEMENT MAX. 6mm -
PR N N S, Y 7 =
_/)J ’ ) 6‘
e A o e, B, | tam 4 NS
N o 8, %% - 2-5/16" SCREWS 6" LONG
J N 7 L 6. 08% . T i | s j o AT EACH SLEEPER
b % — e s S8, O5s ~ 2 VIS 5/16” LONGUEUR 6"
Cop S B T W - / A TOUT'LES DORMANTS
RN AR 150 MAX. ! - Y
7 N7 —_— —% ’
- 6o > 2 NS
o e s . — TYP. ) | AVARIES* —
/ /\3\ ) ‘ / s ,&; - \ / —
/ - —

°85 ) 5 055 % —
/ 6. A ‘%/ GQ&'&J / N -
So R P N o =
/ & o @/ s OO / AXION ECOTRAX 7°X9” RSC -~
S / P P SLEEPERS AND JOISTS/

DORMANTS ET SOLIVES

Se o 7 SECTION D-D
s So / S S o /7 NEW BOARDWALK/NOUVELLE PASSERELLE
'%/ e S/ SCALE /ECHELLE N.T.S./AUCUNE
SV %o

P 4 PLAN VIEW/ VUE EN PLAN

v SCALE /ECHELLE 1:200 . .
issued or revised
€émis ou revisé
1 FOR TENDER/ POUR SOUMISSION 16-09-2014
no. description date
GENERALE NOTES: NOTES GENERALES: project
3/, nyg"” projet
NEW WOOD DECKING 1747X6" (F.D.) 1. BOARDWALK IS LOCATED IN A WETLAND, NO MACHINERY OR VEHICLES 1. LA PASSERELLE EST SITUE DANS UN MILIEU HUMIDE, AUCUNE MER BLEUE
MAX. SPACING Bmm/ 3wy TO ENTER WATERWAY. TOOLS, EQUIPEMENT AND MATERIALS MUST MACHINERIES OU VEHICULES NE DOIT CIRCULER DANS LE COURS
NOUVEAU PONTACE DE BOIS 177°X6™ (P.D.) REMAIN ON BOARDWALKS OR TRAILS AT ALL TIMES. D'EAU. LES OUTILS, EQUIPEMENT ET MATERIAUX DOIVENT DEMEURER
- 6mm SUR LA PASSERELLE OU LES SENTIER EN TOUT TEMPS.
2. NEW DECKING AND RAILINGS TO BE WHITE CEDAR. ALL WOOD TO BE BOARDWALK REHABILITATION/
1.8m TYP. MAX UNTREATED AND UNDRESSED. 2. LE NOUVEAU PONTAGE ET LES GARDE-CORPS SERONT DU CEDRE
3. NEW SLEEPERS AND JOISTS TO BE COMPOSITE PLASTIC MATERIALS BLANC. NON TRAITE ET NON PLANNE. REH ABILITATION DE
BY AXION INTERNATIONAL (OR APPPROVED EQUIVALENT BY NCC)
3. NOUVEAUX DORMANTS ET POUTRES SERONT DES MATERIAUX DE
4. INSTALLATION TO BE AS PER MANUFACTURERS INSTRUCTIONS PLASTIQUE COMPOSITE PAR AXION INTERNATIONAL (OU EQUIVALENCE PASSERELLES
g 9 APPROUVE PAR LA CCN)
> ‘ 5. SCREWS SHALL BE STAINLESS, GALVANIZED OR EPOXY—COATED WITH
\/ 1/16" PILOT HOLES PRE—DRILLED PRIOR TO PLACEMENT (AS PER 4. L’INSTALLATION DOIT ETRE SELON LES INSTRUCTIONS DU
MANUFACTURERS RECOMMENDATIONS) MANUFACTURIER —
rawing
1/4" EXPANSION JOINT BETWEEN 6. THE USE OF HIGH PERFORMANCE BLADES AND DRILL BITS ARE 5. LES VIS DOIVENT ETRE EN ACIER INOXYDABLE, GALVANISE OU dessin
AXION ECOTRAX JOISTS AT SUPPORT (TYP.)/ REQUIRED TO CUT AND DRILL THE COMPOSITE MATERIAL RECOUVERTE D’EPOXY AVEC TROUS PILOTE 1/16” PRE—PERCES
""g" JOINT D’EXPANSION ENTRE SOLIVES AUX APPUIS AVANT LE PLACEMENT (SELON LES RECOMMENDATIONS DU
7°X9" RSC JOISTS/ 7. ALL DEBRIS FROM CUTTING OR PRE—DRILLING SHALL BE RECOVERED MANUFACTURIER) (
AND DISPOSED OFF SITE
AXION ECOTRAX 7°X9" RSC SLEEPERS/DORMANTS 6. L'UTILISATION DE LAME ET DE FORET HAUTE PERFORMANCE EST WORK AREA / AIRE DE TRAVAIL
NEW SLEEPERS TO BE IN EXISTING SLEEPER LOCATIONS/ " Y0 CREATE SLEEPERS 19 UNAGGEPTABLE) o NEW CONPOSTTE STEEPERS A (OIBTS 10 BF foro BLAE REQUISE POUR COUPER ET PERCER LE MATERIEL COMPOSITE © #9
PLUSIEURS PLANCHES FIXE ENSEMBLE POUR 9. IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE, ONCE WORK IS
NOUVEAUX DOR&%%SHQOS@ [E%T%%gbﬁﬁgs%és%% CREER UN DORMANT EST INACCEPTABLE COMPLETE, THAT STRUCTURE IS STABLE, LEVEL, STURDY AND 7. TOUT DEBRIS SUITE A LA COUPE OU LE PERGAGE DOIT ETRE
SECURELY ANCHORED. RECUPERE ET DISPOSE HORS SITE
. 8. NOUVEAUX DORMANTS ET POUTRES EN PLASTIQUE COMPOSITE DOIT
10. LOADING: 80 PSF LIVE/ 20 DEAD
DEFLECTION LIMIT |./3eé ETRE DE COULEUR NOIRE
NOTES: — NEW SLEEPERS TO BE PLACED IN EXISTING WOOD SLEEPER LOCATIONS. NO EXCAVATION SHALL BE TOLERATED TO PLACE NEW
SLEEPERS, ONLY MINOR LEVELING BY HAND. 9. L'ENTREPRENEUR EST RESPONSABLE DE S'ASSURER, UNE FOIS LES approved by
LES NOUVEAUX DORMANTS SERONT PLACES AUX MEMES ENDROIT QUE LES DORMANTS EXISTANTS. AUCUNE EXCAVATION NE SERA TRAVAUX COMPLETES, QUE LA STRUCTURE EST STABLE, DE NIVEAU, approuvé par  B.REID
PERMISE, SEULEMENT LA MISE A NIVEAU DU SOL A LA MAIN SERA TOLERE. ROBUSTE ET SOLIDEMENT ANCRE. preme
esigned by
10. CHARGE: VIVE 80 Ib/pi? / MORTE 20 Ib/pi® concu par M. VILLENEUVE
LIMITE DEFLECTION L/360 pP—
N ELEVATI o ’;ar M. VILLENEUVE
NEW BOARDWALK SSEREL |
date scale  NTS.
SCALE /ECHELLE N.T.S./AUCUNE JUNE 2014 ichelle S
NCC project no. sheet no.

no. du projet de la CCN no. de la feuille

DC2035-15 S-3

National Capital Commission - Commission de la capitale nationale sheet size: ISO_A1
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4—150mm LONG GALVANIZED SPIRAL NAILS

2 ON EACH SIDE OF THE BEAM AT EVERY SLEEPER

4 CLOUS TORSADES GALVANISES 150mm DE LONG

2 DE CHAQUE COTE DE LA POUTRE A CHAQUE DORMANT

2-100mm LONG GALVANIZED SPIRAL NAILS
4 LOCATIONS PER DECK BOARD/

2 CLOUS TORSADES GALVANISES 100mm
DE LONG, 4 ENDROITS PAR PLANCHE

— NEW DECKING 1%,"X6" (F.D.)/
NOUVEAU PONTAGE 134”X6” (P.D.)

2400 (8)

4 NEW 6"X6" (F.D.)/
4 NOUVEAUX 6"X6” (P.D.)

NEW DECKING 13,"X6” (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE 134"X6” (P.D.)
ESPACEMENT MAX. 6mm

NEW 6”X6” (F.D.)/

~— ] _—«

4800 (16")

NEW 6”X6” (F.D.) SLEEPERS

1 AT EACH END/

NOUVEAUX DORMANTS 6”X6” (P.D.)
1 A CHAQUE EXTREMITE

ELEVATION/
ELEVATION

FULL DIMENSIONS
PLEINE DIMENSION

NOTE: F.D.
P.D.

NEW BOARDWALK AT AREA #3.1/
NOUVELLES PASSERELLES AU SITE #3.1

National Capital Commission - Commission de la capitale nationale

NOUVEAU 6"X6” (P.D.)

4—150mm LONG GALVANIZED SPIRAL NAILS

2 ON EACH SIDE OF THE BEAM AT EVERY SLEEPER

4 CLOUS TORSADES GALVANISES 150mm DE LONG

2 DE CHAQUE COTE DE LA POUTRE A CHAQUE DORMANT

2-100mm LONG GALVANIZED SPIRAL NAILS
3 LOCATIONS PER DECK BOARD/

2 CLOUS TORSADES GALVANISES 100mm
DE LONG, 3 ENDROITS PAR PLANCHE

—NEW DECKING 1%,"X6" (F.D.)/
NOUVEAU PONTAGE 134"X6” (P.D.)

1500 (5") _

N 3 NEW 6°X6” (F.D.)/

3 NOUVEAUX 6"x6" (P.D.)

1 NEW 6"X6” (F.D.) OVER EACH CULVERT/
1 NOUVEAUX 6"X6" (P.D.) AU DESSUS DE CHAQUE
PONCEAU

EXISTING CULVERTS TO REMAIN/
PONCEAUX EXISTANT A CONSERVER

SECTION

NEW DECKING 13,”X6" (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE 134"X6” (P.D.)
ESPACEMENT MAX. 6mm

NEW 6°X6” (F.D.)/
NOUVEAU 6”X6" (P.D.)

4900 (16°) 4900 (16°)

9800 (32) \

NEW 6"X6" (F.D.) SLEEPERS

1 AT EACH END/

NOUVEAUX DORMANTS 6"X6" (P.D.)
1 A CHAQUE EXTREMITE

ELEVATION/
ELEVATION

NOTE: F.D. = FULL DIMENSIONS
P.D. = PLEINE DIMENSION

NEW BOARDWALK AT AREA #3.2/ NEW BOARDWALK AT AREAS #3.3. 3.4, 3.6 & 3.7/
NOUVELLES PASSERELLES AU SITE #3.2 NOUVELLES PASSERELLES SITES #3.3, 3.4, 3.6 ET 3.7

4—-150mm LONG GALVANIZED SPIRAL NAILS

2 ON EACH SIDE OF THE BEAM AT EVERY SLEEPER

4 CLOUS TORSADES GALVANISES 150mm DE LONG

2 DE CHAQUE COTE DE LA POUTRE A CHAQUE DORMANT

2-100mm LONG GALVANIZED SPIRAL NAILS
3 LOCATIONS PER DECK BOARD/

2% NCC
*’i’*gﬁ CC N
f

i+l

Canada

Real Estate Management, Design and Construction Branch
Direction de la gestion de I'immobilier, design et construction

Design and Construction Division
Division design et construction

director - Claude Robert - directeur

consultant
expert-conseil

2 CLOUS TORSADES GALVANISES 100mm
DE LONG, 3 ENDROITS PAR PLANCHE

EXIST. CULVERTS TO REMAIN/
PONCEAUX EXIST. A CONSERVER

NEW DECKING 134”X6" (F.D.)/
NOUVEAU PONTAGE 13%"X6" (P.D.)

1500 OR 1800 (5" OR 8")
EE TABLE/VOIR TABLEAU

N A

X (
~ AN

L 3 NEW 6”X6” (F.D.)/
3 NOUVEAUX 6"X6” (P.D.)

NEW 6"X6” (F.D.) SLEEPERS
1 AT EACH END AND EVERY 3m (10") MAX./
NOUVEAUX DORMANTS 6"X6" (P.D.)

1 A CHAQUE EXTREMITE ET CHAQUE 3m (10°) MAX.

SECTION

NEW DECKING 134”X6" (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE 13,"X6” (P.D.)
ESPACEMENT MAX. 6mm

NEW 6°X6” (F.D.)/
NOUVEAU 6”X6” (P.D.)

1”“1?2

3000 SECTION (10°) MAX.

f
EXCEPT FOR 3.7 AT 4800 (16") SINGLE SPAN/
EXCEPTE POUR 3.7 A 4800 (16’) PORTEE SIMPLE

4800 TO/A 12200 (16’ TO/A 40°)
\ SEE TABLE/VOIR TABLEAU

NEW 6"X6” (F.D.) SLEEPERS

1 AT EACH END AND EVERY 3m (10") MAX./
NOUVEAUX DORMANTS 6”X6” (P.D.)

1 A CHAQUE EXTREMITE ET CHAQUE 3m (10°) MAX.

ELEVATION/
ELEVATION

FULL DIMENSIONS
PLEINE DIMENSION

NOTE: F.D.
P.D.

APPROX. EXISTING
WORK AREA/ DIMENSIONS/ DIMENSIONS OF NEW STRUCTURE/
AIRE DE TRAVAIL | DIMENSIONS EXIST. DIMENSIONS DE LA NOUVELLE STRUCTURE NOTES
APPROX.
; ; NEW WIDER STRUCTURE
31 1.5m X 4.8m 2.4m X 48m (8 X 16) NOUVELLE STRUCTURE |4LUS LARGE
, , KEEP EXISTING CULVERTS AS CENTER SUPPORTS
3.2 1.5m X 9.8m 1.5m X 9.8m (5’ X 32) PONCEAUX EXISTANT A CONSERVER COMME SUPP/ORTS CENTRAL
, , NEW STRUCTURE TO BE STRAIGHT
3.3 1.8m X 9.4m 18m X 9.1m (6 X 30) NOUVELLE STRUCTURE SERA DROI
3.4 1.8m X 12.3m 1.8m X 12.2m (6' X 40’) AS EXISTING/TEL QUE L'EXISTANT
3.5 1.5m X 8.4m 1.5m X 8.4m (5' X 28’) AS EXISTING/TEL QUE L'EXISTANT
3.6 1.5m X 6.0m 1.5m X 6.0m (5' X 20’) AS EXISTING/TEL QUE L’EXISTANT
3.7 1.8m X 6.2m 1.5m X 4.8m (5' X 16’) AS EXISTING/TEL QUE L’EXISTANT
REMOVE EXISTING, NO NEW STRUCTURE, INSTALL STONEDUST/
3.8 1.5m X 8.7m - ENLEVER STRUCTURE EXISTANTE, AUCUNE NOUVELLE STRUCTURE,
INSTALLER POUSSIERE DE PIERRE

SCOPE_OF WORK FOR AREA #3/
ETENDUE DES TRAVAUX AIRE #3

NEW DECKING 13,"X6” (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE 134"x6” (P.D.)
ESPACEMENT MAX. 6mm

NEW 6”X6” (F.D.)/
NOUVEAU 6”X6" (P.D.)

NOUVEAU PONTAGE 1%"X6" (P.D.)
——EXIST. CULVERT , o
, , TO REMAIN/ . 1500 (5') . —
3660 (12) 4880 (16") PONCEAU EXIST. P
, A CONSERVER Ll = ]
\ 8500 (28) ‘ ‘ =
\ /
i T
NEW 6°X6" (F.D.) SLEEPERS (4 TOTAL) M\ |4\ ( %l |
1 AT EACH END OF BOTH SECTIONS/ / o
NOUVEAUX DORMANTS 6”X6” (P.D.) (4 TOTAL) — =
1 A CHAQUE EXTREMITE DE CHAQUE SECTION
N— 3 NEW 6”X6" (F.D.)/
ELEVATION/ 3 NOUVEAUX 6°X6" (P.D.)
ELEVATION EXISTING CULVERTS TO REMAIN/
NOTE: F.D. = FULL DIMENSIONS PONCEAUX EXISTANT A CONSERVER
P.D. = PLEINE DIMENSION
NOUVELLES PASSERELLES AU SITE #3.5
GENERALE NOTES: NOTES GENERALES:
1. BOARDWALKS ARE LOCATED IN A WETLAND, NO 1. LES PASSERELLES SONT SITUE DANS UN MILIEU HUMIDE, AUCUNE
MACHINERY OR VEHICLES TO ENTER WATERWAY. MACHINERIES OU VEHICULES NE DOIT CIRCULER DANS LE COURS
TOOLS, EQUIPEMENT AND MATERIALS MUST D'EAU. LES OUTILS, EQUIPEMENT ET MATERIAUX DOIVENT
REMAIN ON BOARDWALKS OR TRAILS AT ALL TIMES. DEMEURER SUR LA PASSERELLE OU LES SENTIER EN TOUT TEMPS.
2. NEW STRUCTURES TO BE INSTALLED IN 2. LES NOUVELLES STRUCTURES DOIVENT ETRE INSTALLES AUX MEMES
EXISTING STRUCTURE LOCATION (FOOTPRINT). ENDROITS QUE LES STRUCTURES EXISTANTES. AUCUNE EXCAVATION
NO EXCAVATION SHALL BE TOLERATED, ONLY NE SERA TOLERE, SEULEMENT LE NIVELLEMENT DU SOL.
LEVELING OF EXISTING SOIL. 3. LE SENTIER 50 PEUT ETRE ACCEDE PAR VTT AVEC REMORQUE
3, TRAIL 50 SHALL ONLY BE ACCESSED BY SMALL SEULEMENT, TOUT EQUIPEMENT DOIT ETRE APPROUVE PAR LE

ATV WITH TRAILER, ALL EQUIPMENT TO BE
APPROVED BY NCC REPRESENTATIVE PRIOR TO
START OF WORK. WORK AREAS #1 TO #5 TO BE
ACCESSED BY NCC PARKING P22 AND WORK
AREAS #6 TO #8 BY NCC PARKING P21.

4. NEW STRUCTURES FOR AREA #3.1 TO #3.7 MUST
BE BUILT IN NCC PARKINGS AND BROUGHT ON SITE
BY ATV AND TRAILER.

5. NEW SLEEPERS AND JOISTS TO BE HEMLOCK.
NEW DECKING TO BE WHITE CEDAR. ALL WOOD
TO BE UNTREATED AND UNDRESSED

6. IT IS THE CONTRACTORS RESPONSIBILITY TO
ENSURE THAT STRUCTURE IS STABLE, LEVEL
AND STURDY ONCE WORK IS COMPLETE

2 DE CHAQUE COTE DE LA POUTRE A CHAQUE DORMANT

4-150mm LONG GALVANIZED SPIRAL NAILS
2 ON EACH SIDE OF THE BEAM AT EVERY SLEEPER
4 CLOUS TORSADES GALVANISES 150mm DE LONG

2—-100mm LONG GALVANIZED SPIRAL NAILS
3 LOCATIONS PER DECK BOARD/

2 CLOUS TORSADES GALVANISES 100mm
DE LONG, 3 ENDROITS PAR PLANCHE

—NEW DECKING 134"X6” (F.D.)/

REPRESENTANT DE LA CCN AVANT LE DEBUT DES TRAVAUX. LES
AIRES DE TRAVAUX #1 A #5 DOIVENT ETRE ACCEDES PAR LE

STATIONNEMENT DE LA CCN P22 ET LES AIRES #6 A #38 PAR LE
P21.

4. LES NOUVELLES STRUCTURE POUR LES AIRES #3.1 A #3.7 DOIVENT

ETRE CONSTRUITE DANS LES STATIONNEMENTS DE LA CCN ET
TRANSPORTE SUR LE SITE A L'AIDE DE VTT ET REMORQUE.

5. LES NOUVEAUX DORMANTS ET POUTRES SERONT DE LA PRUCHE. LE

NOUVEAU PONTAGE SERA DU CEDRE BLANC. TOUT LE BOIS DOIT
ETRE NON TRAITE ET NON PLANNE.

6. L'ENTREPRENEUR EST RESPONSABLE DE S’ASSURER, UNE FOIS LES

TRAVAUX COMPLETES, QUE LA STRUCTURE EST STABLE, DE NIVEAU

ET ROBUSTE

issued or revised
€émis ou revisé

1 FOR TENDER/ POUR SOUMISSION 16-09-2014
proj.ect escription ate
projet

MER BLEUE
BOARDWALK REHABILITATION/
REHABILITATION DE
PASSERELLES

drawing
dessin
WORK AREA / AIRE DE TRAVAIL
#3

approved by
approuvé par B.REID

designed by

congu par M. VILLENEUVE

drawn by

dessiné par M. VILLENEUVE

date scale  AS SHOWN
o 2o échelle TEL QUINDIQUE

NCC project no. sheet no.
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ASPHALT EDGE\

ASPHALT EDGE

79.44

70473 mNAIL

7954

; —NCC PARKING P23

q

DOLMAN RIDGE RD.

/9,01

73567 /
ASPHALT EDGE

ASPHALT EDGE

¢ trail 50
79.43

PHOTO DE SITE AIRE

EXISTING BOARDWALK (1.2m X 3.6m) TO BE REMOVED AND

DISPOSED OFF SITE. NEW BOARDWALK TO BE BUILT IN SAME LOCATION
NEW DIMENSIONS TO BE 1.5m X 4.8m (5 X 16') SLEEPERS, JOISTS AND
DECKING TO BE ALL WOOD, SEE DETAILS/

PASSERELLE EXISTANTE (1.2m X 3.6m) A ENLEVER ET DISPOSER HORS SITE.
NOUVELLE PASSERELLE A CONSTRUIRE AU MEME ENDROIT AVEC NOUVELLE

4—150mm LONG GALVANIZED SPIRAL NAILS

2 ON EACH SIDE OF THE BEAM AT EVERY SLEEPER

4 CLOUS TORSADES GALVANISES 150mm DE LONG

2 DE CHAQUE COTE DE LA POUTRE A CHAQUE DORMANT

2-100mm LONG GALVANIZED SPIRAL NAILS GENERALE NOTES:

3 LOCATIONS PER DECK BOARD/
2 CLOUS TORSADES GALVANISES 100mm
DE LONG, 3 ENDROITS PAR PLANCHE

—NEW DECKING 13,"X6" (F.D.)/
NOUVEAU PONTAGE 13%X6” (P.D.) _

1500 (5') .

1. BOARDWALKS ARE LOCATED IN A WETLAND, NO
MACHINERY OR VEHICLES TO ENTER WATERWAY.
TOOLS, EQUIPEMENT AND MATERIALS MUST
REMAIN ON BOARDWALKS OR TRAILS AT ALL TIMES.

2. NEW STRUCTURES TO BE INSTALLED IN
EXISTING STRUCTURE LOCATION (FOOTPRINT).
NO EXCAVATION SHALL BE TOLERATED, ONLY
LEVELING OF EXISTING SOIL.

3. TRAIL 50 SHALL ONLY BE ACCESSED BY SMALL
ATV WITH TRAILER, ALL EQUIPMENT TO BE

( | APPROVED BY NCC REPRESENTATIVE PRIOR TO
\ / = START OF WORK.
=

NEW DECKING TO BE WHITE CEDAR. ALL WOOD

TO BE UNTREATED AND UNDRESSED

N 4. NEW SLEEPERS AND JOISTS TO BE HEMLOCK.
3 NEW 6”X6” (F.D.)/

3 NOUVEAUX 6"X6" (P.D.) 5. IT IS THE CONTRACTORS RESPONSIBILITY TO
ENSURE THAT STRUCTURE IS STABLE, LEVEL
SECTION AND STURDY ONCE WORK IS COMPLETE
NOTES GENERALES:

NEW DECKING 13,"X6"” (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE 134"X6” (P.D.)

ESPACEMENT MAX. 6mm

NEW 6"X6” (F.D.)/

1. LES PASSERELLES SONT SITUE DANS UN MILIEU HUMIDE,

AUCUNE MACHINERIES OU VEHICULES NE DOIT CIRCULER

DANS LE COURS D’EAU. LES OUTILS, EQUIPEMENT ET
MATERIAUX DOIVENT DEMEURER SUR LA PASSERELLE OU

NOUVEAU 6”X6” (P.D.)

LES SENTIER EN TOUT TEMPS.

2. LES NOUVELLES STRUCTURES DOIVENT ETRE
INSTALLES AUX MEMES ENDROITS QUE LES
STRUCTURES EXISTANTES. AUCUNE EXCAVATION

NE SERA TOLERE, SEULEMENT LE NIVELLEMENT
| X DU SOL.

! 3. LE SENTIER 50 PEUT ETRE ACCEDE PAR VTT

AVEC REMORQUE SEULEMENT, TOUT EQUIPEMENT

4800 (16") DOIT ETRE APPROUVE PAR LE REPRESENTANT
' \ ' DE LA CCN AVANT LE DEBUT DES TRAVAUX.
NEW 67X6" (F.D.) SLEEPERS 4. LES NOUVEAUX DORMANTS ET POUTRES SERONT
1 AT EACH END/ o DE LA PRUCHE. LE NOUVEAU PONTAGE SERA DU CEDRE
NOUVEAUX DORMANTS 6°X6” (P.D.) BLANC. TOUT LE BOIS DOIT ETRE NON TRAITE ET NON
1 A CHAQUE EXTREMITE PLANNE.

5. L'ENTREPRENEUR EST RESPONSABLE DE
S’ASSURER, UNE FOIS LES TRAVAUX COMPLETES,

ELEVATION/ QUE LA STRUCTURE EST STABLE, DE NIVEAU ET

DIMENSIONS 1.5m X 4.8m (5' X 16") DORMANTS, POUTRES ET PONTAGE 78,58 . ELEVATION ROBUSTE
EN BOIS, VOIR DETAILS ¢ g 7937899
itch
NOTE: F.D. = FULL DIMENSIONS
PLAN VIEW — WORK AREA #4/ 18.67 P.D. = PLEINE DIMENSION
VUE EN PLAN — AIRE DE TRAVAIL #4
SCALE /ECHELLE 1:200 78.58 NEW BOARDWALK AT AREA #4/
/2.
NEW WOOD DECKING 1%"X6" (F.D.)
MAX. SPACING 6mm/
NOUVEAU PONTAGE DE BOIS 1¥"x6" (P.D.)
DECK ESPACEMENT MAX. 6mm GENERALE NOTES:

EXISTING BOARDWALK (APPROX. 1.1m X 40m) TO BE REMOVED AND

DISPOSED OFF SITE. NEW BOARDWALK TO BE BUILT IN SAME LOCATION

NEW DIMENSIONS TO BE 1.5m X 75m (5' X 246’). NEW BOARDWALK TO BE
35m LONGER THAN EXISTING, 17.5m LONGER AT EACH END

SLEEPERS AND JOISTS TO BE PLASTIC COMPOSITE AND DECKING STEOE %%TVKR%D

PASSERELLE EXISTANTE (1.1m X 40m) A ENLEVER ET DISPOSER HORS SITE.
NOUVELLE PASSERELLE A CONSTRUIRE AU MEME ENDROIT AVEC NOUVELLE
DIMENSIONS 1.5m X 75m (5° X 246’). NOUVELLE PASSERELLE SERA 35m PLUS
LONGUE QUE L'EXISTANTE, 17.5m PLUS LONGUE A CHAQUE EXTREMITEES

DORMANTS ET POUTRES SERONT EN PLASTIQUE COMPOSITE ET LE PONT@%IEREB\IEPS&

SCALE /ECHELLE

National Capital Commission - Commission de la capitale nationale

40%x200mmx1.0m wide
+1.0m

140x140mm ; ]
(6'x6")

S [ *VARIES*

NOTES: - THIS SECTION (APPROX. 40m) MUST BE COMPLETELY REBUILT. ALL EXISTING
STRUCTURE TO BE DEMOLISHED AND DISPOSED OFF SITE/

CETTE SECTION (APPROX. 40m) DOIT ETRE COMPLETEMENT RECONSTRUITE.
TOUTE LA STRUCTURE EST A DEMOLIR ET DISPOSE HORS SITE.

TION E-
ONDITIONS EXISTAN
SCALE /ECHELLE N.T.S./AUCUNE

NEW WOOD DECKING 1%”x6” (F.D.)

MAX. SPACING 6mm/

NOUVEAU PONTAGE DE BOIS 1%”x6” (P.D.)
ESPACEMENT MAX. 6mm

1.5m

1.8m TYP. MAX.

<, —

/

~— :

1/4” EXPANSION JOINT BETWEEN

JOISTS AT SUPPORT (TYP.)/
7”@”3&?@5’32 JOINT D’EXPANSION ENTRE SOLIVES AUX APPUIS

AXION ECOTRAX 7"X9” RSC SLEEPERS/DORMANTS
* MULTIPLE BOARD PLYS ASSEMBLED TOGETHER

NEW SLEEPERS TO BE IN EXISTING SLEEPER LOCATIONS/ TO CREATE SLEEPERS IS UNACCEPTABLE
NOUVEAUX DORMANTS DOIVENT ETRE PLACE AUX MEME PLUSIEURS PLANCHES FIXE ENSEMBLE POUR
ENDROITS QUE LES DORMANTS EXISTANT CREER UN DORMANT EST INACCEPTABLE

NOTES: - NEW SLEEPERS TO BE PLACED IN EXISTING WOOD SLEEPER LOCATIONS. NO EXCAVATION SHALL BE TOLERATED TO PLACE NEW

SLEEPERS, ONLY MINOR LEVELING BY HAND.

LES NOUVEAUX DORMANTS SERONT PLACES AUX MEMES ENDROIT QUE LES DORMANTS EXISTANTS. AUCUNE EXCAVATION NE SERA
PERMISE, SEULEMENT LA MISE A NIVEAU DU SOL A LA MAIN SERA TOLERE.

ELEVATION VIEW/VUE EN ELEVATION
NEW BOARDWALK/NOUVELLE PASSERELIE

SCALE /ECHELLE N.T.S./AUCUNE

WOOD DECKING ATTACHED TO

JOISTS WITH 2 #0 DECK

SCREWS AT EACH DECK/JOIST INTERFACE/
PONTAGE DE BOIS FIXE AVEC 2 VIS #10

A TOUS LES POINTS D’APPUIS PONTAGE/SOLIVES

150 MAX. |

NI

TYP. T

<f,1,€ /
AXION ECOTRAX 7"X9” RSC

SLEEPERS AND JOISTS
DORMANTS ET SOLIVES

SCALE /ECHELLE

e
e
i ]
e
e
e
g N ST
. 2-5/16" SCREWS 6" LONG
| ~ AT EACH SLEEPER
2 VIS 5/16” LONGUEUR 6"
A TOUT LES DORMANTS
"}VARIES* =
— - -
AN =

SECTION E—-E
NEW BOARDWALK/NOUVELLE PASSERELLE

N.T.S./AUCUNE

1. BOARDWALK IS LOCATED IN A WETLAND, NO MACHINERY OR VEHICLES
TO ENTER WATERWAY. TOOLS, EQUIPEMENT AND MATERIALS MUST
REMAIN ON BOARDWALKS OR TRAILS AT ALL TIMES.

2. NEW DECKING TO BE WHITE CEDAR. ALL WOOD TO BE UNTREATED
AND UNDRESSED.

3. NEW SLEEPERS AND JOISTS TO BE COMPOSITE PLASTIC MATERIALS
BY AXION INTERNATIONAL (OR APPPROVED EQUIVALENT BY NCC)

4. INSTALLATION TO BE AS PER MANUFACTURERS INSTRUCTIONS

5. SCREWS SHALL BE STAINLESS, GALVANIZED OR EPOXY—COATED WITH
1/16" PILOT HOLES PRE—DRILLED PRIOR TO PLACEMENT (AS PER
MANUFACTURERS RECOMMENDATIONS)

6. THE USE OF HIGH PERFORMANCE BLADES AND DRILL BITS ARE
REQUIRED TO CUT AND DRILL THE COMPOSITE MATERIAL

7. ALL DEBRIS FROM CUTTING OR PRE-DRILLING SHALL BE RECOVERED
AND DISPOSED OFF SITE

8. NEW COMPOSITE SLEEPERS AND JOISTS TO BE COLOR BLACK

9. IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE, ONCE WORK IS
COMPLETE, THAT STRUCTURE IS STABLE, LEVEL, STURDY AND
SECURELY ANCHORED.

10. LOADING: 80 PSF LIVE/ 20 DEAD
DEFLECTION LIMIT L/360

NOTES GENERALES:

1. LA PASSERELLE EST SITUE DANS UN MILIEU HUMIDE, AUCUNE
MACHINERIES OU VEHICULES NE DOIT CIRCULER DANS LE COURS
D’EAU. LES OUTILS, EQUIPEMENT ET MATERIAUX DOIVENT DEMEURER
SUR LA PASSERELLE OU LES SENTIER EN TOUT TEMPS.

2. LE NOUVEAU PONTAGE SERA DU CEDRE BLANC. NON TRAITE ET NON
PLANNE.

3. NOUVEAUX DORMANTS ET POUTRES SERONT DES MATERIAUX DE
PLASTIQUE COMPOSITE PAR AXION INTERNATIONAL (OU EQUIVALENCE
APPROUVE PAR LA CCN)

4, L'INSTALLATION DOIT ETRE SELON LES INSTRUCTIONS DU
MANUFACTURIER

5. LES VIS DOIVENT ETRE EN ACIER INOXYDABLE, GALVANISE OU
RECOUVERTE D’EPOXY AVEC TROUS PILOTE 1/16” PRE—PERCES
AVANT LE PLACEMENT (SELON LES RECOMMENDATIONS DU
MANUFACTURIER)

6. L’UTILISATION DE LAME ET DE FORET HAUTE PERFORMANCE EST
REQUISE POUR COUPER ET PERCER LE MATERIEL COMPOSITE

7. TOUT DEBRIS SUITE A LA COUPE OU LE PERGAGE DOIT ETRE
RECUPERE ET DISPOSE HORS SITE

8. NOUVEAUX DORMANTS ET POUTRES EN PLASTIQUE COMPOSITE DOIT
ETRE DE COULEUR NOIRE

9. L’ENTREPRENEUR EST RESPONSABLE DE S'ASSURER, UNE FOIS LES
TRAVAUX COMPLETES, QUE LA STRUCTURE EST STABLE, DE NIVEAU,
ROBUSTE ET SOLIDEMENT ANCRE.

10. CHARGE: VIVE 80 Ib/pi* / MORTE 20 Ib/pi?
LIMITE DEFLECTION L/360
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