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/ 47\ WALL PIPE SUPPORT

"M—2  NTS.

N——

NOTE: COORDINATE WITH ARCH. TRADES.

WALL SCREWS AND ANCHORS
FIRE STOPPING CAULK

3M CP25 OR EQUAL

FIRE STOPPING WRAP

3M FS—195 OR EQUAL

|l

RESTRICTING COLLAR
==
STEEL HOSE CLAMP

GYPSUM BOARD WALL -

4

* MAXIMUM ANNULAR SPACE Smm

/ 17\ INSULATED METAL PIPE THROUGH GYPSUM WALL

== !; METAL PIPE
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I LONG CLEVIS HANGER
THREADED ROD —— /

HIGH DENSITY
INSULATION INSERT
BENEATH SHIELD

LONG CLEVIS HANGER

HIGH DENSITY
INSULATION INSERT
BENEATH SHIELD

HEATED PIPING
Z9mm AND ABOVE

STANDARD ROLL
HANGER

OR BRAZED TO PIPE

PROTECTION SADDLE WELDED

RING HANGER

UNINSULATED, STEEL PIPING
INCLUDING FIRE PROTECTION

FOR UPPER HANGER

ATTACHMENTS, SEE SPEC.

STANDARD ROLL
HANGER

THREADED ROD —=

ADJUSTABLE ONE-PIECE

INSULATION SHIELD
CEMENTED IN PLACE

COLD PIPING
BELOW 75mm

COLD PIPING
Z5mm AND ABOVE
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MYATT FIG. 251 OR EQUAL

CAST IRON SEWER PIPE

/"5 SUPPORT HANGAR PIPE ATTACHMENTS
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PIPE AND INSULATION

OPENING OR METAL SLEEVE
INSIDE DIAMETER

CONCRETE OR BLOCK WALL

7_—25mm DEPTH MINERAL WOOL

— INSULATED METAL PIPE

3M CP25N/S OR EQUAL

V

* MINIMUM ANNULAR SPACE 25mm
MAXIMUM ANNULAR SPACE 40mm

INSULATED METAL PIPE THRU
/"2™\ CONCRETE OR BLOCK WALL

"M=2  NTs.

N——

25mm DEPTH FIRE STOPPING CAULK

UNIT NUMBER OU-1
SERVICE TRAINING ROOM
LOCATION LOADING AREA
VOLTS/PHASE/HZ 208/1/60
MOTOR POWER (kW) 2.2
M.C.A. (AMPS) 26
M.O.C.P. (AMPS) 30
MIN. AMBIENT OPERATING TEMPERATURE (*C) -20
NOMINAL HEATING CAPACITY (kW) 11.7
NOMINAL COOLING CAPACITY (kW) 10.5
MANUFACTURER MITSUBISHI
MODEL NUMBER PUMY-P36NHMU
OPTIONS/ACCESSORIES COASTAL COIL COATING
INDOOR UNIT SCHEDULE
UNIT NUMBER IU-1. & IU.1.2
SERVICE TRAINING ROOM
INDOOR UNIT LOCATION TRAINING ROOM CEILING
MAX AIR FLOW RATE (L/s) 184
FAN SPEEDS 3
VOLTS/PHASE/HZ 208/1/60
MOTOR POWER (kW) 0.02
M.C.A. (AMPS) 0.35
M.O.C.P. (AMPS) 15
LEAVING DBT (°C) 12.8
NOMINAL HEATING CAPACITY (kW) -
NOMINAL COOLING CAPACITY (kW) 4.4
MANUFACTURER MITSUBISHI

MODEL NUMBER

PLFY-P15NCMU-E

UNIT TYPE 24" X24" CEILING CASSETTE
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