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PART 1- GENERAL
11 REFERENCES

A American Society for Testing and Materials International (ASTM)
A ASTM E 202, Standard Test Methods for Analysis of Ethylene Glycols and Propylene Glycols.

12 CLEANING AND START-UP OF MECHANICAL PIPING SYSTEMS
A In accordance with Section 23 08 O 1 Cleaning and Start-up of Mechanical Piping Systems.
1.3 WET AND DRY PIPE SPRINKLER SYSTEM, STANDPIPE AND HOSE SYSTEMS

A Cleaning, testing, start-up, performance verification of equipment, systems, components, and devices is specified
elsewhere in Division 23.

2 Verification of controls, detection devices, alarm devices is specified Division 26.
3 Demonstrate that fire hose will reach to most remote location regardless of partitions, and obstructions.
4 Verify operation of interlocks between HVAC systems and fire alarm systems.

1.4 SANITARY AND STORM DRAINAGE SYSTEMS

A Buried systems: perform tests prior to back-filling. Perform hydraulic tests to verify grades and freedom from
obstructions.

2 Ensure that traps are fully and permanently primed.
3 Ensure that fixtures are properly anchored, connected tQ system.
4 Operate flush valves, tank and operate each fixture to verify drainage and no leakage.
5 Cleanouts: refer to Section 22 42 01 - Plumbing Specialties.
6 Roof drains:
A Refer to Section 22 42 01 - Plumbing Specialties.
2 Remove caps as required.
PART 2 - PRODUCTS
2.1 NOT USED

A Not Used.
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PART 3 - EXECUTION
3.1 NOT USED

A Not Used.
END OF SECTION
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