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06 05 73 – WOOD TREATMENT 
 

Part 1 General 

1.1 MEASUREMENT FOR PAYMENT  

.1 No measurement will be made under this Section. 

1.2 RELATED SECTIONS 

.1 Section 31 53 13 – Timber Cribwork 

1.3 REFERENCES 

.1 American Wood-Preservers' Association (AWPA) 

.1 AWPA M2-01, Standard for Inspection of Treated Wood Products. 

.2 AWPA M4-06, Standard for the  Care of Preservative-Treated Wood Products. 

.2 Canadian Standards Association (CSA International) 

.1 CSA O80 Series-97(R2002) - O80S2-05, Wood Preservation. 

.2 CSA O80.20-1.1-M97(R2002), This Standard applies to the fire-retardant 
treatment of lumber by pressure processes.. 

.3 CSA O80.27-1.1-M97(R2002), This Standard covers the fire-retardant treatment 
of Douglas Fir, hardwood, softwood, and Poplar plywood by pressure processes. 

.4 CSA O80.201-M89, This Standard covers hydrocarbon solvents for preparing 
solutions of preservatives. 

.5 CSA O322-02, Procedure for Certification of Pressure-Treated Wood Materials 
for Use in Preserved Wood Foundations. 

Part 2 Products 

2.1 MATERIALS 

.1 Preservative treatment by a pressure process to CSA O80 Series. 

Part 3 Execution 

3.1 APPLICATION: PRESERVATIVE 

.1 Treat timber to CSA O80 Series preservative to obtain minimum net retention of 6.4 
kg/m3of wood. 

3.2 CARE OF PRESSURE-TREATED WOOD PRODUCTS 

.1 Apply the recommended and accepted practices followed in the care and handling of all 
wood products to pressure-treated wood products. 
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.2 Avoid damage of field fabrication causing alteration of the original pressure-treated 
surface. 

.3 Thoroughly saturate all cuts or injuries occurring subsequent to pressure treatment by 
liberal brushing, spraying, dipping, soaking or coating with preservative solution. 

.4 Fill holes necessarily bored after pressure treatment with preservative solution to allow 
ample soaking time for penetration of solution. 

.5 Use in any of the above the same preservative solution as that used in the original 
pressure treatment or a field treating solution of colour to match original treatment. 

END OF SECTION 
 


