
SECTION A-A

SECTION B-B

SECTION C-C

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

386 Watline Avenue
Mississauga, Ontario 
Canada L4Z 1X2UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES
TOLERANCES ARE:

 

DO NOT SCALE DRAWING

DECIMALS

.X    .1

.XX  .01

.XXX.005

125

Q/A

MANUF.

DESIGN

CHECK

DRAWN

MATERIAL

FINISH

SIGNATURE DATE

MODEL

TITLE

SIZE DWG NO. REV

SCALE WEIGHT SHEET 1  of 2 

M-1328D 00.00

DETAIL, DETECTOR STAND

AECL

 

21/02/2013

  

 21/02/2013

C:\inventfiles\AECL\M-1328.iam

 

 

K.GOWER

ANGLES SURFACE

.5

RADIATION SOLUTIONS INC.

A

A

B B

C C

REVISION HISTORY
ECO # REV DESCRIPTION DATE APPD.

 00.00 RELEASED FOR PRODUCTION 22FEB13
 
 

 
 

 
 

 
 

THIS DOCUMENT CONTAINS INFORMATION PROPRIATARY OF RADIATION 
SOLUTIONS INC. ANY DISCLOSURE, USE OR DUPLICATION OF THIS DOCUMENT
OR ANY OF THE INFORMATION CONTAINED HEREIN FOR OTHER THAN THE 
SPECIFIC PURPOSE FOR WHICH IT WAS DISCLOSED BY RADIATION SOLUTIONS
INC IS EXPRESSLY PROHIBITED. EXCEPT AS RADIATION SOLUTIONS INC MAY 
OTHERWISE AGREED IN WRITING.

58
 [1

47
3.

2]

11
6 

1/
4 

[2
95

2.
8]

12
 [3

04
.8

]

13
0 

3/
4 

[3
32

1.
1]

3 3/16 [81.0]

52
 3

/4
 [1

33
9.

9]
80

 [2
03

2.
0]

34
 3

/4
 [8

82
.7

]

69
 1

/2
 [1

76
5.

3]
5 

1/
4 

[1
33

.4
]

3 3/16 [81.0]

28 [711.2]

17 3/4 [450.9]5 1/8 [130.2]

2 1/4 X 45°
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BASE PLATE
MATERIAL: 3/4 [19.0] THK STEEL PLATE

REQ'D: 1

TYPICAL VIEW FAR SIDE

5/16 TYP

11 3/4 [298.5]

12 3/4 [323.9]

(11 3/4 [298.5]) = =



2 1/4 [57.2]

3 1/4 [82.6]

5/16 TYP

5/16TYP

2 [50.8] THK STEEL PLATE
TYPICAL

I BEAM
ASTM W6 X 25 (6 3/8 X 6.08)

REQUIRED: 2

5/16TYP

GUSSET
1/2 [12.7] THK STEEL PLATE

REQUIRED: 4

NOTES:
 
1. MATERIALS AS SPECIFIED
2. FINISH: SANDBLAST TO SSP-SP-10 NEAR WHITE METAL AND COAT WITH 3.0-4.0 MIL
                   DFT ZINC RICH EPOXY PRIMER CARBOZINC 859 OR EQUIVALENT.
                   FINISH WITH 2.0-2.5 MIL DFT HIGH GLOSS POLYURETHANE ENAMEL
                   CARBOTHANE 134 OR EQUIVALENT, COLOR: OSHA SAFETY YELLOW
                   ALTERNATE: POWDER COAT, COLOR: SAFETY YELLOW
3. ALL HOLE DIMENSIONS ARE AFTER PAINT.
4. ALL WELDS TO BE CONTINUOUS FILLET WELDS.
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UNISTRUT DETAIL
MAKE FROM STAINLESS UNISTRUT PART NO. P3300

REQ'D: 2 ASSEMBLY
(AFTER PAINT)

UNISTRUT
2 PLACES

1/4-20 X 1" LG SS HEX BOLT
6 PLACES

1/4 SS FLAT WASHER
6 PLACES

1/4-20 SS NYLOCK HEX NUT
6 PLACES


