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EXISTING STRINGER OR BEAM

FOR CONNECTION DETAIL
SEE DWG. E796-05 /

\ 19 mm DIA. BOLT

<

EXISTING PILE CAP
TREAT TOP OF PILE AS PER SPECS.

NEW CREOSOTE PILE

NEW CONCRETE FOOTING 762mm DIA
x 810mm DEEP

[EXISTING MUDLINE

\SEE DETAIL 1

— FOOTING TO BE ENTIRELY BELOW

MUDLINE

>

SPLICED PILE

SCALE: NTS

\OLD PILE CUT DOWN TO GOOD WOOD

BELOW MUDLINE.

CONFIRM FIXITY OF PILE STUB

BY APPLYING LATERAL FORCE

(TO ENSURE SUFFICIENT PILE REMAINS TO
SUPPORT NEW PILE)

762

/1OM HOOPS AT 75mm
CENTERS OR 10M SPIRAL
@ 75mm PITCH

™_8 — 15M VERT.

PILE

REINFORCING PLAN

NEW "SPLICED” PILE (TIMBER)

10M HOOPS/SPIRAL

/ 15M VERT. /

EXCAVATE AS PER

WCB REGULATIONS

19mm DIA. DRIFT PIN

(GALVANIZED) 300mm LONG.
HOLE IN PILE STUB 18mmg.
HOLE IN NEW PILE 19mm DIA.

NOTE:

SEE SPECIFICATIONS AND NOTES ON DWG.
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EXISTING MUDLINE
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