-

NEW ACCESS ROAD TO
TERMINAL BUILDING

&

-OO
<
90
9N0
(O(VOQ O N
xq @Q \ )3‘66
Ay Y4 O
S v,
00
S
SUPPLY AND INSTALL STOP SIGN 4
C/W POST AND HARDWARE; SToP/ARRET
INSTALL SIGN PANEL 2.0M HIGH: o

SEE STD. DWG'S SD—-638 AND
SD—-639

EXISTING AIRPORT REMOVE EXISTING EDGE LIGHT AT
ACCESS ROAD ENTRANCE TO NEW APRON; SEE
DRAWING EO1

INSTALL NEW EXIT LIGHTS;
SEE DRAWING EO1

CONSTRUCT NEW APRON;
SEE DRAWING CO02

EXISTING ELECTRICAL
BUILDING

SUPPLY AND INSTALL NEW
APRON EDGE LIGHTS C/W

PULL PITS AND NEW U/G
CABLES IN CONDUITS; SEE
DRAWING EO1

RELOCATE EXISTING
RUNWAY EDGE LIGHT TO
NEW LOCATION AS
SHOWN; SEE ELECTRICAL
PLAN EO1 S

Q.Q

CONTROL MONUMENTS

50.00 CM#74‘91 67

STA. 5+772.00

m TRANSITION ZONE AT COMPLETION OF

NORTHING: 8881129
EASTING: 522636.58
DESIGN SLOPE 0.1% ELEV: 77.84/M

100MM LAYER OF 19MM
SIZE TRAFFIC BASE

WORK STAGE SCHEDULE:

STAGE 1 APRON AREAS AND RUNWAY 10-28 FROM STA. 4+940.00 TO
STA. 5+572.00

< STAGE 2 RUNWAY 10-28 FROM STA.S+900.00 TO STA. 6+570.00

75MM SIZE STAGE 3 RUNWAY 10-28 FROM STA., 5+372 TO STA. 5+900

GENERAL NOTES:

RECONSTRUCT MAIN APRON; \g>\
SEE DRAWING CO2 (6 ’y
EXISTING U;') O
AIRPORT @ <<\
TERMINAL SUPPLY AND INSTALL NEW O
APRON EDGE LIGHTS C/W NN
PULL PITS AND NEW CABLES >/
s
R®)
o/
: GRADE
OTHER ENDD v5 AN CONSTRUCT FUELING AREA LINED WITH
i FUEL IMPERMEABLE MATERIAL C/W
CONCRETE CATCH BASIN; SEE DRAWING
S e o
REMOVE EXISTING EDGE LIGHT AT ENTRANCE o1
L. p/ @ TO NEW APRON; SEE DRAWING EOQO1
SUPPLY AND INSTALL NEW APRON EDGE
LIGHTS C/W PULL PITS AND NEW U/G
CABLES IN CONDUITS; SEE DRAWING EO1

EXISTING
NA

EXISTING MAN HOLE TO
BE PROTECTED DURING
CONSTRUCTION

PROVIDE AND INSTALL NO LANDING
MARKERS (TYPICAL) AT EACH END OF
CONSTRUCTION AREA AND AT 300M
SPACING AND ONE AT OVERSHOOT AREA;
SEE GENERAL NOTES THIS SHEET AND
STANDARD DETAILS IN SPECIFICATIONS; SEE
STD. DWG. SD—-601

STAGE 1

ALL TEMPORARY THRESHOLD LIGHTS, NO LANDING

NTS. MARKERS, HAZARD MARKERS MUST ADHERE TO
TRANSPORT CANADA DOCUMENT TP312, AERODROME
STANDARDS AND RECOMMENDED PRACTICES, CHAPTER 7,
VISUAL AIDS FOR DENOTING RESTRICTED USE AREAS.

1. TEMPORARY RUNWAY THRESHOLD LIGHTS, NO LANDING MARKERS, AND RUNWAY
HAZARD MARKERS ARE SHOWN FOR STAGE 1 CONSTRUCTION OF RUNWAY 10-—28;

2. STAGE 2 OF RUNWAY 10-28 WILL REQUIRE RELOCATION OF TEMPORARY
THRESHOLD LIGHTS AND NO LANDING MARKERS FROM STA.5+900.00 TO
STA.6+472.00 LANDING AREA AND ONE IN THE OVERSHOOT AREA;

3. FOR STAGE 35 RUNWAY 10-28 WILL REQUIRE NO LANDING MARKERS IN EACH
OVERSHOOT AREA, ONE AT EACH END OF RUNWAY AND ONE AT EACH 300
METERS INTERVAL FULL LENGTH OF THE RUNWAY AND RUNWAY HAZARD MARKERS
AT BOTH ENDS OF RUNWAY 10-—28.

4. AFTER STAGE 2 CONSTRUCTION IS COMPLETE CONSTRUCT TRANSITION SLOPE AT
STA.5+772.00 TO SECTION A—A THIS SHEET FOR FULL WIDTH OF RUNWAY AND
GRADED AREAS
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