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EXHAUST WALL GUIDE (BY DUCT WORK CONTRACTOR).2

DRAWING NOTES
600mmØ EXHAUST STACK

3 EXHAUST BASE SUPPORT

4 EXISTING BEAM

5 EXISTING SLAB, TOP OF FINISHED FLOOR

6 BOILER UNIT. SEE MECHANICAL DRAWINGS

7 300 THICK CONCRETE PAD

8 EXISTING RETAINING WALL

9 EXISTING BUILDING OUTLINE BEYOND

SOUND BEDROCK, BEARING SURFACE TO BE INSPECTED
AND APPROVED BY GEOTECHNICAL ENGINEER

10

11 450Ø x 500 DP. CONC. PIER,  SEE SECTION 555-8/S400
FOR DETAILS

12 GALVANIZED HSS152x152x6.4 POSTS (TYP.)

13 BUILDING OUTLINE

14 300 CONCRETE PAD
15M @ 200 T&B E.W.
50mm CLEAR COVER TO BOTTOM BARS
TOP BARS TO BE EPOXY COATED

15 40mm RIGID INSULATION

16 200mm GRANULAR 'A' FILL COMPACTED TO 100% OF
STANDARD PROCTOR DENSITY

17 300mm GRANULAR 'B' FILL COMPACTED TO 100% OF
STANDARD PROCTOR DENSITY

18 IF LESS THAN 300, PLACE PAD ON TOP OF BEDROCK

19 TOP OF BEDROCK

20 ALL EXTERIOR STEEL TO BE GALVANIZED

22 BRACES HSS102x102x6.4,  GALVANIZED.

23 HSS152x152x6.4 GALVANIZED

24 PL350x350x20 c/w 4-20mmØ A-325 THREADED RODS
w/100x100x6.4 WASHER PLATE & NUT. EMBED = 400mm

25 450mmØ CONCRETE PIER
c/w 10M TIES @ 300
DRILL & EPOXY 6-20M VERT.
INTO CONCRETE PAD (MIN. EMBED. = 300mm)

21 EXISTING BRICK FACE

26 NEW 8mm STIFFENER PLATE

27 C150x12 GALVANIZED

28 L76x76x6.4 GALVANIZED

29 TYP. WALL PLATE
PL125x250x16 c/w 2-16mmØ HIT-Z RODS
w/ HILTI HIT-HY200 ADHESIVE SYSTEM

125

25
0

30 THICKEN CONC. PAD AT POST BASES

MAKE GOOD STONE/BRICK FACE AFTER, TYP.31

L76x76x4.8 BRACES32

33 WALL SUPPORT ASSEMBLY BY DUCTWORK CONTRACTOR

34 8mm STIFFENER PLATE TO CONNECT TO EXISTING BEAM

35 300 CONCRETE CURB TYPICAL - PROVIDE 1-15M @ 400
DOWELS AND 1-15T CONT.
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