EQUIPMENT/MATERIALS LIST — FLOATING DOCK ELECTRICAL

@-— 20 AMP, 125 VOLT, SINGLE, LOCKING RECEPTACLE. CSA CONFIGURATION
L5—20R. CORROSION RESISTANT, YELLOW NYLON FACE. EQUAL TO
HUBBELL CAT # HBL23CM10 c/w HINGED AND GASKETTED WEATHERPROOF
COVERPLATE, YELLOW IN COLOR. HUBBELL CAT # HBL 74CM 250 WOA.
MOUNTED IN STANDARD NON-—-METALLIC FD DEVICE BOX.

@— 30 AMP, 125/250 VOLT RATED (FED AT 120/208 VOLT), SINGLE, LOCKING
RECEPTACLE. CSA CONFIGURATION L14-30R. CORROSION RESISTANT, BLACK

/4\-— 20mm Tk. MARINE GRADE PLYWOOD BACKBOARD. SIZE AS INDICATED.
7 FINISHED ONE SIDE. PAINT WITH 3 COATS MARINE PAINT. COLOR GREY.
SECURLEY MOUNTED TO POST.

28mm x 113mm TREATED TIMBER DECK
LAID WITH MINIMUM 6mm SPACING TYPICAL.
TWO (2) DECK SCREWS PER TIMBER,
TYPICAL.

12mm® MACHINE BOLT c/w 203 1216mm x 100mm x 100mm
NYLON FACE. EQUAL TO LEVITON CAT #27CM10 c/w HINGED AND GASKETTED NUT AND WASHERS (TYP.) / TREATED WOODEN POST
WEATHERPROOF COVER PLATE, YELLOW IN COLOR. MOUNTED IN STANDARD
NON—METALLIC FD DEVICE BOX. N v @
W 20mm MARINE
(3)~ CAST PVC JUNCTION BOX, EEMAC 4 X RATED, c/w CONDUIT HUBS, MOUNTING o / GRADE PLYWOOD
FEET, GASKETTED SCREW DOWN COVER WITH STAINLESS STEEL SCREWS. 9
JUNCTION BOXES SIZES AT AS PER CEC. sl 1O@
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CONCRETE FLOAT #12 — POWER CENTRE #24 INSTALLATION

SCALE : N.T.S.
NOTE:

1. TYPICAL FOR ALL CONCRETE FLOATING DOCK POWER PEDESTALS
2. ALL DIMENSIONS ARE IN MILLIMETERS.
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EQUIPMENT/MATERIALS LIST — FLOATING DOCK ELECTRICAL

®- 20 AMP, 125 VOLT, SINGLE, LOCKING RECEPTACLE. CSA CONFIGURATION
L5—~20R. CORROSION RESISTANT, YELLOW NYLON FACE. EQUAL TO
HUBBELL CAT # HBL23CM10 c¢/w HINGED AND GASKETTED WEATHERPROOF
COVERPLATE, YELLOW IN COLOR. HUBBELL CAT # HBL 74CM 250 WOA.
MOUNTED IN STANDARD NON-METALLIC FD DEVICE BOX.

@-» 30 AMP, 125/250 VOLT RATED (FED AT 120/208 VOLT), SINGLE, LOCKING
RECEPTACLE. CSA CONFIGURATION L14—30R. CORROSION RESISTANT, BLACK
NYLON FACE. EQUAL TO LEVITON CAT #27CM10 c/w HINGED AND GASKETTED
WEATHERPROOF COVER PLATE, YELLOW IN COLOR. MOUNTED IN STANDARD
NON—-METALLIC FD DEVICE BOX.

@— CAST PVC JUNCTION BOX, EEMAC 4 X RATED, c/w CONDUIT HUBS, MOUNTING
FEET, GASKETTED SCREW DOWN COVER WITH STAINLESS STEEL SCREWS.
JUNCTION BOXED SIZED AS PER CEC.

4)— 20mm Tk. MARINE GRADE PLYWOOD BACKBOARD. SIZE AS INDICATED.
FINISHED ONE SIDE. PAINT WITH 3 COATS MARINE PAINT. COLOR GREY.
SECURLEY MOUNTED TO POST.
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ELEVATION POWER CENTRE #23

TIMBER FLOAT #11 — POWER CENTRE #23 INSTALLATION

SCALE : N.T.S.

NOTE.:

1. TYPICAL FOR ALL TIMBER FLOATING DOCK POWER CENTRES.
TIMBERS NOT SHOWN FOR CLARITY.

2. ALL DIMENSIONS ARE IN MILLIMETERS.

#

19mm¢ STAINLESS STEEL MACHINE TREATED TIMBER SECURELY
BOLT ¢/w STAINLESS STEEL NUT FASTENED TO TOP OF WHEEL
AND WASHERS (TYP.) 12mmée STAINLESS STEEL MACHINE GUARD.
BOLT c¢/w STAINLESS STEEL NUT
AND WASHERS (TYP.) WEATHERPROOF JUNCTION @ EXISTING TIMBER
BOX c¢/w COVER WHEEL GUARD

19mm ¢ x 350mm Ig
STAINLESS STEEL LAG
BOLT, TYP. COUNTERSINK / TECK SOOW
BOLT. / CABLE / CABLE

(O@ !:@:'l |@» o: :l @

AR

o~

e
Vs

/7

17

/
77
i

i
!

PARTIAL PLAN VIEW POW

@
M

R CENTRE #23

KEY PLAN
N.T.S.
DEC.
1 ISSUED FOR TENDER 2014
revisions date
project projet

METEGHAN WHARF
FLOATING DOCK
ELECTRICAL INSTALLATION

DIGBY COUNTY, NOVA SCOTIA

drawing dessin

FLOATING DOCK
POWER CENTRE

DETAILS
designed G, BOWSER congu
date DECEMBER 2014
drawn K. WOLFE dessiné

dte  DECEMBER 2014

appro ) approuvé
d ) g i }/S/ /Z— /()
S

Tender R >, Soumission
PWGSC™ Project Managér Adminis de projets TPSGC

project number ~— no. du projet
R.074459.001
drawing no. i no. du dessin

PWGSC B1 (2004)

A S e

E—-DRM/GDD-E: 192287 Version 1




