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DRAWING NOTES ONDNQ.M

PROVIDE 900mm X 550mm SLEEVE PLATES INSERT TO
MAINTAIN FIRE SEPARATION FOR FUTURE RISER CABLES, CUT
SLAB PRIOR TO TELECOM WALL INSTALLATION.

PROVIDE NEW GROUND BAR COMPLETE WITH ONE #3/0 AWG va‘”_wmw “—‘. H—”AHZUHNmm

TO EAST ELECTRICAL ROOM MAIN BUILDING GROUNDING. BOND

ALL NON CURRENT CARRYING EQUIPMENT IN TELECOM ROOM D W O — — H ‘H m O ‘H‘
WITH MINIMUM #6 INSULATED GREEN RW90 XLPE COPPER. ALL

BONDING TO BE DONE WITH COMPRESSION FITTINGS.

LEAK DETECTION PANEL _

GENERAL CONTRACTOR TO PROVIDE AND INSTALL A LITE GREY 79 Hinton Avenue N. -

PAINTED 21mm FIRE TREATED PLYWOOD, GOOD ONE SIDE ON _

ALL WALLS OF TELECOM ROOM. ALL OUTLETS TO BE INSTALLED Ottawa K1Y 027 (613) 860-1530
SURFACE MOUNTED ON FS OR FD TYPE BOXES.

— UB281W-1(B)

PROVIDE POWER CONNECTION TO A/C UNIT BY MECHANICAL
CONTRACTOR (208V, 38, 1.5HP). COORDINATE INSTALLATION

WITH CABLE TRAYS. “"W. QOOQ—A0< Weedmark
PROVIDE NEW LADDER TYPE CABLE TRAY SUSPENDED AT SAME mm__E Wi Consulting Engineers

HEIGHT TROUGHOUT, COORDINATE HEIGHT WITH RACKS.

SECURITY PANEL
BY DIVISION 28

®

AREA G

SINGLE TWIST LOCK RECEPTACLE CSA TYPE L6-20R FOR GOODKEY WEEDMARK & ASSOCIATES LIMITED
TEMPORARY A/C UNIT CONNECTION. 1688 Woodward Dr. 613 727-5111 Voice

Ott Ontari 613 727—-5115 F
VERTICAL AND HORIZONTAL U-CHANNEL SUPPORT FOR RACK Canaat Koo 3RE www . gwalcom . Web

RECEPTACLES. OUTLETS TO BE TWIST LOCK TYPE IN FS BOXES.
COORDINATE UPS OUTLETS WITH RACKS TO MAINTAIN GWAL# 2014-234
CLEARANCE.
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PANEL B281W-12

RACK "B2" | ]

QAH 12-2 T

B281W-12(15/17/19)

PROVIDE NEW SINGLE TWIST LOCK RECEPTACLE CSA TYPE
L5-30R. FOR UPS SYSTEM.

600mm

MAINTAIN WALL CLEARANCE FOR FUTURE CABLE / FIBER
RISERS.

RACK "B1” _ _®"3L AHv il Amv

MAINTAIN CLEARANCE FOR FUTURE DOOR, 1070mm MINIMUM.
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AREA E

300mm WIDE CABLE TRAY CABLE CHUTE. (TYPICAL WHERE
SHOWN)

TYPICAL:
SUSPEND LIGHT FIXTURES BELOW CABLE TRAY.

INSTALL DUPLEX RECEPTACLE AND TELEPHONE OUTLET BOX AT
1850mm A.F.F WHERE SECURITY PANEL IS TO BE LOCATED.
COORDINATE LOCATION WITH SECURITY CONTRACTOR.

200mm

|
|
|
|
|
AREA F 7
|
|
|
|
|

PROVIDE NEW U-CHANNEL MOUNTED BELOW CABLE TRAY.
COORDINATE EXACT LOCATION OF U-CHANNEL TO AVOID
A.lmuv INTERFERENCE WITH CABLE CHUTES FOR UNOBSTRUCTED

ACCESS TO TRAY ABOVE. MAINTAIN A MINIMUM DISTANCE OF
300mm FROM CABLE DROPS.
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PROVIDE 15A DEDICATED RECEPTACLE FOR DND EQUIPMENT.
COORDINATE EXACT LOCATION ON SITE WITH DND.

TELECOM ROOM - TELECOM ROOM - PROVIDE NEW CONNECTION TO LEAK DETECTION PANEL.
\7 CEILING EQUIPMENT LAYOUT 9 FLOOR EQUIPMENT LAYOUT L )

@ 1:50 @ 150

©@©

L'ENTREPRENEUR DEVRA VERIFIER TOUTES
F LES DIMENSIONS ET LES CONDITIONS SUR LE
! | /m\w_%_% %mw W%Iﬂo r%w,\_>|_z CHANTIER ET AVISER SANS DELAI L'INGENIEUR
| P N DE TOUTE ANOMALIE.
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