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/1 1WEST FINISH PLAN -B

SCALE 1:100

FLOOR FINISH LEGEND

CARPET TILE
FIELD CARPET (LINEAR GREY TONES)
@ SIZE: 457mm X 915mm
INSTALLED UNIDIRECTIONAL - BRICK FORMAT
~—= INDICATES DIRECTION OF LINE OF CARPET

SIZE: 457mm X 915mm
INSTALLED IN HERRINGBONE PATTERN

L

ACCENT CARPET (LINEAR MULTI-COLOUR)

: FIELD CARPET (LINEAR GREY TONES)

®

—— INDICATES DIRECTION OF LINE OF CARPET

ACCENT CARPET (CHARTREUSE)
SIZE: 457mm X 915mm

ACCENT CARPET (TURQUOISE)
SIZE: 457mm X 915mm

® &

SHEET FLOORING

LINOLEUM (GREY)

LINOLEUM (CHARTREUSE)

&©

SDT - STATIC DISSIPATIVE TILE

NO WAX STATIC DISSIPATIVE TILE- COLOUR 1

NO WAX STATIC DISSIPATIVE TILE-COLOUR 2
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CARPET BASE (LINEAR GREY TONES)

CARPET BASE (MULTI-COLOUR)

CARPET BASE (SOLID CHARTREUSE)

CARPET BASE (SOLID TURQUOISE)

RESILIENT BASE (GREY)

RESILIENT BASE (COLOUR TO MATCH S1)

RESILIENT BASE (COLOUR TO MATCH S2)

SRPORR®

SIZE: 457mm X 915mmINSTALLED UNIDIRECTIONAL

* | DRAWING NOTES, A141-B

1. ALIGN NEW FLOORING WITH EDGE OF NEW PARTITION AS

INDICATED.

GENERAL NOTES, A141-B

A. PROVIDE TRANSITION STRIPS AT ALL CHANGES IN FLOOR

FINISH. REFER TO DRAWING NOTES (THIS SHEET) AND
SPECIFICATIONS.

B. ALL WALL BASE TO BE 100mm HIGH. UNLESS OTHERWISE

NOTED

C. CONTRACTOR TO PROTECT ADJACENT AREAS FROM WORK IN

PROGRESS.

D. CONTRACTOR TO VACUUM SITE OF ALL DUST AND DEBRIS AT

COMPLETION.

E. ALL CONCRETE FLOORS TO BE SCRAPED FREE OF DEBRIS.

ALL HOLES AND IMPERFECTIONS TO BE PATCHED AND

REPAIRED AND MADE SMOOTH TO RECEIVE THE SPECIFIED
FLOORING MATERIAL. ALL PARTS OF THE CONCRETE FLOOR TO
BE SMOOTH AND UNIFORM, PARTICULARLY WHERE RESILIENT

SHEET FLOORING HAS BEEN SPECIFIED.

F. USE MATERIAL FROM SAME DYE LOT. ENSURE COLOUR,
PATTERN AND TEXTURE MATCH WITHIN ANY ONE VISUAL AREA.

G. FLOOR FINISHES TO BE CONTINUOUS UNDERNEATH
MILLWORK AND EQUIPMENT.

H. CARPET BASE TO BE USED IN AREAS WHERE CARPET TILE IS
INSTALLED AND RESILIENT BASE TO BE USED IN AREAS WHERE

SHEET FLOORING IS INSTALLED:

I. WHERE Cla & C1b CARPET MEETS THE WALL, B1 BASE IS TO

BE USED

WHERE C2 CARPET MEETS THE WALL, B2 BASE IS TO BE
USED

WHERE C3 CARPET MEETS THE WALL, B3 BASE IS TO BE
USED

WHERE C4 CARPET MEETS THE WALL, B4 BASE IS TO BE
USED

WHERE M1 & M2 SHEET FLOORING MEETS THE WALL, B5 TO

BE USED
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L'ENTREPRENEUR DEVRA VERIFIER TOUTES
LES DIMENSIONS ET LES CONDITIONS SUR LE

CHANTIER ET AVISER SANS DELAI L'INGENIEUR
DE TOUTE ANOMALIE.

Contractor to verify all dimensions
& conditions on site and immediately
notify the engineer of all discrepancies.
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