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GENERAL PAINT - CREAM

ACCENT PAINT - MEDIUM GREY

P1

P2

ACCENT PAINT - CHARTREUSE GREEN

P3

ACCENT PAINT - MEDIUM TURQUOISE

P4

ACCENT PAINT - FUSCHIA

P5

ACCENT PAINT - DARK GREY

P6

RESERVED

P7

BASE BUILDING PAINT  - LIGHT GREY

P8

BASE BUILDING PAINT  - DARK BROWN

P9

WALL VINYL

WALL VINYL - CHARTREUSE WITH RAISED

TEXTURED METALLIC GOLD WAVY LINES

V1

CORNER GUARDS

DENOTES LOCATIONS FOR NEW SUPPLIED AND

INSTALLED BRUSHED STAINLESS STEEL CORNER

GUARDS. CORNER GUARD HEIGHT THROUGHOUT

TO BE FROM TOP OF BASE TO MATCH HEIGHT AT

UNDERSIDE OF REVEAL IN CORRIDOR.

TELCOM ROOM - FIRE RETARDANT PAINT - WHITE

P10

WRITABLE SURFACE

CLEAR COAT WRITABLE SURFACE PAINT
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DRAWING NOTES, A142-AWALL FINISH LEGEND

1.  ALL PERIMETER CONVECTORS (RADIATORS) TO BE PAINTED

P1.  ALL CONVECTOR COVERS TO BE REMOVED & RE-PAINTED

OFF SITE.  CONTRACTOR TO SANDBLAST AND POWDER COAT

PER NMS ARCHITECTURAL SPECIFICATIONS SECTION 09 91 23-01

INTERIOR PAINTING FOR OFF SITE AND ON SITE REQUIREMENTS.

(TYPICAL)

2. 19mm PLYWOOD PANELS ARE TO BE PROVIDED IN ENTIRE

ROOM UP TO 2439 MM IN HEIGHT, PAINT: FIRE RETARDANT (TWO

COATS), COLOUR: GREY.

3.  SUPPLY & INSTALL NEW ROLLER SHADES ON ALL PERIMETER

WINDOWS.  REFER TO SPECIFICATIONS.  SEE DETAIL 3/A503 FOR

ROLLER SHADE ENCLOSURE DETAIL.

4.  NEW MIRROR PANELS W/ PAINT FINISH P1 ABOVE.  REFER TO

ELEVATION 4/A501

A.  CONTRACTOR TO PROTECT ADJACENT AREAS  FROM WORK IN

PROGRESS.

B.  DO NOT PAINT ANY CONCRETE.  PROTECT IT FROM

PAINTING/REPAINTING WORK.

C.  PAINT ALL EXPOSED SURFACES OF EXISTING PERIMETER

CONVECTORS.  REFER TO DRAWING NOTE 1.

D.  DO NOT PAINT EXISTING PRE-FINISHED EXTERIOR WINDOW

FRAMES AND MULLIONS.

E.  ALL WALLS TO BE PAINTED P1 UNLESS OTHERWISE NOTED

ON DRAWINGS.

F.  PAINT COLOURS AND FULL RANGE WALL VINYL TO BE

SELECTED FROM MANUFACTURER'S SELECTION BY

DEPARTMENTAL REPRESENTATIVE

G.  REFER TO DOOR SCHEDULE FOR ALL NEW AND EXISTING

DOOR AND FRAME MATERIALS AND FINISHES.

H.  ALL DRYWALL BULKHEADS TO BE PAINTED P1 UNLESS

OTHERWISE NOTED.


