— POWER CONDUIT PULL BOX

CONDUIT CONNECTION TO
POWER DISTRIBUTION MODULE

POWER DISTRIBUTION CONTROL MODULE
DATA CONSOLIDATION BOX
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STRUCTURAL CEILING

EXTEND 3x4 PARR FT6 CABLE DROP
FOR EACH WORK STATION. CONFIRM

LENGTH OF 23m MIN. (ALLOW FOR
2m MOVEMENT).

L L SUSPENDED CEILING

120V SW CABLE TO POWER POLE
(BY FURNITURE SUPPLIER)
ALLOW FOR 1 m MOUVEMENT IN ALL DIRECTIONS
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WORK STATION POWER POLE

CONDUIT STUBBED C/W APPROPRIATE CONNECTOR AT TOP OF POLE

MALE /FEMALE IN' CEILING

POWER RECEPTACLE (BY FURNITURE SUPPLIER)

PREWIRED WALL

RECEPTACLE N ——{HHJ
= ﬁ ﬂ * DATA OUTLET

] VOICE OUTLET
DRYWALL DRYWALL DATA OUTLET AUXILIARY OUTLET
VOICE OUTLET — WORK STATION

AUXILIARY QUTLET (FURNITURE ONLY BY SUPPLIER)

ALL WIRING AND DEVICES BY DIVISION 26 UNLESS OTHERWISE INDICATED

\7 DATA AND POWER DISTRIBUTION MODULE BOX WIRING
E13 / N.TS.

__LIGHTING CONDUIT PULL BOX WITH
CONDUIT NIPPLE TO OUTLET BOX

100 mm x 100 mm 120V OUTLET BOX

™ WITH ULTRALX CONNECTORS TO LIC
BOX
LIGHTING AND INTEGRATED CONTROL MODULE
(LIC) — 120V ULTRALX CABLE BETWEEN CONVERSION BOXES
LIGHTING
CONVERSION
BOX
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STRUCTURAL CEILING
120V & CONTROL 5 WIRE CABLE

: x { == ; SUSPENDED CEILING
/] 100 mm x 100 mm OUTLET BOX
2 PARR FT6
L S AISY CHAINED WITH CONNECTORS
BETWEEN LIC RECESSED POT LIGHT I~ FIXTURE FEED WITH PREWIRED BOX
BOXES TIP RAP FIXTURE FEED TO oDo & 5 WIRE CONNECTOR

SUSPENSION CABLE

i DIMMER HARD WIRED TO SUSPENDED LIGHT FIXTURE

APPROPRIATE CONVERSION FASTENED TO T—BAR GRID
BOX AND SECURE WITH CHAINS

TO SLAB ABOVE WITHIN
CEILING SPACE

9 BOARD ROOM LIGHTING AND INTEGRATED CONTROL MODULE BOX WIRING
E13 / N.TS.

LIGHTING CONDUIT PULL BOX WITH

CONDUIT NIPPLE TO OUTLET BOX

100 mm x 100 mm OQUTLET BOX

WITH CONNECTORS TO LIC BOX

120V CABLE BETWEEN LIC BOXES
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—‘_._o_._._._zo AND INTEGRATED CONTROL MODULE (LIC)
« 4 . coa a0 . e : < L4
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SUSPENDED CEILING

2 PAIR FT6 DAISY
CHAINED BETWEEN
LIC BOXES

LIC

_ L

)
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MALE /FEMALE

PREWRED LOW VOLTAGE

~—

LIGHTING RECEPTACLE @ C
{

‘

STRUCTURAL CEILING

100 mm x 100 mm OUTLET BOX
WITH CONNECTORS

FIXTURE FEED WITH PREWIRED BOX
& 5 WIRE CONNECTOR

CONTROL SWITCH
(WHERE INDICATED)

TIE RAP FIXTURE FEED

SUSPENDED LIGHT FIXTURE
FASTENED TO T-BAR GRID
AND SECURE WITH CHAINS
TO SLAB ABOVE WITHIN

TO SUSPENSION CABLE CEILING SPACE

_| CONCRETE CEILLING SLAB

SEAL |ANY GAPS WITH ACOUSTIC
INSULATION AND CAULK (TYP.).

= TO POWER FEED JUNCTION POINT

- r i_ { T—-BAR CEILING

T—

DRYWALL BULKHEAD
(WHEN APPLICABLE)

PLASMA SCREEN

9
E13

A/NV OUTLET 100x100x63mm
STEEL BOX C/W SINGLE GANG
PLASTER RING AND BLANK
COVER.

CONCRETE FLOOR SLAB
FLUSH FLOOR OUTLET
POKETHRU

(REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATION OF OUTLET)
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COORDINATED WITH MECHANICAL DUCT WORK.
EXISTING SUSPENDED

CEILING mm_.o<<1_

< 4
g )
mm>_.\>_|_| _/ 3 AN
OPENINGS WITH
ACOUSTICAL
CAULK (TYP.) 35mme EMT CONDUIT. LQCATION TO BE

\y MOUNTING DETAIL FOR BOARDROOM POKETHRU AND PLASMA SCREEN ELEVATION
@ N.T.S.

9 TYPICAL BAY LIGHTING AND INTEGRATED CONTROL MODULE BOX WIRING

E13 / N.TS.

— 10
30

R

BOX N

()
A1

SIDE 1D

CIRCUIT #2
RECEPTACLE #1 OF SIDE A

SIDE A HAS 2 RECEPTACLES WITH 3 CCTS
SIDE B HAS 2 RECEPTACLES WITH 3 CCTS

[UP]

30A1
1 3ccts

PANEL

& &

PI C1 P2
» P2 HAS SPLT DUAL RECEPTACLES WITH 2CCTS (P8 ONLY)
- —— C HAS 1 RECEPTACLE WITH 3CCTS (P10 ONLY)

A HAS 3 CIRCUITS
B HAS 3 CIRCUITS
C HAS 3 CIRCUTS (PDM 10 ONLY)
P HAS 1 CIRCUIT (PDM 10) 2 CIRCUMS (PDM 8)
—NUMBER OF CIRCUITS
REQUIRED AT POLE
ID: 3=B281E-3
4=B281E—4
5=B281E-5
6=B281E-6
9=B281E-9
10=B281E-10
11=B281E-11

PDM WIRING DETAIL

P1 HAS DUPLEX RECEPTACLES WITH 1CCTS (P10 ONLY)

NOTE:
REFER TO DRAWING EO__ FOR

CIRCUIT IDENTIFICATION LEGEND FOR
D RECEPTACLE CONNECTED TO PDM BOXES

E13 / N.TS.

15A

DUPLEX
RECEPTACLE

HDMI FEMALE
CONNECTOR
3.5mm AUDIO JACK

125V \\

RJ—45 CAT 6e
CONNECTOR FOR DATA

RJ—45 CAT 6e
CONNECTOR FOR

mw_wc_.m CAT 6e
CONNECTOR FOR VOICE

TOP VIEW

T4 B T

SEAL ALL OPENINGS WITH
ACOUSTICAL CAULK (TYP.)

I }——— LB CONDULET

SECTION

OO0t

BOTTOM VIEW

(] o o

9 POKETHRU INSTALLATION DETAIL

E13 / N.TS.

SQUARE WASHER 41TmmX41mm |_m

COMMUNICATION CONDUITS

CONCRETE INSERT

CONCRETE SLAB

12mme ROD

z
ZI
2
.
.
.
.
W
Z|
.
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"U” CHANNELS

175mm

-*- Public Works and Travaux publics et
Government Services  services gouvernementaux
Canada Canada

i+l

Canada

NOTE:

CEILING SPACE ABOVE TELECOM
CONDUITS SHALL BE USED TO RUN
ALL OTHER CONDUIT SYSTEMS.
CONDUIT SYSTEMS ARE NOT
PERMITTED TO BE RUN BELOW
TELECOM CONDUITS EXCEPT FOR
CONDUIT DROPS.

PETER J. KINDREE
ARCHITECT

79 Hinton Avenue N.

Ottawa K1Y 027 o

(613) 860-1530

9 CEILING MOUNTED TELECOM CONDUIT INSTALLATION

FI Goodkey Weedmark

mJ__AmW Consulting Engineers

GOODKEY WEEDMARK & ASSOCIATES LIMITED

1688 Woodward Dr. 613 727-5111 Voice
Ottawa Ontario 613 727-5115 Fax
Canada K2C 3R8 www.gwal.com Web

GWAL# 2014-234
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NOCOM PDM REG. CIRCUIT
BOX (TYP.) WIRES
REPEATER PHASE o | B m
EITHER=¢A, B, or C e | g 3| E| @
= = .

2ORTINT Slg|g|<s|g|8
CONTINUOUS =
CIRCUITRY RN ERE

W —— [ NEURAL WHIEWIRE 10 /104 BC _ _ _ N1 CFSource plug numbpers

R —2A | CReu 1 BLACK WRE 12 /65 BC. aLacH Lacr aLAcH oA -

COLOUR CODE ¢

RED WIRE 12 /65 BC
RED RED

BK—2B | cRreur 2

RED RED
BLUE WIRE 12 /65 BC
BLUE BLUE

BL—2C | cRrour 3

GREEN WIRE 12 /65 BC

Swire

awe eom

GROUND ._. 125V (120V)
= 125V (120)
125V (120)

owireR WIRING

\y FURNITURE WIRING DIAGRAM

E13 / N.TS.
EQ EQ
|_—35mms CONDUIT
27mm¢ CONDUIT STUBBED . 1
IN CEILING SPACE
STANDARD
K ACLE MOUNTING RACK BY A/V
CABLE OUTLI CONTRACTOR CENTERED
DEPENDING ON SCREEN SIZE.
ALL QUTLET CAN BE
INSTALL WITHIN GREY
AREA ONLY +] .H.H.H.H.H.”_m_.u.u.v
Hm s 8
103x103x63mm_SQUARE B0 RRRRR DT
BOX C/W PLASTER RING R eSO St
FOR A/V OUTLET. — 150 (SE5E5E50005 N Seteng!
OUTLET AND COVER BY L
A/V CONTRACTOR.
L b—27mm® CONDUIT STUBBED IN CEILING
w9 SPACE
o g
3 o
e £
© 9 b— | —35mme
© M
© POWER ocq_.m./ 0
o0
© o
©
|_| m_u_ﬂ_”__.n._|o>§ OUTLET
o Qlau:ouxmuaa SQUARE BOX C/W
] PLASTER RING FOR A/V OUTLET. OUTLET
N AND COVER BY A/V CONTRACTOR.

L'ENTREPRENEUR DEVRA VERIFIER TOUTES
LES DIMENSIONS ET LES CONDITIONS SUR LE

CHANTIER ET AVISER SANS DELAI L'INGENIEUR
DE TOUTE ANOMALIE.

Contractor to verify all dimensions
& conditions on site and immediately
notify the engineer of all discrepancies.

9 ELEVATION OF POWER, DATA, AV IN MEETING ROOMS

E13 / NTS.
27mmC
SECURITY )
JUNCTION 21mmC
BOX 21mmC
21mmC
=
o |
MAGNETIC \
CONTACT
) @| | B8
\ KEY PAD INSIDE ROOM (SEE
DRAWINGS FOR LOCATIONS)
CARD
READER
ELECTRIC
STRIKE

NOTES:
— TERMINATE ALL CONDUITS IN 200x200x100 JUNCTION BOX
IN CEILING SPACE ON SECURE SIDE OF DOOR.

— CONDUITS AND BOXES BY DIVISION 26. HARDWARE AND
SECURITY WIRING BY OTHERS. CONFIRM EXACT REQUIREMENTS
WITH SECURITY CONTRACTOR ON SITE BEFORE PROCEEDING.

— CONFIRM EXACT LOCATIONS FOR ALL DEVICES ON SITE PRIOR TO INSTALLATION.

DOOR CONTROL & SECURITY SYSTEMS

9 TYPICAL FOR SINGLE DOOR

@ N.T.S.
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