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1 WEST REFLECTED CEILING PLAN - CONSTRUCTION-A
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A132-A

LEGEND

NEW SUSPENDED LAY-IN

ACOUSTICAL TILE CEILING

SYSTEM.

NEW DRYWALL

CEILING/BULKHEAD

A. TYPICAL OFFICE AREA SUSPENDED CEILING TILE

HEIGHT IS: 2642mm±

B. TYPICAL OFFICE AREA PERIMETER BULKHEAD

HEIGHT IS: 2590mm±

C. PUBLIC CORRIDOR SUSPENDED GYPSUM BOARD

CEILING HEIGHT IS: 2590mm±

D. PUBLIC CORRIDOR SUSPENDED CEILING TILE

HEIGHT IS: 2515mm±

E. LOBBY SUSPENDED GYPSUM BOARD CEILING

HEIGHT IS: 2475mm±

F. LOBBY SUSPENDED CEILING TILE HEIGHT IS:

2400mm±

 CONSTRUCTION-A

1. LINE OF GYPSUM BOARD BULKHEAD

2.  ALIGN BULKHEAD TO PARTITION.

3.  SUSPENDED GYPSUM BOARD BULKHEAD

(LOBBY), PAINT FINISH. 2475mm± AFF. SEE 1/A501

4.  NOT USED

5. CONTINUOUS PLENUM BARRIER ABOVE

RETRACTABLE PARTITION: 260MM±

6. SUPPLY AND INSTALL RETRACTABLE SUN SHADE

AROUND PERIMETER OF WORK AREA, SEE 3/A503.

TYPICAL.

7. ALIGN THIS GRID ELEMENT WITH NORTH SOUTH

LINE IN CARPET TILE.  INSTALL REMAINING GRID IN

ALL DIRECTIONS FROM THIS POINT.  REFER TO

A141-A.

8. ALIGN SUSPENDED CEILING GRIDS


