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Partie 1 General 

1.1 RELATED REQUIREMENTS 

.1 Section 04 22 00 – Concrete Unit Masonry. 

.2 Section 07 81 00 – Applied Fireproofing. 

.3 Section 07 92 00 – Joint Sealants. 

.4 Section 09 21 16 – Gypsum Board Assemblies. 

.5 Divisions 22, 23 and 26 – Plumbing, Ventilation and Electricity. 

1.2 REFERENCES 

.1 Health Canada/Workplace Hazardous Materials Information System (WHMIS) 

.1 Material Safety Data Sheets (MSDS). 

.2 Underwriter's Laboratories of Canada (ULC) 

.1 ULC-S115-[1995], Fire Tests of Fire stop Systems. 

.2 Most recent product data sheets of ULC or cUL rated materials for fire-stopping 
systems and components. 

1.3 DEFINITIONS 

.1 Fire Stop Material: device intended to close off openings or penetrations during fire or 
materials that fill openings in wall or floor assembly where penetration is by cables, cable 
trays, conduits, ducts and pipes and poke-through termination devices, including 
electrical outlet boxes along with their means of support through wall or floor openings. 

.2 Single Component Fire Stop System: fire stop material that has Listed Systems Design 
and is used individually without use of high temperature insulation or other materials to 
create fire stop system. 

.3 Multiple Component Fire Stop System: exact group of fire stop materials that are 
identified within Listed Systems Design to create on site fire stop system. 

.4 Tightly Fitted; (ref: NBC Part 3.1.9.1.1 and 9.10.9.6.1): penetrating items that are cast in 
place in buildings of noncombustible construction or have "0" annular space in buildings 
of combustible construction. 

.1 Words "tightly fitted" should ensure that integrity of fire separation is such that it 
prevents passage of smoke and hot gases to unexposed side of fire separation. 

1.4 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Provide submittals in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's printed product literature, specifications and datasheet and 
include product characteristics, performance criteria, physical size, finish and 
limitations. 
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.2 Submit two copies of WHMIS MSDS - Material Safety Data Sheets.  

.3 Shop Drawings: 

.1 Submit shop drawings, design system listings, product data WHMIS Material 
Safety Data Sheets (MSDA) in accordance with Section 01 33 00. Regularly 
update manufacturer’s technical information and WHMIS documents. Submit the 
following product data on each proposed product: 
.1 Technical data on out-gassing; off-gassing and age testing.  
.2 Curing time. 
.3 Chemical compatibility with other construction materials. 

.2 Submit shop drawings to show location, proposed material, reinforcement, 
anchorage, fastenings and method of installation. 

.3 Construction details should accurately reflect actual job conditions. 

.4 Provide certification by the manufacturer that products comply with local 
regulations controlling use of volatile organic compounds (VOCs) and are non-
toxic to building occupants. 
.1 To ASTM E595. 
.2 Test method: Environmental Protection Association, EPA Method 24. 
.3 Indoor environmental quality: volatile content: below 250 g/l. 
.4 DO NOT install silicone-based firestops. 

.5 Provide product data sheets for certified design systems indicating proposed 
materials and technical information, anchor reinforcement, fasteners and 
installation methods. Construction details must accurately reflect actual site 
conditions. 

.6 Manufacturer may submit product data sheets for prefabricated materials and 
devices, provided descriptions are sufficiently complete to allow for 
materials/devices to be identified. Written installation instructions must be 
included. 

.7 Provide product data sheets of ULC or cUL certified design systems with product 
literature and required WHMIS material safety data sheets for each system, 
application and zone. 

.8 Where more than one product is specified for certification of firestopping design 
system or more than one type of supporting material is indicated, firestopping 
installers must circle the equipment used for the project. 

.9 Supply list of products indicating the following the information for each product. 
.1 Name. 
.2 Best before date. 
.3 Service life. 
.4 Installation temperature range. 
.5 Installation humidity range. 

.4 Samples: 

.1 Submit duplicate 300 x 300 mm samples showing actual fire stop material 
proposed for project. 

.5 Quality assurance submittals: submit following in accordance with Section 01 45 00 - 
Quality Control. 
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.1 Test reports: in accordance with CAN-ULC-S101 for fire endurance and CAN-
ULC-S102 for surface burning characteristics. 
.1 Submit certified test reports from approved independent testing 

laboratories, indicating compliance of applied fire stopping with 
specifications for specified performance characteristics and physical 
properties. 

.2 Certificates: submit certificates signed by manufacturer certifying that materials 
comply with specified performance characteristics and physical properties. 

.3 Manufacturer's Instructions: submit manufacturer's installation instructions and 
special handling criteria, installation sequence and cleaning procedures. 

.4 Manufacturer's Field Reports: submit to manufacturer's written reports within 3 
days of review, verifying compliance of Work, as described in PART 3 - FIELD 
QUALITY CONTROL. 

1.5 QUALITY ASSURANCE 
.1 Qualifications 

.1 Installer: company specializing in fire stopping installations approved by 
manufacturer with documented experience. 

.2 Pre-Installation Meetings: convene pre-installation meeting one week prior to 
beginning work of this Section, with Departmental Representative in accordance 
with Section  01 32 16.07 - Construction Progress Schedule - Bar (GANTT) 
Chart to: 
.1 Verify project requirements. 
.2 Review installation and substrate conditions. 
.3 Co-ordination with other building subtrades. 
.4 Review manufacturer's installation instructions and warranty 

requirements. 

.2 Site Meetings: as part of Manufacturer's Services described in PART 3 - FIELD 
QUALITY CONTROL, schedule site visits, to review Work, at stages listed: 

.1 After delivery and storage of products, and when preparatory Work is complete, 
but before installation begins. 

.2 Twice during progress of Work at 25% and 60% complete. 

.3 Upon completion of Work, after cleaning is carried out. 

1.6 DELIVERY, STORAGE AND HANDLING 
.1 Packing, shipping, handling and unloading: 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - 
Common Product Requirements. 

.2 Deliver, store and handle materials in accordance with manufacturer's written 
instructions. 

.3 Deliver materials to the site in undamaged condition and in original unopened 
containers, marked to indicate brand name, manufacturer and ULC markings. 
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.2 Storage and Protection: 

.1 Store materials in dry location and in accordance with manufacturer's 
recommendations in clean, dry, well-ventilated area. 

.2 Replace defective or damaged materials with new. 

.3 Waste Management and Disposal: 

.1 Separate waste materials for reuse/recycling in accordance with Section 01 74 21 
- Construction/Demolition Waste Management and Disposal. 

1.7 ACCEPTABLE PRODUCTS AND MATERIALS 

.1 Where a particular brand name is stipulated, see Instructions to Bidders for procedure for 
requesting approval of substitute materials and products 

Partie 2 Products 

2.1 QUALITY ASSURANCE  
.1 All fire stopping and smoke seal system must be supplied and installed by experienced 

contractors in the trade. Other trades are not permitted to install their respective fire 
stopping components. 

2.2 MATERIALS 
.1 Fire stopping and smoke seal systems: in accordance with CAN-ULC-S115. 

.1 Asbestos-free materials and systems capable of maintaining effective barrier 
against flame, smoke and gases in compliance with requirements of CAN-ULC-
S115 or ASTM E814, and not to exceed opening sizes for which they are 
intended,  to comply with ULC or cUL design numbers or other design system 
lists deemed acceptable by local authority having jurisdiction. 

.2 Fire resistance rating of fire stopping assembly: as indicated for penetrated 
assembly. 

.3 Firestopping materials and systems must be sufficiently flexible to allow for 
movement of building structure (refer to architectural and structural) and 
penetrating components without affecting system adhesion or integrity. 

.2 Service penetration assemblies: systems tested to CAN-ULC-S115. 

.3 Service penetration fire stop components: certified by test laboratory to CAN-ULC-S115. 

.4 Fire-resistance rating of installed fire stopping assembly in accordance with NBC. 

.5 Do not use rigid joints or joints with hydraulically bound base at access points to 
concealed installations. 

.6 Fire stopping and smoke seals at openings intended for ease of re-entry such as cables: 
elastomeric seal. Do not use rigid joints or joints with hydraulically bound base in these 
areas. 
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.7 Fire stopping and smoke seals at openings around penetrations for pipes, ductwork and 
other mechanical items requiring sound and vibration control: elastomeric seal. Do not 
use rigid joints or joints with hydraulically bound base in these areas. 

.8 Primers: to manufacturer's recommendation for specific material, substrate, and end use. 

.9 Water (if applicable): potable, clean and free from injurious amounts of deleterious 
substances. 

.10 Damming and backup materials, supports and anchoring devices: to manufacturer's 
recommendations, and in accordance with tested assembly being installed as acceptable 
to authorities having jurisdiction. 

.11 Sealants for vertical joints: non-sagging. 

.12 All firestopping assemblies must have an incorporated smoke seal. 

Partie 3 Execution 

3.1 MANUFACTURER'S INSTRUCTIONS 

.1 Compliance: comply with manufacturer's written recommendations or specifications, 
including product technical bulletins, handling, storage and installation instructions, and 
datasheets. 

3.2 PREPARATION 
.1 Examine sizes and conditions of voids to be filled to establish correct thicknesses and 

installation of materials. 

.1 Ensure that substrates and surfaces are clean, dry and frost free. 

.2 Prepare surfaces in contact with fire stopping materials and smoke seals to manufacturer's 
instructions. 

.3 Maintain insulation around pipes and ducts penetrating fire separation without 
interruption to vapour barrier. 

.4 Mask where necessary to avoid spillage and over coating onto adjoining surfaces; remove 
stains on adjacent surfaces. 

3.3 INSTALLATION 

.1 Install fire stopping and smoke seal material and components in accordance with 
manufacturer's certified tested system listing. 

.2 Seal holes or voids made by through penetrations, poke-through termination devices, and 
unpenetrated openings or joints to ensure continuity and integrity of fire separation are 
maintained. 

.3 Provide temporary forming as required and remove forming only after materials have 
gained sufficient strength and after initial curing. 

.4 Tool or trowel exposed surfaces to neat finish. 

.5 Remove excess compound promptly as work progresses and upon completion. 
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3.4 SEQUENCES OF OPERATION 

.1 Proceed with installation only when submittals have been reviewed by Departmental 
Representative. 

.2 Install floor fire stopping before interior partition erections. 

.3 Metal deck bonding: fire stopping to precede spray applied fireproofing to ensure 
required bonding. 

.4 Mechanical pipe insulation: certified fire stop system component. 

.1 Ensure pipe insulation installation precedes fire stopping. 

3.5 FIELD QUALITY CONTROL 

.1 Inspections: notify Departmental Representative when ready for inspection and prior to 
concealing or enclosing fire stopping materials and service penetration assemblies. 

.2 Manufacturer's Field Services: 

.1 Obtain written report from manufacturer verifying compliance of Work, in 
handling, installing, applying, protecting and cleaning of product and submit 
Manufacturer's Field Reports as described in PART 1 - SUBMITTALS. 

.2 Provide manufacturer's field services consisting of product use recommendations 
and periodic site visits for inspection of product installation in accordance with 
manufacturer's instructions. 

.3 Schedule site visits, to review Work, as directed in PART 1 - QUALITY 
ASSURANCE. 

3.6 CLEANING 
.1 Proceed in accordance with Section 01 74 11 - Cleaning. 

.2 On completion and verification of performance of installation, remove surplus materials, 
excess materials, rubbish, tools and equipment. 

.3 Remove temporary dams after initial set of fire stopping and smoke seal materials. 

3.7 FIRE STOPPING ASSEMBLY PLACEMENT 

.1 Fire stop and smoke seal at: 

.1 Penetrations through fire-resistance rated masonry, concrete, and gypsum board 
partitions and walls. 

.2 Edge of floor slabs at curtain wall and precast concrete panels. 

.3 Top of fire-resistance rated masonry and gypsum board partitions. 

.4 Intersection of fire-resistance rated masonry and gypsum board partitions. 

.5 Control and sway joints in fire-resistance rated masonry and gypsum board 
partitions and walls. 

.6 Penetrations through fire-resistance rated floor slabs, ceilings and roofs. 

.7 Openings and sleeves installed for future use through fire separations. 

.8 Around mechanical and electrical assemblies penetrating fire separations. 
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.9 Rigid ducts: greater than 129 cm2: fire stopping to consist of bead of fire stopping 
material between retaining angle and fire separation and between retaining angle 
and duct, on each side of fire separation. 

.10 All areas indicated on drawings or required under NBC 2010. 
 

END OF SECTION 


	Partie 1 General
	1.1 RELATED REQUIREMENTS
	.1 Section 04 22 00 – Concrete Unit Masonry.
	.2 Section 07 81 00 – Applied Fireproofing.
	.3 Section 07 92 00 – Joint Sealants.
	.4 Section 09 21 16 – Gypsum Board Assemblies.
	.5 Divisions 22, 23 and 26 – Plumbing, Ventilation and Electricity.

	1.2 REFERENCES
	.1 Health Canada/Workplace Hazardous Materials Information System (WHMIS)
	.1 Material Safety Data Sheets (MSDS).

	.2 Underwriter's Laboratories of Canada (ULC)
	.1 ULC-S115-[1995], Fire Tests of Fire stop Systems.
	.2 Most recent product data sheets of ULC or cUL rated materials for fire-stopping systems and components.


	1.3 DEFINITIONS
	.1 Fire Stop Material: device intended to close off openings or penetrations during fire or materials that fill openings in wall or floor assembly where penetration is by cables, cable trays, conduits, ducts and pipes and poke-through termination devi...
	.2 Single Component Fire Stop System: fire stop material that has Listed Systems Design and is used individually without use of high temperature insulation or other materials to create fire stop system.
	.3 Multiple Component Fire Stop System: exact group of fire stop materials that are identified within Listed Systems Design to create on site fire stop system.
	.4 Tightly Fitted; (ref: NBC Part 3.1.9.1.1 and 9.10.9.6.1): penetrating items that are cast in place in buildings of noncombustible construction or have "0" annular space in buildings of combustible construction.
	.1 Words "tightly fitted" should ensure that integrity of fire separation is such that it prevents passage of smoke and hot gases to unexposed side of fire separation.


	1.4 ACTION AND INFORMATIONAL SUBMITTALS
	.1 Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.
	.2 Product Data:
	.1 Submit manufacturer's printed product literature, specifications and datasheet and include product characteristics, performance criteria, physical size, finish and limitations.
	.2 Submit two copies of WHMIS MSDS - Material Safety Data Sheets.

	.3 Shop Drawings:
	.2 Submit shop drawings to show location, proposed material, reinforcement, anchorage, fastenings and method of installation.
	.3 Construction details should accurately reflect actual job conditions.
	.4 Provide certification by the manufacturer that products comply with local regulations controlling use of volatile organic compounds (VOCs) and are non-toxic to building occupants.
	.5 Provide product data sheets for certified design systems indicating proposed materials and technical information, anchor reinforcement, fasteners and installation methods. Construction details must accurately reflect actual site conditions.
	.6 Manufacturer may submit product data sheets for prefabricated materials and devices, provided descriptions are sufficiently complete to allow for materials/devices to be identified. Written installation instructions must be included.
	.7 Provide product data sheets of ULC or cUL certified design systems with product literature and required WHMIS material safety data sheets for each system, application and zone.
	.8 Where more than one product is specified for certification of firestopping design system or more than one type of supporting material is indicated, firestopping installers must circle the equipment used for the project.
	.9 Supply list of products indicating the following the information for each product.
	.1 Name.

	.4 Samples:
	.1 Submit duplicate 300 x 300 mm samples showing actual fire stop material proposed for project.

	.5 Quality assurance submittals: submit following in accordance with Section 01 45 00 - Quality Control.
	.1 Test reports: in accordance with CAN-ULC-S101 for fire endurance and CAN-ULC-S102 for surface burning characteristics.
	.1 Submit certified test reports from approved independent testing laboratories, indicating compliance of applied fire stopping with specifications for specified performance characteristics and physical properties.

	.2 Certificates: submit certificates signed by manufacturer certifying that materials comply with specified performance characteristics and physical properties.
	.3 Manufacturer's Instructions: submit manufacturer's installation instructions and special handling criteria, installation sequence and cleaning procedures.
	.4 Manufacturer's Field Reports: submit to manufacturer's written reports within 3 days of review, verifying compliance of Work, as described in PART 3 - FIELD QUALITY CONTROL.


	1.5 QUALITY ASSURANCE
	.1 Qualifications
	.1 Installer: company specializing in fire stopping installations approved by manufacturer with documented experience.
	.2 Pre-Installation Meetings: convene pre-installation meeting one week prior to beginning work of this Section, with Departmental Representative in accordance with Section  01 32 16.07 - Construction Progress Schedule - Bar (GANTT) Chart to:
	.1 Verify project requirements.
	.2 Review installation and substrate conditions.
	.3 Co-ordination with other building subtrades.
	.4 Review manufacturer's installation instructions and warranty requirements.


	.2 Site Meetings: as part of Manufacturer's Services described in PART 3 - FIELD QUALITY CONTROL, schedule site visits, to review Work, at stages listed:
	.1 After delivery and storage of products, and when preparatory Work is complete, but before installation begins.
	.2 Twice during progress of Work at 25% and 60% complete.
	.3 Upon completion of Work, after cleaning is carried out.


	1.6 DELIVERY, STORAGE AND HANDLING
	.1 Packing, shipping, handling and unloading:
	.1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common Product Requirements.
	.2 Deliver, store and handle materials in accordance with manufacturer's written instructions.
	.3 Deliver materials to the site in undamaged condition and in original unopened containers, marked to indicate brand name, manufacturer and ULC markings.

	.2 Storage and Protection:
	.1 Store materials in dry location and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
	.2 Replace defective or damaged materials with new.

	.3 Waste Management and Disposal:
	.1 Separate waste materials for reuse/recycling in accordance with Section 01 74 21 - Construction/Demolition Waste Management and Disposal.


	1.7 ACCEPTABLE PRODUCTS AND MATERIALS
	.1 Where a particular brand name is stipulated, see Instructions to Bidders for procedure for requesting approval of substitute materials and products


	Partie 2 Products
	2.1 QUALITY ASSURANCE
	.1 All fire stopping and smoke seal system must be supplied and installed by experienced contractors in the trade. Other trades are not permitted to install their respective fire stopping components.

	2.2 MATERIALS
	.1 Fire stopping and smoke seal systems: in accordance with CAN-ULC-S115.
	.1 Asbestos-free materials and systems capable of maintaining effective barrier against flame, smoke and gases in compliance with requirements of CAN-ULC-S115 or ASTM E814, and not to exceed opening sizes for which they are intended,  to comply with U...
	.2 Fire resistance rating of fire stopping assembly: as indicated for penetrated assembly.
	.3 Firestopping materials and systems must be sufficiently flexible to allow for movement of building structure (refer to architectural and structural) and penetrating components without affecting system adhesion or integrity.

	.2 Service penetration assemblies: systems tested to CAN-ULC-S115.
	.3 Service penetration fire stop components: certified by test laboratory to CAN-ULC-S115.
	.4 Fire-resistance rating of installed fire stopping assembly in accordance with NBC.
	.5 Do not use rigid joints or joints with hydraulically bound base at access points to concealed installations.
	.6 Fire stopping and smoke seals at openings intended for ease of re-entry such as cables: elastomeric seal. Do not use rigid joints or joints with hydraulically bound base in these areas.
	.7 Fire stopping and smoke seals at openings around penetrations for pipes, ductwork and other mechanical items requiring sound and vibration control: elastomeric seal. Do not use rigid joints or joints with hydraulically bound base in these areas.
	.8 Primers: to manufacturer's recommendation for specific material, substrate, and end use.
	.9 Water (if applicable): potable, clean and free from injurious amounts of deleterious substances.
	.10 Damming and backup materials, supports and anchoring devices: to manufacturer's recommendations, and in accordance with tested assembly being installed as acceptable to authorities having jurisdiction.
	.11 Sealants for vertical joints: non-sagging.
	.12 All firestopping assemblies must have an incorporated smoke seal.


	Partie 3 Execution
	3.1 MANUFACTURER'S INSTRUCTIONS
	.1 Compliance: comply with manufacturer's written recommendations or specifications, including product technical bulletins, handling, storage and installation instructions, and datasheets.

	3.2 PREPARATION
	.1 Examine sizes and conditions of voids to be filled to establish correct thicknesses and installation of materials.
	.1 Ensure that substrates and surfaces are clean, dry and frost free.

	.2 Prepare surfaces in contact with fire stopping materials and smoke seals to manufacturer's instructions.
	.3 Maintain insulation around pipes and ducts penetrating fire separation without interruption to vapour barrier.
	.4 Mask where necessary to avoid spillage and over coating onto adjoining surfaces; remove stains on adjacent surfaces.

	3.3 INSTALLATION
	.1 Install fire stopping and smoke seal material and components in accordance with manufacturer's certified tested system listing.
	.2 Seal holes or voids made by through penetrations, poke-through termination devices, and unpenetrated openings or joints to ensure continuity and integrity of fire separation are maintained.
	.3 Provide temporary forming as required and remove forming only after materials have gained sufficient strength and after initial curing.
	.4 Tool or trowel exposed surfaces to neat finish.
	.5 Remove excess compound promptly as work progresses and upon completion.

	3.4 SEQUENCES OF OPERATION
	.1 Proceed with installation only when submittals have been reviewed by Departmental Representative.
	.2 Install floor fire stopping before interior partition erections.
	.3 Metal deck bonding: fire stopping to precede spray applied fireproofing to ensure required bonding.
	.4 Mechanical pipe insulation: certified fire stop system component.
	.1 Ensure pipe insulation installation precedes fire stopping.


	3.5 FIELD QUALITY CONTROL
	.1 Inspections: notify Departmental Representative when ready for inspection and prior to concealing or enclosing fire stopping materials and service penetration assemblies.
	.2 Manufacturer's Field Services:
	.1 Obtain written report from manufacturer verifying compliance of Work, in handling, installing, applying, protecting and cleaning of product and submit Manufacturer's Field Reports as described in PART 1 - SUBMITTALS.
	.2 Provide manufacturer's field services consisting of product use recommendations and periodic site visits for inspection of product installation in accordance with manufacturer's instructions.
	.3 Schedule site visits, to review Work, as directed in PART 1 - QUALITY ASSURANCE.


	3.6 CLEANING
	.1 Proceed in accordance with Section 01 74 11 - Cleaning.
	.2 On completion and verification of performance of installation, remove surplus materials, excess materials, rubbish, tools and equipment.
	.3 Remove temporary dams after initial set of fire stopping and smoke seal materials.

	3.7 FIRE STOPPING ASSEMBLY PLACEMENT
	.1 Fire stop and smoke seal at:
	.1 Penetrations through fire-resistance rated masonry, concrete, and gypsum board partitions and walls.
	.2 Edge of floor slabs at curtain wall and precast concrete panels.
	.3 Top of fire-resistance rated masonry and gypsum board partitions.
	.4 Intersection of fire-resistance rated masonry and gypsum board partitions.
	.5 Control and sway joints in fire-resistance rated masonry and gypsum board partitions and walls.
	.6 Penetrations through fire-resistance rated floor slabs, ceilings and roofs.
	.7 Openings and sleeves installed for future use through fire separations.
	.8 Around mechanical and electrical assemblies penetrating fire separations.
	.9 Rigid ducts: greater than 129 cm2: fire stopping to consist of bead of fire stopping material between retaining angle and fire separation and between retaining angle and duct, on each side of fire separation.
	.10 All areas indicated on drawings or required under NBC 2010.





<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



