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Part 1 General

1.1 RELATED SECTIONS

1 Section 26 05 00 - Common Work Results for Electrical.
2 Section 26 28 13.01 - Fuses - Low Voltage.

1.2 REFERENCES
.1 Canadian Standards Association (CSA International).

1 CAN/CSA C22.2 No.4-M89 (R2000), Enclosed Switches.
2 CSA C22.2 No.39-M89 (R2003), Fuseholder Assemblies.

1.3 ACTION AND INFORMATIONAL SUBMITTALS
A Submit product data in accordance with Section 01 33 00 - Submittal Procedures.
14 HEALTH AND SAFETY
1 Do construction occupational health and safety in accordance with Section 01 35 29.06 -

Health and Safety Requirements.

1.5 WASTE MANAGEMENT AND DISPOSAL

A Separate waste materials for recycling in accordance with Section 01 74 21 -
Construction/Demolition Waste Management and Disposal.

2 Remove from site and dispose of packaging materials at appropriate recycling facilities.
3 Collect and separate for disposal packaging material in appropriate on-site bins for
recycling in accordance with Waste Management Plan.
4 Fold up metal banding, flatten and place in designated area for recycling.
1.6 ACCEPTABLE PRODUCTS AND MATERIALS
A Where a particular brand name is stipulated, see Instructions to Bidders for procedure for

requesting approval of substitute materials and products.

Part 2 Products
2.1 DISCONNECT SWITCHES
1 Fusible, and non-fusible, disconnect switch in NEMA 1 enclosure for indoor use, and

NEMA 3R enclosure for outdoor use.
2 Provision for padlocking in off switch position by three locks.
Mechanically interlocked door to prevent opening when handle in ON position.

4 Fuses: size as indicated, in accordance with Section 26 28 13.01 - Fuses - Low Voltage.
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5 Fuseholders: to CSA C22.2 No.39 relocatable and suitable without adaptors, for type and
size of fuse indicated.

Quick-make, quick-break action.
ON-OFF switch position indication on switch enclosure cover.

Intensive use construction.
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Switches installed in the circuits between the variable frequency drives and motors, and
switches for elevator motors to be equipped with an electric lock including one NO and
one NC contact capable of opening the control circuit before the switch contacts are
open.

2.2 EQUIPMENT IDENTIFICATION

1 Provide equipment identification in accordance with Section 26 05 00 - Common Work
Results for Electrical.

2 Indicate name of load controlled on size 4 nameplate.

2.3 ACCEPTABLE PRODUCTS
DH Series of Eaton.
CSN, CH, or H Series of Schneider Electric.

H Series of Siemens.
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Replacement materials or products: approved by addendum according to Instructions to
bidders.

Part 3 Execution

31 INSTALLATION
A Install disconnect switches complete with fuses if applicable.

2 Install switches with a minimum clearance of 1 m on the right side of the lever in order to
safely maneuver the lever with the left hand.

END OF SECTION



