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Part 1 General

1.1 RELATED SECTIONS

1.2

1.3

1.4

1.5

Part 2

2.1

Section 26 05 00 - Common Work Results for Electrical.

REFERENCES

Canadian Standards Association (CSA International).

A CSA C22.1-10, Canadian FElectrical Code, Part 1 and Modifications of Quebec,
21* Edition.

ACTION AND INFORMATIONAL SUBMITTALS

Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.

Product Data:

A Provide manufacturer's printed product literature, specifications and datasheet
and include product characteristics, performance criteria, physical size, finish and
limitations.

Provide shop drawings: in accordance with Section 01 33 00 - Submittal Procedures.

.1 Provide drawings stamped and signed by professional engineer registered or
licensed in Province of Quebec, Canada.

DELIVERY, STORAGE AND HANDLING

Waste Management and Disposal:

1 Separate waste materials for recycling in accordance with Section 01 74 21 -
Construction/Demolition Waste Management and Disposal.

ACCEPTABLE PRODUCTS AND MATERIALS

Where a particular brand name is stipulated, see Instructions to Bidders for procedure for
requesting approval of substitute materials and products.

Products

SPLITTERS

Construction: sheet metal enclosure, welded corners and formed hinged cover suitable for
locking in closed position.

Terminations: main and branch lugs or connection blocks to match required size and
number of incoming and outgoing conductors as indicated.

Spare Terminals: minimum three spare terminals or lugs on each connection or lug block
sized less than 400 A.
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2.2 JUNCTION AND PULL BOXES
1 Construction: welded steel enclosure.
2 Covers Surface Mounted: screw-on flat covers.
2.3 CABINETS
1 Construction: welded sheet steel or aluminum as indicated, type NEMA 1 for indoor
installation, hinged door, handle, lock 2 keys and catch.
1 Type E Empty: surface return flange mounting.
2 Aluminum cabinets for duct bank termination inside building.
24 IDENTIFICATION
A Equipment Identification: to Section 26 05 00 - Common Work Results for Electrical.
2 Identification Labels: size 2 indicating system name, rated current, voltage and phase.
2.5 ACCEPTABLE PRODUCTS
1 Iberville (Thomas & Betts).
2 Bel Products.
3 Eurobex (EXM).
4 Replacement materials or products: approved by addendum according to Instructions to
bidders.
Part 3 Execution
31 SPLITTER INSTALLATION
A Mount plumb, true and square to building lines.
2 Extend splitters full length of equipment arrangement except where indicated otherwise.
3.2 JUNCTION, PULL BOXES AND CABINETS INSTALLATION
A Install pull boxes in inconspicuous but accessible locations.
2 Mount cabinets with top not higher than 2 m above finished floor except where indicated
otherwise.
3 Only main junction and pull boxes are indicated. Install pull boxes in sufficient number

in order that conduits installed between two boxes have no more than 30 m in length and
have no more than three right angle bends or equivalent between the boxes for
distribution and two right angle bends or equivalent for other networks and for empty
conduits.
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4 All junction and pull boxes shall be of appropriate size according to the number of

conductors and the diameter of connected conduits.

END OF SECTION



