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Part 1 General

1.1 RELATED SECTIONS

1.2

1.3

1.4

1.5

1.6

Section 26 05 00 - Common Work Results for Electrical.

REFERENCES

CSA International.

1 CSA C22.2 No.26-1952(R2009), Construction and Test of Wireways, Auxiliary
Gutters and Associated Fittings.

ACTION AND INFORMATIONAL SUBMITTALS

Submit in accordance with Section 01 33 00 - Submittal Procedures.

Product Data:

A Submit manufacturer's instructions, printed product literature and data sheets for
wireways and auxiliary gutters and include product characteristics, performance
criteria, physical size, finish and limitations.

CLOSEOUT SUBMITTALS

Submit in accordance with Section 01 78 00 - Closeout Submittals.

Operation and Maintenance Data: submit operation and maintenance data for wireways

and auxiliary gutters for incorporation into manual.

DELIVERY, STORAGE AND HANDLING

Deliver, store and handle materials in accordance with manufacturer's written
instructions.

Delivery and Acceptance Requirements: deliver materials to site in original factory
packaging, labelled with manufacturer's name and address.

Storage and Handling Requirements:

1 Store materials off ground, indoors, and in accordance with manufacturer's
recommendations in clean, dry, well-ventilated area.

2 Store and protect wireways and auxiliary gutters from nicks, scratches, and
blemishes.

3 Replace defective or damaged materials with new.

ACCEPTABLE PRODUCTS AND MATERIALS

Where a particular brand name is stipulated, see Instructions to Bidders for procedure for
requesting approval of substitute materials and products.
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Part 2

2.1

2.2

Part 3

31

3.2

o L r WL

Products

WIREWAYS
Wireways and fittings: to CSA C22.2 No.26.

Extruded aluminum with cover to give uninterrupted access, dimensions: 135 mm x
58 mm.

Compartmented raceway with continuous longitudinal divider between power and
telecommunication compartments.

Finish: baked enamel in accordance with Section 26 05 00 - Common Work Results for
Electrical. Color: possibility to deliver in any standard RAL color without additional cost.

Elbows, tees, couplings, outlet boxes or frames, and hanger fittings manufactured as
accessories to wireway supplied.

ACCEPTABLE PRODUCTS

Model AL4520 of Wiremold (Legrand).

Model HBLALU4800 of Hubbell.

Replacement materials or products: approved by addendum according to Instructions to
bidders.

Execution

EXAMINATION

Verification of Conditions: verify that conditions of substrate previously installed under
other Sections or Contracts are acceptable for wireways and auxiliary gutters installation
in accordance with manufacturer's written instructions.

A Visually inspect substrate.

2 Inform Departmental Representative of unacceptable conditions immediately
upon discovery.

3 Proceed with installation only after unacceptable conditions have been remedied.

INSTALLATION

Install wireways and auxiliary gutters in accordance with manufacturer's written
recommendations.

Keep number of elbows, offsets, connections to minimum.
Install supports, elbows, tees, connectors, fittings.

Install barriers where required.

Install gutter to full length of equipment.

Ground metallic wireways and gutters as required.
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3.3 CLEANING
A Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.
A Leave Work area clean at end of each day.
2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment

in accordance with Section 01 74 11 - Cleaning.

END OF SECTION



