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200 x 400 CONCRETE

BLOCK WALL. CONTRACTOR
TO TIE-IN TO EXISTING
MASONRY WALL.

EXTERIOR FOOTING,
SEE DETAIL 1.
CONTRACTOR TO
TIE-IN TO EXISTING
FOOTING
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*NOTE:

CONTRACTOR TO VERIFY THE DIMENSIONS OF THE
EXISTING FOOTINGS IN PLACE AND DISCUSS WITH
THE DEPARTMENTAL REPRESENTATIVE BEFORE
CONSTRUCTION.

FOOTING DETAIL / 1

SCALE 1:10 W

SEE DETAIL 1.
CONTRACTOR TO ngiLE STEEL — 200 x 400 CONCRETE
TIE-IN TO EXISTING BLOCK WALL. CONTRACTOR
FOOTING TO TIE-IN TO EXISTING
3451 MASONRY WALLS.
SCALE 1:50 U
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DESIGNED SCALE

e CONTRACTOR TO SAW CUT, REMOVE AND DISPOSE ASPHALT AND CONCRETE FOR FOOTINGS _D LOGLISCI SEE DRAWING

o CONCRETE COMPRESSIVE STRENGTH = 25 MPa @ 28 DAYS DRAWN

¢ MASONRY BLOCK HEIGHT: 20 COURSES HIGH —C'D;Elgfg)sc' TEN DERFOOT CREEK HATCH ERY START DATE

FOOTING, SLAB, AND MASONRY WALL
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