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NEATLY CUT CEDAR SIDING ALONG LINE
OF NEW BUILT-UP TRUSS SUPPORT
PLATE AS SHOWN IN SECTION BELOW

REMOVE 38 x 89 PURLINS RUNNING
ALONG OUTER EDGE OF ROOF. CUT
BACK 16mm. PLYWOOD DECKING TO
CLEAR NEW BUILT UP PLATE AS SHOWN

IN SECTION BELOW
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———

L4 4 4 4 1 1

—— ]
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NEATLY CUT CEDAR SIDING ALONG LINE
OF NEW BUILT-UP TRUSS SUPPORT
PLATE AS SHOWN IN SECTION AT RIGHT

REMOVE EXISTING 38 x 89 PURLINS
RUNNING ALONG OUTER EDGE OF ROOF.
CUT BACK EXISTING 16mm. PLYWOOD
DECKING TO CLEAR NEW BUILT UP
PLATE AS SHOWN IN SECTION AT RIGHT

iISESASEISEs

PRIOR TO FRAMING NEW BUILT-UP PLATE

DASHED LINE INDICATES PARAPET FRAMING
AND ROOF FLASHING TO BE REMOVED
TO SUPPORT NEW ROOF TRUSSES

\

BUILT-UP ROOFING MEMBRANE TO
/ REMAIN INTACT UP TO BASE OF PARAPET

\ 38 x 89 PURLINS @ 400 OC. OVER
EXISTING ROOF JOISTS TO REMAIN INTACT
EXCEPT AS NOTED BELOW PARAPET

SECTION m (SHOWING TREATMENT OF

SCALE 1:10 W EXISTING SITE CONDITIONS)

REFER TO DRAWING 11-38-167
FOR NEW TRUSSES

NEW BUILT-UP PLATE 4-38 x 140

38 X 286 RIM JOIST TO REMAIN INTACT \

CUT OUT PORTION OF .
EXISTING PLYWOOD DECKING
BELOW PARAPET AREA

DASHED LINE INDICATES EXISTING PARAPET
FRAMING AND ROOF FLASHING TO BE
REMOVED PRIOR TO FRAMING NEW BUILT-UP
PLATE TO SUPPORT NEW ROOF TRUSSES

CUT END PORTION OF EXISTING 38 x 89
PURLINS @ 400 OC.

— EXISTING 16mm. PLYWOOD DECKING

—

x 38 x 286 OUTRIGGER JOISTS
@ 400 OC. TO REMAIN INTACT

B BUILT-UP ROOFING MEMBRANE TO
REMAIN INTACT EXCEPT NEAR EDGE OF
OLD ROOF PARAPET

38 x 286 ROOF JOISTS @
D 400 OC. TO REMAIN INTACT

SECTION m (SHOWING ADDITION OF NEW

SCALE 1:10 W BUILT-UP PLATE AND TRUSS)

GABLE END STYLE TRUSS TO REST ON TOP OF
BUILT UP PLATE (LOWERED TOP CHORD)

NEW BUILT-UP PLATE 4-38 x 140

BUILT-UP ROOFING MEMBRANE TO REMAIN INTACT
{EXCEPT NEAR EDGE OF OLD ROOF PARAPET

N

 ——

~ \— 38 x 286 OUTRIGGER JOISTS
g\>< @ 400 OC. TO REMAIN INTACT
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FOR HATCHERY ENTRANCE AREA ROOFING
AND TIMBERWORK SEE DRAWING 11-38-170
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24 GA. GALV. STL. GABLE END FLASHING SIDE OF BEAMS TYPICAL  —— 2 = e 1T A SRS
(PREPAINTED DARK GREEN) s ° ¥ P R
= 1 =S =~
38 x 89 COMBED SPRUCE = o VK=P2 4 , LT 1
38 x 140 COMBED SPRUCE e N B3 S \:\:\:\::\i
38 x 235 COMBED SPRUCE RAKE T = ~ S
MK-P3 ; 89 / o LS
MK—P6 B3 P
_ 178 x 178 (7" x 7") PARALLAM POST
—— = |
e & % 178 x 286 (7" x 11 1/4”) PARALLAM BEAM
T
— = /))/// ° B3 ()] (-] (-}
= B3 — == T
——\© % Y
- f
MK—P4 M 2
MK—P1
=, B3 /
| COUNTERBORED, TYP.
MK~P5
|

178 x 178 (7" x 7") PARALLAM POST

SYMMETRICAL ABOUT f BUILDING 178mm. WIDE ORNAMENTAL BRACE HEWN /
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]

VICWEST SNAP RIB 16" STEEL SHEET
16mm. (5/8") SPRUCE PLYWOOD ROOF SHEATHING

>

SECTION

SCALE 1:25

167

F DRAINAGE HOLES EACH SIDE OF PEAK
VICWEST 24 GA. GALV. STEEL SINGLE LINE RIDGE
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ABOVE STEEL SHEET PROFILE

PROFILE

RIDGE FLASHING DETAIL WAl
¥

B 4898 _
. 5572 _
ALL CONNECTION PLATES ARE ON EACH }
SIDE OF PARALLAM BEAMS AND POSTS. |
FOR METALWORK DETAILS REFER TO — I
DRAWING 11-38—173. ==
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| 4 o
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I
A
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- BOLT LENGTH - %2 PARALLAM BEAM
‘ % m
VICWEST SNAP RIB 16" STEEL SHEET PROFILE = = DETAIL 1
= % SCALE 1:10 170
I o =]
16mm. (5/87) SPRUCE PLYWOOD SYMMETRICAL ABOUT f ROOF g = /g 1/32"
ROOF SHEATHING THROUGHOUT = THREAD LENGTH
I
38 x 140 PURLINS @ 400 oc. K
FINISHING HEX NUT
178 x 286 (7° x 11 1/4”) PARALLAM BEAM i HEXAGON HEAD BOLT
] BOLT DATA
DIAMETER | BOLT LENGTH [THREADS PER INCH| THREAD LENGTH [HEX NUTS | WASHERS | GRADE
IDENTIFICATION | QUANTITY (INCHES) (INCHES) + CLASS (INCHES) PER BOLT| PER BOLT| STEEL FINISH
B1 2 3/4 131/2 10UNC-2A 2 1 2 SAE 2 [H.D.GALV.
5572 B2 8 3/4 13 10UNC-2A 2 1 2 SAE 2 [H.D.GALV.
B o B3 47 3/4 91/4 10UNC-2A 2 1 2 SAE 2 [H.D.GALV.
B4 2 3/4 18 10UNC-2A 2 1 2 SAE 2 [H.D.GALV.
B5 6 3/4 16 10UNC-2A 2 1 2 SAE 2 [H.D.GALV.
SECTION /B
SCALE 1:25 167 I*I FISHERIES AND OCEANS CANADA
REAL PROPERTY AND TECHNICAL SUPPORT
PNOTE. DESIGNED SCALE
- o recmarst | TENDERFOOT CREEK HATCHERY |, 1o,
AS-BUILT DRAWINGS G. Reichhardt HATCHERY BUILDING DATE
CHECKED
CONTRACOTR TO FOLLOW ALL SPECIFICATIONS OF AS-BUILT ROOF ROOF REPLACEMENT OVER OFFICE 4-Dec-09
RECOMMENDED
AND WASHROOM AREAS SH. 4 OF 7 |°PRAWING NUMBER
AoV TIMBER FRAMING OVER 11-38-170
APPROVED
DWG. NO. DRAWING REFERENCES NOTES NO.| DATE REVISIONS OFFICE ENTRANCE AREA REVISION
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TRUSSED ROOF SYSTEM
o VICWEST SNAP RIB 16" PREPAINTED METAL ROOFING (COLOUR: DARK GREEN, QC16073).

POLYETHYLENE FOAM CLOSURE
PROVIDE 760 WIDE x 915 16mm. (3%7) SPRUCE PLYWOOD SHEATHING

«  VICWEST TITANIUM=PSUS0, SELF ADHESIVE, PEEL & STICK ICE~DAM PROTECTION. HIGH ATTIC ACCESS BELOW STEEL SHEET PROFILE REPLACE EXISTING FLASHING WITH NEW
«  VICWEST TITANIUM=UDL30  UNDERLAYMENT. W= THROUGH TRUSS GABLE VICWEST SNAP RIB 16" 24 GA. STEEL VICWEST PREPAINTED F—19 FLASHING 24 GA. GALV. STEEL CAP FLASHING
NOTE: ICE—DAM PROTECTION AND UNDERLAYMENT MUST BE INSTALLED ACCORDING TO THE [ S ] END. FRAME-IN FOR ROOFING, COLOUR: DARK GREEN

MANUFACTURERS RECOMMENDATIONS. NO STAPLES ALLOWED.
« 16mm. (5/8") SPRUCE PLYWOOD ROOF SHEATHING THROUGHOUT.
NAILING 64mm. LONG X 10 GA, NAILS @ 100mm. OC. ON PANEL EDGES & 150mm. ON
INTERMEDIATE MEMBERS.
«  PRE-ENGINEERED 4/12 SLOPE TRUSSES @ 610" OC. COMPLETE WITH
LATERAL BRACINGS AND SUPPORTS AS PER TRUSS MANUFACTURER'S ENGINEERING SHEET.

ALUMINUM GUTTER. COLOUR: TO MATCH

GUTTER SECURING CLIPS @ MAX. 600 OC. EXISTING TORCH-ON ROOFING
125mm. PREFORMED AND PREFINISHED | N\ / EXISTING 38 x 286 ROOF JOISTS @ 400 OC.

EXISTING EGG-TAKE BUILDING GUTTERS

(1)
NG
{,‘\\‘\ N S S

24 GA. GALV. STEEL COUNTER FLASHING N
~_|

<12 FULL HEAL (TOP & 24 GA. GALV. STEEL EXPANSION FLASHING S EXISTING 13mm. PLYWOOD SHEATHING / L
4 24 GA. GALV. STEEL L—SHAPE FLASHING ~
BOTTOM CHORDS) S EXISTING 38 x 89 FRAMING

VICWEST SNAP RIB 16" 24 GA. STEEL

PROVIDE 2—-ROWS OF 915mm. WIDE
ICE-DAM PROTECTION, TYP.
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N y \ ROOFING, COLOUR: DARK GREEN | @4
19 x 89 SOFFIT NAILER I\ /| 38 x 235 COMBED SPRUCE FASCIA. T
| N /7 PRIME AND PAINT ALL SURFACES PRIOR TO n ™— PARTLY REMOVE EXISTING WOOD X
| >< | INSTALLATION.  TOUCH-UP ALL CUT ENDS. —~ — SIDING FOR AREA OF NEW FLASHING X
AN BOTTOM CHORD OF NEW ‘ M — O
. — v suLT-Up P /N TS o S T A= A e
T/ 4-38 x 140 L7 N (7T 16mm. (3”) SPRUCE PLYWOOD SHEATHING
~ v - EXISTING METAL SOFFITTING
| 1 A W . e SUITABLE CAULKING BETWEEN TO REMAIN INTACT
=1 | I I I I I N N N M= METAL ROOFING AND FLASHING
I
2 [ S = n
1 s o AT + AN | [y
PROVIDE 50mm. WIDE x BERER\',CE&ETEESQT EACH END EXISTING ROOF FLASHING i
APPROX. 1565 LONG REMOVE EXISTING PARAPET AND CUT BACK =
PERFORATED VENT STRIPS @ ROOFING TO CLEAR NEW 4-38 x 140 | FRAME-IN AREA BETWEEN BOTTOM OF EXISTING
1200 OC. NAILED TO SOFFIT BUILT-UP TRUSS SUPPORT PLATE OVERHANG AND TOP OF EXISTING ROOF AT
NAILERS BETWEEN SOFFTT EXTERIOR WALL LOCATIONS OF OFFICE BUILDING
PLANKING. 176| _ AND MAKE GOOD. ALSO SEE EXTERIOR WALL
| ELEVATIONS ON DRAWING 11-38-169.
© | BOTTOM CHORD OF NEW \
= } 11144 OUT TO OUT TRUSS 1585 OVERHANG TO STUD FACE N/ TRUSSES TO CLEAR TOP OF \ /]
— 2 | - - . }g EXISTING TORCH-ON ROOFING
1585 OVERHANG B e ||| 7974 OUTSIDE FACE OF STUDS _ 1585 OVERHANG | i — %
5 ; - BACK OF FASCIA
=} | -
m |
> |
& | BACK OF FASCIA _7 2— TRUSSES WITH DROPPED TOP
g | CHORD CONDITION ALONG EAVES
£ |
o |
=
%
&
|
. ! ] = . }
o ; a 441 ZA i A: ) . : 44 a4 a4, < o i ) ; . < a <4 4 \ ., ) . < Pl 2 4 AA } . Av ) < - E:
VICWEST MODEL 1200,
3050mm. (10") ROOFLINE
RIDGE VENT VENTILATION OPENINGS
SECTION m DRAINAGE. HOLES SECTION fé\
. 1 7 .
SCALE 1:25 ® 16mm. (%") SPRUCE PLYWOOD SHEATHING INSTALL RIDGE VENT ACCORDING T0 SCALE 1:10 167 A, A,
VICWEST RIDGE VENT MANUFACTURER'S RECOMMENDATIONS
38 x 140 BLOCKING TRUSS WITH DROPPED TOP CHORD /
BETWEEN PURLINS / ‘ | POLYETHYLENE FOAM CLOSURE
| % ABOVE STEEL SHEET PROFILE / \
= ‘u—u—‘——i—‘——i—ﬁ—ﬁ—ﬁ—u—‘——w—I%
38 x 89 \ I | | | | | | | | | 70 AR SPACE BETWEEN PLYWOOD SHEATHING
38 x 140 38 x 140 PURLINS
38 x 286 RAKE © 400 OC. A\ DETAIL m
ll BEAM < SCALE 1:10 171
‘ 1,
Il
176 x 286 (7 x 11 1/4) B 1741 12 —| ENGINEERED PREFABRICATED ROC TRUSSES @ 6Jp OC. =
i A VICWEST SNAP RIB 16" 24 GA. STEEL 24 GA. GALV. STEEL CAP FLASHING
. 7T ROOFING, COLOUR: DARK GREEN a
I I I I I I I I I I I I i L ‘f_z 38 x 235 NALED TO SIDE OF TRUSS
L
BOTTOM OF BEAM TO MATCH TOP OFJ M A / = e oE b ey Roor D 10 SUT
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2. FABRICATION SHALL BE IN ACCORDANCE WITH C.SA. S16-1969 AND C.SA. S16.1-M78 (CURRENT EDITION) DRAWN AS NOTED
3. ALL WELDING SHALL CONFORM TO THE REQUIREMENTS OF CSA SPECIFICATION W59.1 LATEST EDITION. G. Reichhardt HATCHERY BUILDING DATE
4. WELDING MATERIAL SHALL CONFORM TO THE REQUIREMENTS OF CSA SPECIFICATION W48. CHECKED
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g:égl\??ll?ircgﬁgyrv(l)NISOSLLOWALL SPECIFICATIONSOF AS-BUILT ROOF APPROVED GABLE ENTRANCE 1 1 _38_1 73
APPROVED
DWG. NO. DRAWING REFERENCES NOTES NO.| DATE REVISIONS PARALLAM FRAMING - 3D VIEWS REVISION



logliscid
Text Box
7. AS-BUILT DRAWINGS
8. CONTRACOTR TO FOLLOW ALL SPECIFICATIONS OF AS-BUILT ROOF


BOLT LENGTH

1/8"¢ 1/32"

SHANK DIAMETER

THREAD LENGTH

FINISHING HEX\_F‘k

HEXAGON HEAD BOLT

BOLT DATA
DIAMETER| BOLT LENGTH | THREADS PER INCH| THREAD LENGTH [HEX NUTS | WASHERS | GRADE
IDENTIFICATION | QUANTITY (INCHES) (INCHES) + CLASS (INCHES) PER BOLT| PER BOLT | STEEL FINISH
B1 2 3/4 131/2 10UNC-2A 2 1 2 SAE 2 |H.D.GALV.
B2 8 3/4 13 10UNC-2A 2 1 2 SAE 2 |H.D.GALV.
B3 47 3/4 9 1/4 10UNC-2A 2 1 2 SAE 2 |H.D.GALV.
B4 2 3/4 18 10UNC-2A 2 1 2 SAE 2 |H.D.GALV.
B5 6 3/4 16 10UNC-2A 2 1 2 SAE 2 |H.D.GALV.

** Note ** Add 15% extra nuts and washers

TO: PACIFIC BOLT MANUFACTURING LTD.
435 CANFOR AVENLUE,
NEW WESTMINSTER, B.C. V3L 5H5.
PH: 604-524-2658

ATTENTION: TREVOR (Trevor@pacbolt.com)

AS PER OUR TELEPHONE CONVERSATION OF Wednesday, December 2, 2009
PLEASE SEND TO ME YOUR PRICE QUOTATION FOR SUPPLY AND
DELIVERY OF THE BOLTED ITEMS SHOWN ON THIS PAGE.

DELIVERY IS TO:

TENDERFOOT CREEK HATCHERY,
LOT 1000,

MIDNIGHT WAY,

DISTRICT OF SQUAMISH

VON 1HO.

PHONE: 1-604-898-3657

PLEASE FORWARD YOUR QUOTATION EITHER BY EMAIL OR FAX TO:

GORDON REICHHARDT
#200 — 401 BURRARD STREET,
VANCOUVER B.C. V6C 354.

Email: Gordon.Reichhardti@dfo-mpo.ge.ca
Fax: 604.666.4725

Phone: 604.666.3146
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GENERAL NOTES

1. ROLLED SECTIONS AND PLATE SHALL CONFORM TO C.S.A. STANDARD G40.21-M, GRADE 300 W OR 300 WT.
2. FABRICATION SHALL BE IN ACCORDANCE WITH C.S.A. S16-1969 AND C.S.A. S16.1-M78 (CURRENT EDITION)

3. ALL WELDING SHALL CONFORM TO THE REQUIREMENTS OF CSA SPECIFICATION W59.1 LATEST EDITION.
4. WELDING MATERIAL SHALL CONFORM TO THE REQUIREMENTS OF CSA SPECIFICATION W48.
5. ALL ROUGH EDGES, SEAMS AND WELDS TO BE GROUND SMOOTH AND WELD SPLATTER REMOVED.

6. ALL STEELWORK SHALL BE GALVANIZED IN ACCORDANCE WITH C.S.A. G164—1995 "HOT DIP GALVANIZING OF
IRREGULARLY SHAPED ARTICLES". GALVANIZING SHALL HAVE A MINIMUM COATING OF 630 GRAMS PER SQUARE

METRE (2 OUNCES PER SQ. FT.) ALL SURFACES TO BE COATED SHALL BE FIRST CLEANED OF OIL, GREASE
AND OTHER SURFACE CONTAMINANTS IN ACCORDANCE WITH STANDARD METHODS FOR PREPARATION OF HOT

DIP GALVANIZED SURFACES.
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