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— GENERAL NOTES:

1. ALL WORK SHALL CONFORM TO THE CANADIAN PLUMBING CODE AND THE AUTHORITY HAVING
JURISDICTION.

2. THE DRAWINGS ARE DIAGRAMMATIC AND INDICATE GENERAL LOCATIONS FOR MECHANICAL
EQUIPMENT & PLUMBING. THIS CONTRACTOR SHALL VERIFY ALL EQUIPMENT LOCATIONS ON SITE
PRIOR TO INSTALLATION AND SHALL COORDINATE THE LOCATIONS SO AS NOT TO CAUSE
INTERFERENCE WITH THE WORK OF OTHER TRADES.

3. CONTRACTOR IS RESPONSIBLE TO VISIT THE JOB SITE TO VERIFY ALL EXISTING CONDITIONS
WHICH COULD AFFECT THE WORK. NO EXTRA COST WILL BE ALLOWED DUE TO FAILURE TO
TAKE SITE CONDITIONS INTO CONSIDERATION. BE FAMILIAR WITH ALL RELATED WORK TO AVOID
CONFLICTS WITH OTHER TRADES. IF THERE IS ANY CONFLICTS REPORT TO ENGINEER.

4. THIS CONTRACTOR SHALL COORDINATE ALL FLOOR, CEILING AND WALL PENETRATIONS WITH
GENERAL CONTRACTOR AND/OR THE OWNER PRIOR TO CUTTING.
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