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TYPE 6 SPRING ISOLATORS
FOR 11 METERS OR 50 PIPE
DIAMETERS, WHICHEVER IS
GREATER

SUCTION DIFFUSER

TRIPLE DUTY VALVE (CHECK,
THROTTLE, ISOLATION)

PRESSURE GAUGE. TAPS IN
THREE LOCATIONS: UPSTREAM
STRAINER, DOWNSTREAM
STRAINER BEFORE PUMP,
DOWNSTREAM PUMP

ISOLATION VALVE

EXISTING 100 THICK CONCRETE
HOUSEKEEPING PAD

SCHED. 80 STANCHION

ELASTOMER-STEEL-ELASTOMER PAD

CLOSED COUPLED
VERTICAL INLINE

PUMP
15 15

ELASTOMER-STEEL-ELASTOMER PAD

SCHED. 80 STANCHION

GENERAL NOTES:

1. COORDINATE PUMP
INSTALLATION WITH
EQUIPMENT MANUFACTURER'S
INSTALLATION GUIDELINES

20mm PIPE

SCHEDULE 40
PIPE C/W

WELDED CAP
ENDS

PUMP DISCHARGE
LINE OR OTHER
SUITABLE LOCATION

BALL VALVE
(TYPICAL FOR ALL

SHUT-OFF VALVES)
POURING FUNNEL
200mm
TO 25mm MALE
THREAD

15mm VENT

BY-PASS
FEEDER

15mm TO DRAIN

380mm200mm

25ø

25ø25ø

GLOBE
VALVE

PRESSURE RELIEF VALVE

CAP

PUMP INLET LINE OR
OTHER SUITABLE
LOCATION

ENLARGED HOLE
ROD NOT TO
TOUCH HOLES AT
TOP AND BOTTOM

6 mm STEEL
PLATE

9mm
ELASTOMER
WAFFLE PADS

STEEL HANGER
BOX

SPRING

ELEASTOMER
WASHER

25mm RUBBER
ELEMENT (TYPE-7)

TYPE: H-2
TYPE EP-1, EP-2

ADJ. STEEL
CLEVIS

HANGER
TYPE-1

ADJ. SWIVAL
RING BAND

TYPE TYPE-10

CLIP
TYPE-26

STEEL PIPE
COVERING

PROTECTION
SADDLE TYPE-39

PROTECTION
SHIELD TYPE-40

SINGLE
PIPE ROLL

TYPE-41

ADJ. ROLLER
HANGER W/WO
SWIVEL TYPE-43

PIPE ROLL
COMPLETE

TYPE-44

PIPE ROLL
AND

PLATE
TYPE-45

ADJ. PIPE
ROLL AND

BASE TYPE-46
SPRING

CUSHION
ROLL TYPE-49

300mm LONG SHIELD

PIPE SUPPORT SCHEDULES

1. HORIZONTAL SINGLE PIPE:
1. HOT AND COLD PIPING SYSTEMS UP TO 120°, INSULATED

SIZE HANGER TYPES
A 50mm AND SMALLER 1,10, 40
B 65mm AND LARGER 39, 41, 43, 49

PIPE SUPPORT SCHEDULES

1. HORIZONTAL SINGLE PIPE:
2. AMBIENT PIPING SYSTEMS, BARE PIPE.

SIZE HANGER TYPES
C 50mm AND SMALLER 1,10
D 65mm AND LARGER 1

ADJ. STEEL CLEVIS
HANGER TYPE-1

ADJ. SWIVAL
RING BAND

TYPE TYPE-10

ADJ. STEEL
CLEVIS

HANGER
TYPE-1

A

B

C D

PIPE SUPPORT SCHEDULES

1. HORIZONTAL MULTIPLE PIPE RUNS ON TRAPEZE:
1. HOT AND COLD PIPING SYSTEMS UP TO 120°, INSULATED

SIZE HANGER TYPES
E UP TO 50mm 26, 40
F 65mm AND LARGER 39, 44, 45, 46

PROTECTION SHIELD
TYPE-40

300mm LONG SHIELD

STEEL PIPE
COVERING

PROTECTION
SADDLE TYPE-39

E

F

PIPE SUPPORT SCHEDULES

2. HORIZONTAL MULTIPLE PIPE RUNS ON TRAPEZE:
2. AMBIENT PIPING SYSTEMS, UNINSULATED.

SIZE HANGER TYPES
G 50mm AND SMALLER 1, 10, 24, 26

ADJ. SWIVAL
RING BAND

TYPE TYPE-10

ADJ. STEEL CLEVIS
HANGER TYPE-1

U-BOLT TYPE-24 CLIP
TYPE-26

G

PIPE TO FLOOR

VERTICAL INLINE PUMP DETAIL3
M7 N.T.S.

MIN. 600 A.F.F.

BALL
VALVE

NORMALLY CLOSED 15mm LOW
POIN DRAIN VALVE C/W

THREADED HOSE CONNECTION

BALL VALVE

PIPE SUPPORTS2
M7 N.T.S.

CHEMICAL POT FEEDER DETAIL4
M7 N.T.S.

NOT USED5
M7 N.T.S.

VIBRATION ISOLATORS1
M7 N.T.S.
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