
AREA AVAILABLE FOR SEPTIC TANK(S) AND TREATMENT UNIT.

5.0m SETBACK FROM GOLF COURSE POND

2.0m MIN SETBACK FROM EXISTING GAS LINE
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75mmØ ELECTRICAL CONDUIT
(EXACT LOCATION TO BE
CONFIRMED IN THE FIELD)

4. PUMP CONTROL PANEL
MOUNTED ON 4x4 PRESSURE
TREATED POST
(EXACT MOUNTING LOCATION TO
BE CONFIRMED IN FIELD WITH
DEPARTMENTAL REPRESENTATIVE)
(ALL CUT PORTIONS OF THE POST
ARE TO BE TREATED WITH WOOD
PRESERVATIVE).

PUMP CHAMBER C/W 2 PUMPS

2 x 30mmØ HDPE
FORCEMAIN

1. SITE PLAN AND SHOP DRAWINGS COMPLETE WITH ALL
INVERTS, ELEVATIONS, AND TREE PROTECTION MEASURES
TO BE SUBMITTED TO THE DEPARTMENTAL
REPRESENTATIVE FOR REVIEW PRIOR TO CONSTRUCTION.

TREATMENT UNIT
(APPROXIMATE LOCATION

AND AREA)

SEPTIC TANK(S)
SEE NOTE 2

3. CONNECT TO EXISTING PIPE
FROM BUILDING.
APPROX. INV. =109.44±
EXACT LOCATION AND INVERT
ELEVATION TO BE CONFIRMED IN
THE FIELD BY CONTRACTOR PRIOR
TO CONSTRUCTION.

2. SEPTIC TANK(S) SIZE
- DEPENDING ON TREATMENT UNIT MANUFACTURER'S
RECOMMENDATION, THE REQUIRED TANK SIZE COULD BE 1x OR 3x
THE DESIGN FLOW OF 36,000L.
- IF 1x DESIGN FLOW:

TANK REQUIREMENTS: SINGLE SEPTIC TANK, 36,000L
-IF 3x DESIGN FLOW:

TANK REQUIREMENTS: SEPTIC TANK #1, 68,000L (MIN)
SEPTIC TANK #2, 45,500L (MIN)

PROVIDE NEW ELECTRICAL TO
EXISTING PANEL LOCATED IN THE
GREASE INTERCEPTOR ROOM.

UNDERSIDE OF EXCAVATION

300mm (MIN)
GRANULAR 'A'

MATCH EXISTING FINISHED
GROUND ELEVATION

UNDERSIDE OF EXCAVATION

300mm (MIN)
GRANULAR 'A'

MATCH EXISTING FINISHED
GROUND ELEVATION

PLAN VIEW: SEPTIC SYSTEM - TANKS
1:100

CROSS SECTION: SEPTIC SYSTEM - TANK 1
SCALE 1:50

CROSS SECTION: SEPTIC SYSTEM - TANK 2 (IF REQUIRED)
SCALE 1:50

BACKFILL WITH APPROVED
NATIVE MATERIAL.

BACKFILL WITH APPROVED
NATIVE MATERIAL.
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