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GENERAL NOTES:
1. COORDINATE AND SCHEDULE ALL WORK WITH OTHER TRADES AND CONTRACTORS.

2. DETERMINE THE EXACT LOCATION, SIZE, MATERIAL AND ELEVATION OF ALL EXISTING
UTILITIES PRIOR TO COMMENCING CONSTRUCTION. PROTECT AND ASSUME
RESPONSIBILITY FOR ALL EXISTING UTILITIES WHETHER OR NOT SHOWN ON THIS
DRAWING.

3. OBTAIN ALL NECESSARY PERMITS AND APPROVALS FROM THE CITY OF OTTAWA
BEFORE COMMENCING CONSTRUCTION.

4. RESTORE ALL DISTURBED AREAS ON-SITE AND OFF-SITE, INCLUDING TRENCHES AND
SURFACES ON PUBLIC ROAD ALLOWANCES TO EXISTING CONDITIONS OR BETTER TO
THE SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

5. STOCKPILE ON-SITE ALL EXCESS EXCAVATED MATERIAL, ORGANIC MATERIAL AND
DEBRIS AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE. EXCAVATE AND
REMOVE FROM SITE ANY CONTAMINATED MATERIAL.  ALL CONTAMINATED MATERIAL
SHALL BE DISPOSED OF AT A LICENSED LANDFILL FACILITY.

6. ALL ELEVATIONS ARE GEODETIC.

7.     THE CONTOUR LINES SHOWN ARE BASED ON NOVATECH ENGINEERING DETAILED
TOPOGRAPHIC SURVEY. ELEVATIONS ARE TO BE CONFIRMED BY THE CONTRACTOR
PRIOR TO CONSTRUCTION.
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