PWGSC EMERGENCY SECTION 26 52 00
SOUTHSIDE BASE CCG LIGHTING

RECONSTRUCTION

PROJECT NO. R.053663.006 PAGE 1 0OF 4

PART 1 - GENERAL

11 RELATED REQUIREMENTS
| Section 26 05 21 - Wires and Cables (0-1000 V).
2 Section 26 05 34 - Conduits, Conduit Fastenings and Conduit Fittings.
3 Section 26 50 00 - Lighting.
1.2 REFERENCES
1 CSA International
A1 CSA C22.2 No0.141-10, Emergency Lighting Equipment.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
1 Submit in accordance with Section 01 33 00 - Submittal Procedures.
2 Product Data:

A Submit manufacturer's instructions, printed product literature and data
sheets for emergency lighting and include product characteristics,
performance criteria, physical size, finish and limitations.

14  CLOSEOUT SUBMITTALS
1 Submit in accordance with Section 01 78 00 - Closeout Submittals.
2 Operation and Maintenance Data: submit operation and maintenance data for
emergency lighting for incorporation into manual.
15 DELIVERY, STORAGE AND HANDLING

| Deliver, store and handle materials in accordance with Section 01 6100 -
Common Product Requirements and with manufacturer's written instructions.

2 Delivery and Acceptance Requirements: deliver materials to site in original
factory packaging, labelled with manufacturer's name and address.

3 Storage and Handling Requirements:

| Store materials off ground indoors and in accordance with manufacturer's
recommendations in clean, dry, well-ventilated area.
2 Store and protect emergency lighting from nicks, scratches, and blemishes.

3 Replace defective or damaged materials with new.
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A4 Packaging Waste Management: remove for reuse and return of packaging

materials as specified in Construction Waste Management Plan Waste Reduction
Workplan in accordance with Section 01 74 21 - Construction/ Demolition Waste
Management and Disposal.

1.6 WARRANTY

| For batteries in this Section 26 52 00 - Emergency Lighting, 12 months warranty
period is extended to 120 months. Battery shall be pro-rated after five (5) years.

1.7 LEED 2009 REQUIREMENTS

A LEED Documentation:
| Submit Material Safety Data Sheets (MSDS) or product data sheets, for all
site applied interior paints, coatings, adhesives, sealants, sealant primers,
concrete curing compounds, etc. to ensure compliance with LEED
Requirements for low emitting materials as per Section 01 35 21.

PART 2 - PRODUCTS

21 EQUIPMENT

A Emergency lighting equipment: to CSA C22.2 No.141.
2 Supply voltage: 120/347 VAC input, field selectable.

3 Output voltage: 12 V DC, as indicated on drawings.

A4 Operating time: 30 and 120 minutes, as indicated on drawings.
5 Battery: sealed, maintenance free.
.6 Charger: solid state, multi-rate, voltage/current regulated, inverse temperature

compensated, short circuit protected with regulated output of plus or minus
0.01 V for plus or minus 10% input variations.

v Solid state transfer circuit.
.8 Low voltage disconnect: solid state, modular, operates at 80% battery output
voltage.

9 Signal lights: solid state, for 'AC Power ON' and 'High Charge'.
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.10 Lamp heads: integral on unit and remote, 345 degrees horizontal and 180 degrees
vertical adjustment. Lamp type: LED. Rating as indicated on drawings.

.11 Cabinet: suitable for direct or shelf mounting to wall and c/w knockouts for
conduit. Removable or hinged front panel for easy access to batteries.

12 Finish: white.

13 Auxiliary equipment:
1 Test switch.
2 Time delay relay.
3 Battery disconnect device.
A4 AC input and DC output terminal blocks inside cabinet.
5 Bracket.

2.2  WIRING OF REMOTE HEADS

| Conduit: in accordance with Section 26 05 34 - Conduits, Conduit Fastenings and
Conduit Fittings.

2 Conductors: in accordance with Section 26 05 21 - Wires and Cables (0-1000 V),
sized in accordance with manufacturer's recommendations.

2.3 LEED 2009 REQUIREMENTS

A All site applied interior paints, coatings, adhesives, sealants, sealant primers,
concrete curing compounds, etc. to comply with LEED Requirements for low
emitting materials as per Section 01 35 21 - LEED 2009 Requirements.

PART 3 - EXECUTION

3.1 EXAMINATION

| Verification of Conditions: verify that conditions of substrate previously installed
under other Sections or Contracts are acceptable for emergency lighting
installation in accordance with manufacturer's written instructions.

| Visually inspect substrate in presence of Departmental Representative.

2 Inform Departmental Representative of unacceptable conditions
immediately upon discovery.

3 Proceed with installation only after unacceptable conditions have been

remedied and after receipt of written approval to proceed from
Departmental Representative.
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3.2 INSTALLATION

1 Install unit equipment and remote mounted fixtures.

2 Direct heads.
3 Connect exit lights to unit equipment.

A4 Test and demonstrate successfully the operation of all emergency lighting. Test
each unit for 30 minutes on emergency.

3.3 CLEANING

| Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.
A Leave Work area clean at end of each day.

2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and
equipment in accordance with Section 01 74 11 - Cleaning.

3 Waste Management: separate waste materials for reuse and recycling in
accordance with Section 01 74 21 - Construction/Demolition Waste Management
and Disposal.

1 Remove recycling containers and bins from site and dispose of materials
at appropriate facility.
3.4  PROTECTION
A Protect installed products and components from damage during construction.
2 Repair damage to adjacent materials caused by emergency lighting installation.

END




