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PART 1 - GENERAL 

 

1.1 RELATED SECTIONS  

 

.1  Section 01 33 00 - Submittal Procedures.  

 

1.2 REFERENCES  

 

.1  American National Standards Institute (ANSI)/ National Fire Protection 

Association (NFPA)  

.1  ANSI/NFPA 96, Standard for Ventilation Control and Fire Protection of 

Commercial Cooking Operations.  

 

.2  American Society for Testing and Materials (ASTM)  

.1  ASTM E 90-09, Method for Laboratory Measurement of Airborne Sound 

Transmission Loss of Building Partitions and Elements.  

 

.3  Sheet Metal and Air Conditioning Contractors' National Association (SMACNA)  

 

.4  Society of Automotive Engineers (SAE)  

 

1.3 PRODUCT DATA  

 

.1  Submit product data in accordance with Section 01 33 00 - Submittal Procedures.  

 

.2  Indicate the following:  

.1  Pressure drop.  

.2  Face area.  

.3  Free area.  

 

1.4 TEST REPORTS  

 

.1  Submit certified data from independent laboratory substantiating acoustic and 

aerodynamic performance to ASTM E 90-09.  

 

1.5 CERTIFICATION OF RATINGS  

 

.1  Catalogued or published ratings shall be those obtained from tests carried out by 

manufacturer or those ordered by him from independent testing agency signifying 

adherence to codes and standards.  
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END 

PART 2 - PRODUCTS 

 

2.1 FIXED LOUVRES - ALUMINUM  

 

.1  Construction: welded with exposed joints ground flush and smooth.  

 

.2  Material: extruded aluminum alloy 6063-T5.  

 

.3  Blade: stormproof pattern with centre watershed in blade, reinforcing bosses and 

maximum blade length of 1500 mm.  

 

.4  Frame, head, sill and jamb: 150 mm deep one piece extruded aluminum, 

minimum 3 mm thick with approved caulking slot, integral to unit.  

 

.5  Mullions: at 1500 mm maximum centres.  

 

.6  Fastenings: stainless steel (Society of Automotive Engineers) SAE-194-8F with 

SAE-194-SFB nuts and resilient neoprene washers between aluminum and head 

of bolt, or between nut, ss washer and aluminum body.  

 

.7  Screen: 12 mm exhaust 19 mm intake mesh, 2 mm dia. wire aluminum birdscreen 

on inside face of louvres in formed U-frame.  

 

.8  Finish: factory anodized. Colour: to Departmental Representative's approval.  

 

.9 Characteristics: blade angle and spacing 34°, 114 mm, respectively, 54% free 

area. 

 

PART 3 - EXECUTION 

 

3.1 INSTALLATION  

 

.1  In accordance with manufacturer's and SMACNA recommendations.  

 

.2  Reinforce and brace as indicated.  

 

.3  Anchor securely into opening. Seal with caulking around to ensure weather 

tightness.  

 


