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NOTES:

LES SERVICES D’UTILITES PUBLIQUES SOUTERRAINS
SONT INDIQUES A TITRE D'INFORMATION SEULEMENT,
ET LEUR LOCALISATION N'EST QU’APPROXIMATIVE.
L’ENTREPRENEUR DOIT TOUJOURS CONTACTER
INFO—EXCAVATION AVANT D’EXCAVER.

UNDERGROUND UTILITIES ARE LISTED FOR INFORMATION
ONLY, AND THEIR LOCATION IS APPROXIMATE. THE
CONTRACTOR SHOULD ALWAYS CONTACT
INFO—EXCAVATION BEFORE EXCAVATING.

L’ENTREPRENEUR DOIT VERIFIER SUR PLACE AVANT
LE DEPOT DE SA SOUMISSION, LA NATURE ET
L'ETENDUE DES TRAVAUX A EFFECTUER, INCLUANT

LA VERIFICATION DE L’EPAISSEUR ET LA COMPOSITION
DU PAVAGE ET DE LA FONDATION DE CHAUSSEE
EXISTANTE. AUCUNE REMUNERATION ADDITIONNELLE
NE SERA CONSENTIE A L’ENTREPRENEUR CONCERNANT
LES CONDITIONS DES OUVRAGES EXISTANTS.
L'ENTREPRENEUR DOIT, AVANT DE COMMENCER SON
TRAVAIL, VERIFIER TOUTES COTES ET MESURE SUR
PLACE ET, AU BESOIN EN INFORMER LE CONSULTANT
AFIN DE REGULARISER LA SITUATION LE PLUS TOT
POSSIBLE.

THE CONTRACTOR SHALL VERIFY ON SITE BEFORE
TENDERING, THE NATURE AND SCOPE OF WORK TO
BE DONE, INCLUDING VERIFICATION OF THE THICKNESS
AND COMPOSITION OF THE EXISTING PAVEMENT AND
THE ROAD BASE. NO ADDITIONAL COMPENSATION WILL
BE GRANTED TO THE CONTRACTOR CONCERNING THE
CONDITIONS OF EXISTING WORKS. THE CONTRACTOR
SHALL, BEFORE BEGINNING WORK, CHECK ALL
DIMENSIONS ON  SITE AND, IF REQUIRED, INFORM THE
CONSULTANT SO AS TO REGULATE THE SITUATION

AS SOON AS POSSIBLE.
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