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PHOTOCELL
SITE LIGHT FIXTURES. MOUNT ON

LIQUID TIGHT FLEX CONDUIT.
STRAP CONDUIT TO JIB CRANE

RIGID GALVANIZED 90 DEGREE:
CONDUIT BEND AND CONDUIT.

PROVIDE PVC TO GALVANIZED
ADAPTER

53mm PVC CONDUIT TO -
JUNCTION BOX NEXT TO .

YELLOW

RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD BOX,
" WEATHERPROOF COVER, MATCHING YELLOW PLUG AND

RUBBER BOOT. LAMACOID LABEL (MECHANICALLY

ATTACHED) FOR EACH RECEPTACLE READING "RECEPT #xx,
30A 120V CKT Axx C/W APPROPRIATE INFO. COORDINATE
WITH OWNERS FOR EXACT WORDING. RECEPTACLE NUMBER
TO MATCH PANEL SCHEDULE AND VOLTAGE RATING OF
RECEPTACLE.

15A 125V GFCI MODULE INSTALLED IN A FIBERGLASS

WEATHERPROOF BOX WITH TWO 3/4” I.P.S. MOLDED IN

CONCRETE BASE

ELECTRICAL PANEL = ¢

—

JIB CRANE DETAIL/ 4

NT.S

- KNOCKOUTS C/W PVC WEATHERPROOF CAST ALUMINUM
LIFT COVER PLATE. ‘

GENERAL NOTES

CODE C22.1-12.

1. ALL ELEVATIONS ARE IN METRES UNLESS OTHERWISE NOTED.
2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED.

3. ALL WORK TO mm COMPLETED AS PER CANADIAN ELECTRICAL

4. LIGHTING AND MOUNTING ARMS SUPPLIED BY DFO. CONTRACTOR
TO PICK UP AT DFO WAREHOUSE, 121 GLENCOE DRIVE, MT.
PEARL. COORDINATE WITH DEPARTMENTAL REPRESENTATIVE PRIOR
TO PICK UP. CONTACT DION UPWARD AT 763—-5689. ,

PHOTOCELL

SITE LIGHT FIXTURES. MOUNT ON
POLE. HEIGHT AND ORIENTATION

TO BE DETERMINED ON SITE. MAKE
ALL FINAL CONNECTIONS.

SUPPLIED BY OWNER. SEE NOTE 4.

LIQUID TIGHT FLEXIBLE
METAL CONDUIT.

PVC JUNCTION BOX

q RW90 + TW GND. IN 35mm RIGID
PVC CONDUIT TO LIGHT FIXTURE.
FINAL CONNECTION AT LIGHT
FIXTURE TO BE LIQUID TIGHT
FLEXIBLE METAL CONDUIT.

LIGHT POLE

PVC STRAP (TYP)

6mm ALUMINUM CONDUIT
GUARD FROM GROUND UP TO
2500mm. FASTEN TO POLE WITH
63mm GALVANIZED LAG BOLTS.

53mm TO 35mm PVC REDUCER.

\

53mm PVC CONDUIT TO JUNCTION BOX
NEXT TO ELECTRICAL PANEL

2.17m

G o W
UPLANDS LIGHT POLE DETAIL/ 3

N.T.S %
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Government Services Services gouvernementaux
. Canada Canada
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- MADERRA ENGINEERING

To practice Professional Engineering
in Newfoundland and Labrador.
Permit No. as issued by PEG Y0253
which is valid for the year = 290915

PERMIT HOLDER
THIS PERMIT ALLOWS

CROWN TOP REINFORCEMENT AS
REQUIRED TO ACCOMMODATE
PLACEMENT OF CONDUIT

PVC CONDUIT TYPICAL

NS
NOTE:
ALL DECK WORK
BY GENERAL
CONTRACTOR.

10Q

10Q

CONDUITS SITUATED IN/ 6
DECKING (TYPICAL) CES

N.T.S

| POLE. HEIGHT AND ORIENTATION
VAN SPLITTER TROUGH l TO BE DETERMINED ON SITE. MAKE
, ALL FINAL CONNECTIONS.
DISCONNECT UTILITY CT ‘ | - FINAL € |
WHARF B SUPPLIED BY OWNER. SEE NOTE 4.
PANEL |
, | LIQUID TIGHT FLEXIBLE
750mm X - 75Gmm | ] METAL CONDUIT.
NEW METER JUNCTION BOX c/w (N
WHARE A TERMINAL BLOCKS.
o LOCATE ALL METERING
PANEL a ( |
CT'S FOR PANEL B IN
THIS ENCLOSURE.
A mImU _Imomz_u _ PVC JUNCTION BOX
750mm X 750mm NEW QUAD LIGHT POLE
JUNCTION BOX c/w LOGIC PANEL : dl RW90 + TW GND. IN 35mm RIGID
TERMINAL BLOCKS 18 - . | PVC CONDUIT TO LIGHT FIXTURE.
LOOATE ALL METERING , @ 70W, 120V HPS WALL . FINAL CONNECTION AT LIGHT
) NEW QUAD PAK C/W PHOTOCELL. FIXTURE TO BE LIQUID TIGHT FLEXIBLE
CT'S FOR PANEL A IN LOGIC PANEL NITE—BRITE METAL CONDUIT. SEE PANEL SCHEDULE FOR
THIS ENCLOSURE. 5B TDW—070—S—TT—LP CONDUCTOR SIZE.
OR EQUAL.
| | EXISTING QUAD @ DUPLEX RECEPTACLE |
RELOCATED M,oo_o PANEL | PVC STRAP (TYP) -
EXISTING JIB A , .
CRANE 3 TOGGLE SwiTCH ft———————— 6mm ALUMINUM CONDUIT
CONTROLLER NEW QUAD SURFACE WRAP GUARD FROM GROUND UP TO 1500mm. FASTEN
, _..OO_,OO_U>Zm_| AROUND TYPE LIGHT TO UO,_..m WITH 63mm GALVANIZED LAG BOLTS.
RELOCATED 2A FIXTURE, 2 TUBE, 1,./1! |
EXISTING JIB A 32W, C/W RW90 + TW BOND IN 35mm RIGID PVC
CRANE ELECTRONIC 4 CONDUIT. SEE PANEL SCHEDULE FOR
S CONTROLLER BALLAST, 120V. CONDUCTOR SIZE. PROVIDE STRAPS AS PER
GFl | | | A DAY--BRITE CANADIAN ELECTRICAL CODE REQUIREMENTS.
Q) APWW—2-32-120 ENSURE CONDUIT IS PROTECTED WITH RIGID
: G OR EQUAL. GALVANIZED U—GUARD FROM GROUND UP TO
2500mm
GG WHITE ELECTRIC _ | |
BASEBOARD | 53mm TO 35mm PVC REDUCER.
B(52,54) | ;
HEATER.
@ STELPRO B1008
| OR EQUAL LA
@ | LINE VOLTAGE O B S s/ ———
; THERMOSTAT EQUAL =1t —————1— 53mm PVC CONDUIT TO JUNCTION BOX
TO' STELPRO ST e e NEXT TO ELECTRICAL PANEL
o RJ32W1 | | |
||||||| o ITT——1  SEE CIVIL DRAWINGS FOR ATTACHMENT OF
'POLE TO CRIBWORK.
CONCRETE DECK —— ——
WHARF _LIGHT POLE DETAIL/ 2\
N.T.S %
ELECTRICAL SHED LAYOUT /1)
O 200 400 600 800 _im , @
1:20 .
NEW STRUCTURAL A
PHOTOCELL SITE LIGHT FIXTURES. . MAKE CONCRETE DECK ON NEW SLAB—ON—GRADE
, ' ON. STRUCTURE STRUCTURE 407(S) 100mm LAYER GRANULAR
SUPPLIED BY OWNER. SEE NOTE 4. 407(S) AND 250mm AND 175mm ON BASE MATERIAL ,
| 411(S). REFER TO CONTROL
OTHER DETAILS. JOINT
¢ s D . A - B . Da iy Ao h. B L. X T
T e ®e By
% o@\ =
% (o] =
N NEW 100 X 100 X 100mm RIGID . & = oravuar® | o
WEATHERPROOF COVERPLATE, z o SBRESE ~ g 7
NEOPRENE GASKET & MOUNTING “— | N g S T— H
STRAPS. THREADED HUBS FOR —
CONDUITS. PROVIDE WEATHERPROOF |~ ROCK FILL ~
FITTINGS. / /N [/~ ROCK FILL ~
EXISTING MARGINAL CONDUIT TO MAKE A /Sgg NOTE 4- | L_SAND BEDDING
CRIBWORK GRADUAL SWEEP TO , (100mm ALL AROUND)
~ DECK FROM TRENCH. ELECTRICAL
ENSURE WARNING
, CONDUIT, SEE
TAPE IS IN TRENCH
WHEN CONDUITS ARE ELECTRICAL
, NOT COVERED BY
RWSO + TW GND IN 27mm RIGID PVC CONDUIT CONCRETE
TO LIGHT FIXTURE. SEE PANEL SCHEDULE FOR | : )
CONDUCTOR SIZE. FINAL CONNECTION AT LIGHT
FIXTURE TO BE LIQUID TIGHT FLEXIBLE METAL HE\PZMZ‘_OZ FROM TRENCH /5
CONDUIT | TO DECK DETAIL \E3/
N.T.S
NEW JIB CRANE SUPPLIED BY OWNER.
NOTE 4.
! | i
15A 125V MARINE GRADE STRAIGHT BLADE DUPLEX

NOTE:

SEALANT

ALL DECK WORK BY
GENERAL CONTRACTOR.

Fq BACKER ROD (ROUND
CLOSED—CELL POLYETHYLENE
NEOPRENE OR BUTYL ROD
UNDER 30% COMPRESSION).

SECOND
POUR

BACKER ROD

FIBER BOARD FIRST //

v l/

/

7

/229_. ELECTRICAL PVC

\ CONDUIT EXPANSION JOINT

13mm TH. ASPHALT
IMPREGNATED FIBER BOARD

N

TYPICAL EXPANSION JOINT /72

N.T.S @

FEEDER SCHEDULE
(1) 4 - #600MCM IN 103mm RGS CONDUIT

@ 4 — #B0OMCM IN 103mm EMT CONDUIT + #2 TW BOND

FEED FROM
OVERHEAD SERVICE

I

!
|
I
I
—_———

j400A FUSED DISCONNECT
IFUSED AT 400A
_

BN

1
_
_
_
_
_
RUN NEW #6 TW GROUND WIRE TO ——=L 1 __

NEW GROUND RODS. CONTRACTOR TO
ENSURE PROPER GROUNDING WITH
AT LEAST 3 GROUND RODS 3M LONG
EQUALLY SPACED AT LEAST 3m
APART. ;

UTILITY METERING. @[ CT CABINET

;

400A SPLITTER BOX

—Q@ —®

TTTTT TTTTT

PANEL "A”  PANEL "B”
120/208V, 3¢, 4W, 400A 120/208V, 3, 4W, 400A

SINGLE LINE DIAGRAM /8"

N.T.S @
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