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FILL AGAINST STRUCTURE

COMPETENT BEARING
STRATUM AS APPROVED BY
DEPARTMENTAL
REPRESENTATIVE. SEE NOTES

APPROX. EX. STREAM
BED TO REMAIN

UNDISTURBED (NOT
SURVEYED)

1. EXCAVATE AS REQUIRED TO CARRY OUT WORK, IN ALL MATERIALS ENCOUNTERED, TO LEVEL OF COMPETENT BEARING
STRATUM DESCRIBED IN GEOTECHNICAL REPORT AS COMPACT TO DENSE GLACIAL TILL OR BEDROCK. DO NOT DISTURB
SOIL OR ROCK BELOW THE SURFACE.

2. BEARING STRATUM TO BE INSPECTED BY PROFESSIONAL GEOTECHNICAL ENGINEER DESIGNATED BY DEPARTMENT
REPRESENTATIVE, AS REQUIRED.

3. REPLACE EXCAVATED MATERIAL TO SATISFACTION OF DEPARTMENT REPRESENTATIVE.

4. OBTAIN DEPARTMENT REPRESENTATIVE'S APPROVAL OF COMPLETED EXCAVATION.
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NOTES:
1. ALL DIMENSIONS ARE APPROXIMATE. DIMENSIONS TO BLEND TO EXISTING AT LIMITS OF PAVING.
2. ROADWAY SIDE SLOPES ARE TO BLEND BACK TO EXISTING AT LIMITS OF RESTORATION.
3. WHERE TOP OF CULVERT AND GUARDRAIL POSTS CONFLICT, ANCHOR POST TO TOP OF CULVERT IN
ACCORDANCE WITH NSTIR DETAIL DRAWING HS—525
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SAWCUT EXISTING ASPHALT TO MAKE
VERTICAL CLEAN JOINT. MILL 50x2500
KEY, PLACE AND COMPACT NEW
GRAVELS. APPLY JOINT TAPE AND
PRIMER TO KEY AND PLACE/COMPACT.
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