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NOTE: SECTION A-A

A All dimensions are in millimetres unless otherwise shown.

LIGHT—=DUTY SILT FENCE BARRIER
(REFERENCE ONTATIO PROVINCIAL STANDARD DRAWING 219—110)

EROSION AND SEDIMENT CONTROLS
DURING CONSTRUCTION.

DURING ALL CONSTRUCTION ACTIVITIES, EROSION AND SEDIMENTATION
SHALL BE CONTROLLED BY THE FOLLOWING TECHNIQUES:

1.
2.

LIMITING THE EXTENT OF EXPOSED SOILS AT ANY GIVEN TIME.
REVEGETATION OF EXPOSED AREAS AS SOON AS POSSIBLE.

MINIMIZATION OF AREA TO BE CLEARED AND DISRUPTION TO
ADJACENT AREAS.

A SILT FENCE TO BE INSTALLED 0.3m INSIDE THE SITE
PROPERTY LINE TO LOCATIONS SHOWN ON THIS DRAWING.

A VISUAL INSPECTION SHALL BE COMPLETED DAILY ON
SEDIMENT CONTROL BARRIERS AND ANY DAMAGE REPAIRED
IMMEDIATELY. CARE TO BE TAKEN TO PREVENT DAMAGE DURING
CONSTRUCTION OPERATIONS.

IN SOME CASES SOME BARRIERS MAY BE REMOVED
TEMPORARILY TO ACCOMMODATE THE CONSTRUCTION
OPERATIONS. THE AFFECTED BARRIERS SHALL BE REINSTATED
AT NIGHT WHEN CONSTRUCTION IS COMPLETED.

THE SEDIMENT CONTROL DEVICES SHALL BE CLEANED OF
ACCUMULATED SILT AS REQUIRED. THE DEPOSITS SHALL BE
DISPOSED OF AS PER THE REQUIREMENTS OF THE CONTRACT.

DURING THE COURSE OF CONSTRUCTION IF THE DEPARTMENT
REPRESENTATIVE BELIEVES THAT ADDITIONAL PREVENTION
METHODS ARE REQUIRED TO CONTROL EROSION AND
SEDIMENTATION, THE CONTRACTOR SHALL INSTALL ADDITIONAL
SILT FENCES OR OTHER METHODS AS REQUIRED TO THE
SATISFACTION OF THE ENGINEER.

CONSTRUCTION AND MAINTENANCE REQUIREMENTS FOR EROSION
AND SEDIMENT CONTROLS TO COMPLY WITH ONTARIO
PROVINCIAL STANDARD SPECIFICATION (OPSS) OPSS 805, AND
CITY OF OTTAWA SPECIFICATIONS.

MIN 1.2m WOOD STAKE

WOVEN CLASS 1 GEOTEXTILE
c WITH MINIMUM OVERLAP OF
c 500 mm
£o
=¥ BACKFILL
© /
FLOW
_—
—:W@" NATIVE
SolL
S
=5
] \ EMBED FILTER CLOTH
~ MIN 200mm IN GROUND

LIGHT DUTY SILT FENCE BARRIER
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NOTES:

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO WOOD
POSTS WITH WIRE TIES OR STAPLES.

2. POSTS TO BE SPACED AT 2.3 METRES CENTRE TO
CENTRE.

3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH
OTHER THEY SHALL BE OVERLAPPED BY A MINIMUM OF
500mm.

4. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND

MATERIAL REMOVED WHEN "BULGES” DEVELOP IN THE SILT
FENCE.

5. WOOD POSTS TO BE HARDWOOD TYPE (50mm x 50mm).
6. GEOTEXTILE TO BE EMBEDDED 200 MM INTO GROUND.
7. GEOTEXTILE TO CONFORM TO OPSS 577 STANDARDS.

8. SILT FENCE SHALL BE INSTALLED BEFORE COMMENCEMENT
OF CONSTRUCTION AND IN ACCORDANCE WITH DETAIL.
SILT FENCE CAN BE REMOVED AFTER LANDSCAPING IS
COMPLETE.

9. SEDIMENTS SHALL BE CLEARED AWAY WHEN THEY REACH
HALF THE HEIGHT OF THE FENCE.

CONTRACTOR’S RESPONSIBILITIES.

THE CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT
PRACTICES, TO PROVIDE FOR PROTECTION OF THE AREA
DRAINAGE SYSTEM AND THE RECEIVING WATERCOURSE, DURING
CONSTRUCTION ACTIVITIES. THE CONTRACTOR ACKNOWLEDGES
THAT FAILURE TO IMPLEMENT APPROPRIATE EROSION AND
SEDIMENT CONTROL MEASURES MAY BE SUBJECT TO PENALTIES
IMPOSED BY ANY APPLICABLE REGULATORY AGENCY.

THE CONTRACTOR SHALL SUPPLY, INSTALL AND MAINTAIN A
FILTER CLOTH "CATCH” ACROSS ALL MH/CB LIDS TO PREVENT
SEDIMENTS AND GRANULARS FROM ENTERING STRUCTURES.
ANY SEDIMENTS/GRANULARS ENTERING STRUCTURES AND
SEWERS SHALL BE IMMEDIATELY REMOVED.

THE CONTRACTOR SHALL SUPPLY, INSTALL AND MAINTAIN SILT
FENCING AND ROCK CATCHMENT FENCE AND AS SHOWN ON
THE EROSION AND SEDIMENT CONTROL PLAN DRAWING, TO
PREVENT SEDIMENT AND/OR ROCK FROM AREAS DISTURBED BY
CONSTRUCTION FROM ENTERING INTO THE RIVER OR LEAVING
THE SITE. SILT AND ROCK CATCHMENT FENCES SHALL BE AS
PER DETAILS. ALL EROSION PROTECTION ALL SEDIMENT AND
ROCK PROTECTION MEASURES SHALL BE INSPECTED DAILY AND
AFTER EVERY RAINFALL. THEY SHALL BE MAINTAINED,
CLEANED OUT AND REPLACED AS SOON AS SEDIMENT BUILD
UP OR INCORRECT INSTALLATION IS OBSERVED BY THE
CONTRACTOR OR AS REQUIRED BY THE DEPARTMENT
REPRESENTATIVE, OR CONSERVATION AUTHORITY. CLEAN OUT
AND REPAIRS SHALL BE MAINTAINED UNTIL CONSTRUCTION IS
COMPLETE.
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