e

LAMICOID LABEL (MECHANICALLY
ATTACHED). FOR EACH RECEPTACLE
STATE VOLTAGE, AMPERAGE,
RECEPTACLE NUMBER, AND PANEL
>Zoo_mocm._.omm~oz>._._ozm. ;

FLEXIBLE WATERTIGHT CONDUIT _

30A, 125V MARINE GRADE TWISTLOCK RECEPTACLE C/W YELLOW FIBERGLASS TYPE

FD BOX C/W WEATHERPROOF COVER C/W MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT.

LAMICOID LABEL (MECHANICALLY
ATTACHED) TO READ AS FOLLOWS.

DANGER WHEN OPERATING 120V, 30 AMP EQUIPMENT.
APPROVED RECEPTACLES, CORDS, PLUGS AND 30
AMP OVERCURRENT DEVICES MUST BE USED.

C/W BOX CONNECTOR FITTING.

610

6mm THICK ALUMINUM PLATE.

6mm_THICK ALUMINUM PLATE.

ALUMINUM ANGLE.
50

PLATE SHAPED TO MATCH PIPE.
8mm THICK x 50 x 50

6mm THICK ALUMINUM PLATE.

150

23mm@ HOLES.

SEALANT

BACKER ROD

FIBER BOARD

BACKER ROD (ROUND

CLOSED—CELL POLYETHYLENE
NEOPRENE OR BUTYL ROD .
UNDER 30% COMPRESSION).
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/!jﬁ_o? ELECTRICAL

1. CONTRACTOR-TO VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS
ON SITE. ANY DISCREPANCIES AND/OR UNSATISFACTORY CONDITIONS

NOTES

SHALL BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE
BEFORE PROCEEDING WITH THE WORK.

2. DO NOT SCALE FROM DRAWINGS.

4B

3. ELECTRICAL PEDESTAL 8 SHALL HAVE SAME CONFIGURATION WITH

JUNCTION BOX AS SHOWN IN DETAIL "A” ON DWG E2 EXCEPT THE
LAYOUT IS TWO 30A RECEPTACLES ONLY ON PEDESTAL AND SINGLE
53mm CONDUIT INTO JUNCTION BOX FROM PANEL A.

PEDESTALS TO HAVE FOUR FORGED GALVANIZED STEEL 100mm
INTERNAL DIAMETER HOOPS WELDED TO PEDESTAL AS INDICATED.
HOOPS TO BE USED TO SECURE EXTENSION CORDS. HOOPS TO BE
MINIMUM OF 10mm OF GALVANIZED STEEL MATERIAL.

JUNCTION BOXES LOCATED ON PEDESTALS WILL CONTAIN TERMINAL
BLOCKS TO CONVERT THE LARGER SIZE WIRES FROM THE
ELECTRICAL PANEL TO THE APPROPRIATE WIRE SIZES FOR THE
RATINGS ON THE RECEPTACLES. TERMINAL BLOCKS TO BE DIN RAIL
MOUNTED.

INSTALL INTERMEDIATE JUNCTION BOX NEAR PANELS C/W TERMINAL
BLOCKS DIN RAIL MOUNTED IF CONDUCTORS CANNOT FIT ON
BREAKERS. JUNCTION BOXES TO BE CSA 1 ENCLOSURES IN
LOCATED INSIDE BUILDING OR NEMA 4X ENCLOSURE. COORDINATE
ON SITE FOR MOUNTING LOCATIONS.

CONFIGURATION OF RECEPTACLES ON PEDESTAL IS FOR

Public Works and
Government Services Services gouvernementaux
Canada

Travaux Publics et

Canada

7.
PLATE SHAPED TO MATCH PIPE. ILLUSTRATION PURPOSES ONLY. CONTRACTOR TO COORDINATE ON
127 0.D. X 7.95 ALUMINUM HOLLOW STRUCTURAL SITE WITH OWNER FOR EXACT LAYOUT. ENSURE ALL RECEPTACLES
r .D ﬁ« SECTION. PEDESTAL BY ELECT. TRADE. CONDUIT EXPANSION JOINT ARE ACCESSIBLE.
JUNCTION ; ,
67 BOX  © 30A, 125V MARINE GRADE TWISTLOCK RECEPTACLE C/W YELLOW FIBERGLASS TYPE /laaa TH. ASPHALT 9. CONTRACTOR TO COORDINATE ON SITE WITH OWNER FOR EX°CT
- . NUMBERING OF RECEPTACLES. NUMBERING TO CARRY ON FROM
762 R FD BOX C/W WEATHERPROOF COVER C/W MATCHING YELLOW PLUG & YELLOW ) PA_A” IMPREGN IBER BOAR LAST KNOWN NUMBER. |
o|lolfo RUBBER BOOT. | O mllﬁlu._._OZ A—A MPREGNATED FIBER BOARD
A ET{E2 |
nl“ 6 lemw 0200 400 600 80O _1im /
« [ n \ ; —_9mm TH. BASE PLATE (BOTH SIDES). EA 25 , a PROVINCE OF NEWFOUNDLAND AND LABRADOR
RN AR I ) L EXPANSION JOINT
a ™ = = = —= PEG PERMIT HOLDER
/ 4 19mm@ X 150 LONG
100 4Lq \ ) , <4 e mm F? THIS PERMIT ALLOWS
| “~—STAINLESS STEEL ANCHOR BOLTS. | | e
6mm TH. X 50 X 50 ALUMINUM ANGLE. FOUR (4) BOLTS PER FOOT OF
PLATE. OORDINATE WITH GENE MADERRA ENGINEERING
53mm RIGID PVC CONDUIT RUN IN CONCRETE MOZ.N.@,O._‘OW <M,_Om m_z>rmw_m~>om To practice Professional Engineering
WHARF DECK FROM PANEL ”C” TO PEDESTALS FINISHES. PROVIDE EXTRA FILL TO Bermt No. s issued by LG Y0253
225 X 225 X 150mm RIGID PVC 5,6,7. FOR PEDESTAL 8, RUN 35mm RIGID ALLOW FOR SETTLING which is valid for the year
year 2015
PVC CONDUIT IN FENDER. PEDESTAL 9 SHALL
JUNCTION BOX C/W WEATHERPROOF HAVE 53mm CONDUIT FEEDING PEDESTAL
COVERPLATE, NEOPRENE GASKET & | m , .
MOUNTING STRAPS. THREADED HUBS FOR = ~__FINISHED GRADE.
CONDUITS. PROVIDE WEATHERPROOF SEE NOTE 5 % ‘ , ;
FITTINGS. RUN A SPARE NEUTRAL WIRE T 11 I e ML Era sl ML [T 1 TTT 1T TT1 T
' SIZED TO MATCH LINE WIRE TO EACH \AA7 \ FENDER v ﬁ _ _ ' _ _ _ _ozocza , _ _ _ ‘ “ _ _ * _ _ _
240 VOLT RECEPTACLE. COIL UP SPARE | | T T e e TR
WIRE IN JUNCTION -BOX. | 50A, 18, 250V, 3 POLE, 4W MARINE GRADE TWISTLOCK RECEPTACLE C/W FIBERGLASS TYPE ) b N — . 2 T
BOX C/W WEATHERPROOF COVER C/W MATCHING PLUG & RUBBER BOOT. 50mm WIDE YELLOW WARNING TAPE Y e e e T T e e o L o e
| \ RUNNING FULL LENGTH OF TRENCH d e g, T, T T T
600mm \ ﬂn T T G v o . T e a8 an v, R
MIN. : R ..» .p_.é _.\._... s é . :h‘..é... A A._M.A b “.,.D.... .é&. T A.
COMPACTED GRANULAR SUB—BASE FENDER oozomﬂm a0 8 e g R W e
T T =TT T J e e e 1 e e e e e
(A NTYPICAL ELECTRICAL PEDESTAL | | L ]
; = ; —m , 150mm SAND BEDDING ALL AROUND - GROUND
E1|E2Z 0w w0 am o TYPICAL CONDUIT — CONDUITS. L
, ™ i P ™ | 1 §
1:20 NOTES — _ :_
- @ . TRENCH DETAIL DOES NOT SHOW §
VSR N ALL CONDUITS. DETAIL IS TO - —] ||
N SR T A ILLUSTRATE DEPT AND TYPICAL
S N IR DISTANCE REQUIRED BETWEEN
SRETETLEETERR I S PSR \ CONDUITS IN TRENCH TECK CABLE AND CONDUIT WILL BE ENCASED IN CONCRETE UNTIL IT ENTERS FENDER.
SRS \/ : CONTRACTOR TO REINSTATE ALL mmnwmmﬂm.&mmw sﬁwﬁ:o.%muom% AND CABLE IN FENDERS AND INSTALL PLYWOOD OVER
/// FINISHED GRASS, CONCRETE AND , :
9.1m PRESSURE TREATED WOOD POLE C/W N / ww,_\%_m w%mmmowmﬁﬁ_u%no:_ozm
L o CHAMFERED TOP BY ELECTRICAL CONTRACTOR | .
o ) 150mm TYP. _ )ll
E1JE2/NTS | @ N.T.S
Wm_w_.Amm_w_omﬂmmmxmwmoﬁwo%ﬂm ow\m,\_wﬁ:mu mw%m LOCATION: EXISTING ELECTRICAL BUILDING | LOCATION: EXISTING ELECTRICAL BUILDING NEW PANEL LOCATION: NEW FINGER PIER
HIGH PRESSURE SODIUM LAMP. ~PROVIDE PANEL__A PANEL SCHEDULE PANEL PANEL SCHEDULE PANEL__C PANEL SCHEDULE
APPROVED MOUNTING BRACKET AS PER ; ,
MANUFACTURER. LAMP MUST BE BOTH CSA AND TYPE 60 CIRCUIT SURFACE CABINET TYPE 42 CIRCUIT SURFACE CABINET — TOP ENTRY TYPE 42 CIRCUIT SURFACE CABINET
GOST APPROVED AND RATED FOR BOTH ZONE 2 ,
AND. ZOME 22 MAZARDOUS AREAS. RATING___120/208V, 3PH., 4W., 400 AMP RATING___120/208V, 3PH., 4W., 200 AMP RATING_ __120/208V, 3PH., 4W., 200AMP
, STANDARD OF ACCEPTANCE _ STANDARD OF ACCEPTANCE STANDARD OF ACCEPTANCE
; MINIMUM INTERUPTING CAPACITY__ 10000 R.M.S. SYMM AMPERES MINIMUM INTERUPTING CAPACITY__ 10000 R.M.S. SYMM AMPERES MINIMUM INTERUPTING CAPACITY__ 10000 R.M.S. SYMM AMPERES
LIQUID TIGHT FLEX TO FIXTURE. ,
100 X 100 X 100mm RIGID PVC JUNCTION BOX , , , | ,
LOAD . . OAD .
C/W WEATHERPROOF COVERPLATE, NEOPRENE CIRCUIT DESCRIPTION WATTS |SizE [S7E [Noo - |ae |SBE [watrs| cReur pEscrTION CIRCUIT DESCRIPTION WATTS | SigE. [S7e [Noe - |Sge. | Sse [waTrs| cRour pescreTion CIRCUIT DESCRIPTION WATTS | SIoE [SPE [No. |Sgk | Sz [waTTs| cRour pEscRiTIoN
ASKET & MOUNTING STRAPS. THREADED HUBS _
FO * :
R CONDUITS. PROVIDE WEATHERPROOF FITTINGS PEDESTAL #1 2880 1 | 30 |1]2] 30| 1 |2880| PEDESTAL #2 EXISTING 15 {1]2] 15 EXISTING PEDESTAL #5 2880| 10 | 30 | 1]2| 30 | 10 |2880| PEDESTAL #6
PEDESTAL #1 2880 1 | 30 {3|4] 30 | 1 |2880| PEDESTAL #2 EXISTING 15 {3}4] 15 EXISTING PEDESTAL #5 2880] 10 | 30 |3}4| 30 | 10 |2880| PEDESTAL #6 |
NB PEDESTAL #1 2880 1 | 30 |5]6] 30 | 1 |2880) PEDESTAL #2 EXISTING 15 |5]6) 15 EXISTING PEDESTAL #5 2880} 10 | 30 |56 30 | 10 |2880| PEDESTAL #6 2 RE—ISSUED FOR TENDER  |Z7/05/13
I.< , = = 1 RE—ISSUED FOR TENDER  |o¢/06/1df
_ VN PEDESTAL #1 28801 1 | 30 |78 30 | 1 }2880| PEDESTAL #2 718 PEDESTAL #5 2880] 10 | 30 § 78| 30 | 10 |2880| PEDESTAL #6
< . , 0 ISSUED FOR TENDER g\a\:t
50 50 |
PEDESTAL #1 8320 2 2 |8320| PEDESTAL #2 al
, o | 11112 ; 5 2 (1112 2 ; 50 /111)12}°9 revisions date
PEDESTAL #5 8320| 8 8 |8320| PEDESTAL #6 - ~
RW90 + TW GROUND IN RIGID PVC PEDESTAL #3 2880 6 | 30 |13}14] 30 | 8 |2880| PEDESTAL #4 EXISTING 15 |13f14] 15 EXISTING o l3he]/ o projec proje
CONDUIT PROVIDE STRAPS AS PER , -
CODE REQUIREMENTS. SEE SITE PLAN
FOR CONDUIT SIZE. PEDESTAL #3 2880] 6 | 30 [1s|16] 30 | 8 [2880| PEDESTAL #4 EXISTING 15 |15]16] 15 EXISTING PEDESTAL #7 2880} 10 | 30 [15}16f 15 | 8 | 300 | POLE LIGHTING .Zlm<< WHARF
PEDESTAL #3 2880 & | 30 [17]8| 30 | & |2880| PEDESTAL #4 EXISTING 15 |17}18| 15 EXISTING PEDESTAL #7 2880| 10 | 30 |17}1s] 30 SPARE CONSTRUCTION
PEDESTAL #3 2880 6 | 30 |19j20] 30 | 8 |2880] PEDESTAL #4 EXISTING 15 j19]20] 15 EXISTING PEDESTAL #7 2880} 10 | 30 f19]20] 30 SPARE ..m._.. r.t Z>||L...||r_mm N
6mm ALUMINUM CONDUIT = =
GUARD FROM GROUND UP TO 21§22 EXISTING 21|22 PEDESTAL #7 21]22 SPARE
1500mm. FASTEN TO POLE WITH 15 1° EXISTING # 2880} 10 § 30 30
63mm GALVANIZED LAG BOLTS. PEDESTAL #3 8320} © 8 |8320| PEDESTAL #4 = , = Grawing p—
| o |23)24)/ EXISTING 15 |23]24 PEDESTAL #7 2880| 10 | 30 |23]24
EXISTING SPARE
NEW PEDESTAL #8 2880] 6 | 30 |25]26] 30 | 4 |2880| NEW PEDESTAL #o EXISTING 15 |2s)2s]/ , S0 /las|2s) /
PEDESTAL #7 8320] 6 |
NEW PEDESTAL #8 2880| 6 | 30 |27]28] 30 | 4 |2880| NEW PEDESTAL #o EXISTING 15 |27]28] 15 EXISTING 5 |27] 28 ELECTRICAL DETAILS
TOP OF FINISHED CONCRETE DECK.
2930 30 | 4 |2880| NEW PEDESTAL #9 30 /2930 29|30 AND PANELS
: EXISTING
T T A S 31]32] 30 | 4 |2880| NEW PEDESTAL #9 NEIEI 3132
" \..,’,, o ¥ i «\_.\:..u. - L > .v.,‘.n U, L e \:, o . SPARE designed J F congu
B B e 33|34 30 | 4 |2880] NEW PEDESTAL #9 EXISTING 15 |33)3¢| / 33|34 | |
i ALY . . - K Y M F. r.:w... 4 o 4 date g)«MOI. NO‘_@
, 50 , :
RW90 + TW GROUND IN RIGID PVC 35136 EXISTING 15 |3s|36| 20 SPARE 35|36 drawn S P M dessiné
| CONDUIT. SEE SITE PLAN FOR 2 |8320] NEW PEDESTAL #9 e MARCH, 2015
CONDUIT SIZE 37138 2 37]138f 20 SPARE 37138
approved | [ approuvé
3940 39140] 20 SPARE 39140 date  MARCH, 2015
} : Tend P . ;&.,f » wmuc_émmmo:
SEE CIVIL DRAWINGS FOR POLE DETAIL #1142 “1]42] 20 SPARE 1142 \m Fttcno~)  OFFay? 7S
: PWGSC Project” Manager Administrateur’ de projets TPSGC
1. PROVIDE TYPE WRITTEN DIRECTORY. 1. PROVIDE TYPE WRITTEN DIRECTORY. 1. PROVIDE TYPE WRITTEN DIRECTORY. | e Spa—— PP———
- 2. PROVIDE LAMACOID WITH POWER DESIGNATION, VOLTAGE, # OF PHASES. SECURE ;
\mjjﬂv O>—l~ —l._OIn—l_ZO mﬁb'__l LAMACOID TO NEMA 4X ENCLOSURE WITH GALVANIZED SCREWS. m.oqmooooco‘_
. = R — , drawing no. no. du. dessin
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