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10M GALV. @ 300 C/C MAX, HAUT, ANCREES

10M GALV. @ 300 C/C MAX, HAUT, ANCREES
300 PROF. MIN. DANS LE BETON

JOINT ETANCHE EN ELASTOMERE
AVEC BOUDIN COMPRESSIBLE @20

TIGES FILETEES @10 EN ACIER INOXYDABLE A-316 ANCREES DANS
LA MAGONNERIE SAINE AVEC ADHESIF (VOIR DEVIS), 1 ANCRAGE

A TOUTES LES 2 PIERRES DE PAREMENT H/V (PREVOIR 2 ANCRAGES
POUR LES PIERRES PLUS LONGUES QUE 800). LA LONGUEUR DES
TIGES DOIT ETRE DETERMINEE SUR PLACE EN FONCTION DES

! 300 PROF. MIN. DANS LE ROC SAIN OU EXISTANT AVEC ADHESIF (VOIR DEVIS) ENTRE LE BETON EXISTANT ETLE
e MAGONNERIE AVEC ADHESIF (VOIR DEVIS) GALV. 101 @ 300 C/C MAX, TOP, NOUVEAU BETON
VOIR ELEVATION ’ PIERRE A TAILLER GALV. 10M @ 300 C/C MAX, TOP, ANCHORED 300 DEEP MIN. IN EXISTING ELASTOMERIC JOINT WITH 200
NEW CONCRETE BASE STONE TO HEW ANCHORED 300 DEEP MIN. IN SOUND VARIABLE 500 1IN CONCRETE WITH ADHESIVE VARIABLE 200 ETHAFOAM STRIP BETWEEN OLD
CF.ELEVATION TYP. BEDROCK WITH ADHESIVE (CF. VORVUE EN PLAN | SERRIERE LAFACE DU MR (CF. SPECIFICATIONS) |=V6IRVUE EN PLAN |~ Tvp AND NEW CONCRETE
, SPECIFICATIONS) -
50 CF. PLAN VIEW BEHIND WALL FACE 50 F. PLAN VIEW
— JOINT TYPIQUE
TYPICAL JOINT m PENTE 300 PENTE
| SLOPE TYP. SLOPE
' e \ DESSUS BETON |
: : : : : : s v s 0 TOP OF CONCRETE ey
SRR ) NG I e S 8 o = = \
O FRUALLE A ENLEVER B 5l g 8l o SEMELLE DE BETON EXISTANTE
REMOVE CRUMBLY ROCK < @ \ EXISTING CONCRETE BASE
D2 v N2 v U a vl ‘ ‘ NOUVELLE BASE DE BETON
ROC A EXCAVER ii%\ ROG A EXCAVER NEW CONCRETE BASE
2 ANCRAGE AU ROC AVEC BARRES 25M GALV.

’ ANCRAGES AU ROC

ANCHORAGE TO BEDROCK

PIERRES A ENLEVER POUR
LA NOUVELLE BASE DE BETON

' 1500 C/C MAX. TYP.

ELEVATION TYPE
PIERRES A TAILLER POUR LA

(29

| STONES TO REMOVE FOR
CONCRETE BASE CONSTRUCTION

BARRES 10M GALV. CONTINUES@ 300
C/C MAX, HAUT ET BAS

CONTINUOUS GALV. 10M BARS@ 300
C/C MAX, TOP AND BOTTOM.

10M GALV. @ 300 C/C MAX, BAS
10M GALY. BARS @ 300 C/C MAX, BOTTOM.

CONSTRUCTION DE LA NOUVELLE BASE DE BETON

5.6 17 NAE.
N.TS.
TROTTOIR

DIMENSIONS TELLES QUE LEXISTANT
SIDEWALK
DIMENSIONS AS PER EXISTING

10M GALV. @ 300 C/C MAX,
2 DIRECTIONS

10M GALV. @ 300 C/C MAX,
BOTH DIRECTIONS

T

BORDURE EN GRANITE
SIDEWALK

NOUVEAU PAVAGE
NEW PAVEMENT

BLOC DE BETON

DETAIL TYP, TROTTOIR EN BETON

TYP. DETAIL, CONCRETE SIDEWALK

S & CONCRETE BLOCK
P Rt
(o)% 00 & &2 & 78 & %
3147 ECHELLE / SCALE 1:20
15-16
TROTTOIR EN 300 _, VAR
BETON COULE -

BARRE 15M PLIEE RECOUVERTE D'EPOXY >

(RETOUCHER L'EXTREMITE COUPEE A L'EPOXY)

BORDURE DE GRANIT
A REINSTALLER
REINSTALL GRANITE CURB

2OXY-COATED 15M BENT BAR (TOUCH-UP CUT TIP OF

BAR WITH EPOXY) y
B FORER 6 mm PLUS GRAND

N fo!
QUE LE DIAVETRE DE LABARRE o
O
e

DRILL 6 mm WIDER
THAN BAR DIAMETER

NOTES:

BLOC DE BETON
CONCRETE BLOCK

- LES TROUS D'ANCRAGE AU DOS DES BORDURES SONT ESPACES DE 1 METRE MAXIMUM AVEC UN

MINIMUM DE 2 TROUS PAR BORDURE;

- LES TROUS D'ANCRAGE DOIVENT ETRE SITUES A AU MOINS 150 mm DES EXTREMITES. AFIN DE
CONTRER TOUT DEPLACEMENT DE LA BORDURE, ON DOIT ANCRER LA BARRE D'ARMATURE 15M A LA
BORDURE DE GRANIT A L'AIDE D'UN ADHESIF STRUCTURAL FORME DE RESINE EPOXYDE A DEUX
COMPOSANTES. RESPECTER LE TEMPS DE SECHAGE DE L'EPOXYDE AVANT DE PROCEDER A LA
COULEE DU TROTTOIR DE BETON. L'ADHESIF UTILISE DOIT ETRE LE "SIKADUR-INJECTION GEL FAST

SET" DE SIKA OU "HIT HY-200" DE HILTI.

NOTES:

- ANCHORING SOCKETS ON BACK OF CURBSTONES SPACED 1 METRE AT MOST, AND MAXIMUM 2

SOCKETS PER CURB;

- SOCKETS LOCATED AT MINIMUM 150 mm FROM EXTREMITIES. IN ORDER TO PREVENT ANY
MOVEMENT, ANCHOR THE 15M REBAR INTO THE GRANITE CURBSTONE USING A 2-COMPONENT
EPOXY STRUCTURAL ADHESIVE. COMPLY WITH SPECIFIED EPOXYDE DRYING PERIOD BEFORE
CASTING THE CONCRETE. USE "SIKADUR-INJECTION GEL FAST SET" BY SIKA OR "HIT HY-200" BY HILTI.

DETAIL TYP, BORDURE EN GRANITE
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TYP. DETAIL, GRANITE CURB

13-14 y

15-16

| PIERRE A REMPLACER

300 STONE TO BE REPLACED

CF. ISOMETRIC VIEW

\ NOYAU DE MACONNERIE
A RECONSTRUIRE
DERRIERE LA PIERRE
MORTIER TYPE "N"
MASONRY CORE BEHIND
THE STONES

70 BE RECONSTRUCTED
USING TYPE "N" MORTAR

DETAIL TYPE, PIERRE A REMPLACER
TYP. DETAIL, STONE REPLACEMENT

(18

PAR UNE PIERRE DE MEME DIMENSION,
S.1.C.- VOIR VUE ISOMETRIQUE

WITH STONE OF SAME DIMENSION, U/N -

ECHELLE / SCALE 1:20

BOUCHARDAGE (GROS) DES FACES LATERALES,

DESSUS, DESSOUS ET ARRIERE
BUSH HAMMERING (ROUGH) OF LATERAL TOP,
BOTTOM AND BACK FACES

NOTES :

4
. L BARRES 10M GALV. CONTINUES
@ 300 C/C MAX, HAUT ET BAS
CONTINUOUS GALV. 10M

BARS @ 300 C/C MAX, TOP AND BOTTOM.

NOUVELLE BASE DE BETON
NEW CONCRETE BASE

10M GALV. @ 300 C/C

ANCRAGE AU ROC AVEC BARRES 25M GALV. FICHEES 2000 TOM GALY. BARS @ 300 C/C MAX,

PROF. MIN. @ 1500 C/C MAX. DANS LE ROC SAIN AVEC COULIS
ANCHORAGE TO BEDROCK WITH 25 M GALV. BARS ANCHORED
2000 DEEP MIN. IN SOUND ROCK @ 1500 C/C MAX. WITH GROUT

ROC SAIN AVEC COULIS

MAX, BAS
BOTTOM.

COUPE COUPE
208\  SECTION 737\  SECTION
W 1:20 6|17 1:20

— TYPE2

TYPE 2

300mm COMPAGTE A 95% DU P.M.

300mm COMPACTED TO 95% M.P.

1) LES PIERRES DOIVENT ETRE DEPOSEES SUR LEUR LIT

LAY-DOWN STONES ONTO THEIR BED;

2) LES NOUVELLES PIERRES BOUTISSES DOIVENT ETRE TAILLEES DE MANIERE A
RESPECTER LES DIMENSIONS DES PIERRES EXISTANTES A REMPLACER

NEW BONDSTONES...

5-6-7-8-9-10
N\11-12-13 y

ECHELLE / SCALE 1:20

FICHEES 2000 PROF. MIN. @ 1500 C/C MAX. DANS LE

ANCHORAGE TO BEDROCK WITH 25 M GALV.
BARS ANCHORED 2000 DEEF MIN. IN SOUND
ROCK @ 1500 C/C MAX. WITH GROUT

CONDITIONS EXISTANTES
_ 100 A-316 STAINLESS STEEL THREADED RODS ANCHORED IN SOUND
MASONRY WITH ADHESIVE (SEE SPECIFICATIONS), 1 ANCHOR EVERY
TWO VENEER STONE H/V (PROVIDE 2 ANCHORS FOR STONES
LONGER THAN 800). ROD LENGTH TO BE DETERMINED ON SITE IN
ACCORDANCE WITH EXISTING CONDITIONS

T PIERRE DE PAREMENT A DEMONTER ET REMETTRE
EN PLACE

(REMPLACEMENT DE PIERRES SI REQUIS)

VOIR VUES EN ELEVATION

DISMANTLE VENEER STONE, AND REINSTALL
(STONE REPLACEMENT, IF REQUIRED)

CF. ELEVATIONS

(152

L NOYAU DE MACONNERIE A REMPLACER - MORTIER TYPE "N"
(PROFONDEUR INDIQUEES SUR VUES EN ELEVATION)
REPLACE MASONRY CORE - USE TYPE "N" MORTAR
(DEPTHS INDICATED ON ELEVATION DRAWINGS)

— MACONNERIE SANE A CONSERVER

PRESERVE SOUND MASONRY

DETAIL TYPE, RECONSTRUCTION DE PAREMENT DE PIERRE
T'YP. DETAIL, RECONSTRUCTION OF STONE SIDING

12-13
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ECHELLE / SCALE 1:20
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_TYPE 1 1er TRAIT DE SCIE AVANT LES
300mm COMPACTE A 98% DU P.M. TRAVAUX DEXCAVATION EP. TOTALE DU MUR DE MAGONNERIE, POUR SOUMISSION 2015/04/21
TYPE 1 1st SAW CUT BEFORE OUVERTURE DE DRAINAGE EXISTANTE A MESURER SUR PLACE DEFINITIF 100% SR4 2015/03/31
300mm COMPACTED TO 98% M.P. EXCAVATION WORKS (VIDE ENTRE 2 PIERRES) I FULL DEPTH OF MASONRY WALL, SR4 - 90% > 2015/03/10
EXISTING DRAINAGE OPENING TOBE MEASURED ON S/TE FORAGE DANS LA - 90%
PAVAGE EB-14-80mm 2 iéme TRAIT DE SCIE AVANT (VOID BETWEEN 2 STONES) MACONNERIE EXISTANTE SR4 - 66% 2015/02/02
PAVEMENT EB-14-80mm LES TRAVAUX DE PAVAGE BORING IN Modification Date
2nd SAW CUT BEFORE PAVING ’ ‘ L/ EXISTING MASONRY
|
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| i =  _o
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ey e s = BORE HOLE IN MASONRY AND INSTALL o D 219 (@200 NOM. , ,
258 Lo ?’ 28 %g%/ REMBLAYAGE AVEC MAT. GRANULAIRE | NEW 2030 (NOM.) PVC PIPE & |23 U NOVAUGATPICRPE |\ POGHE EN GEOTEXTILE REMPLIE OE conerrTion DESTE
© BT Fo8 ¢ COMPAGTE A 95% DU P.M. | I8|&Em 200 PIERRE NETTE 20 mm, A POUSSER AU FOND DU Congu par: Designed by:
BACKFILL WITH GRANULAR MAT. CAPICHON 8225 TUYAU DE DRAINAGE APRES INSTALLATION : i
COMPACTED TO 95% M.P. ANTI-RONGEURS, VOIR DETAIL j§> GZ) m = PAREMENT MELANIE TREMBLAY ing./ SYLVAIN ROY
278 SUR CETTE FEUILLE 227 JANECR GEOTEXTILE POUCH FILLED WITH 20 mm
CRITTER-GUARD CAP, % (ﬁ % COUPE CLEAN STONE, TO PUSH-UP THE PIPE AFTER Dessingé par: Drawn by:
COUPE TYPE / CROSS SECTION TYP. ! CF. DETAIL 278 ON THIS SHEET DERE 57R INSTALLATION SYLVAIN ROY / MARTIN ROY
REFECTION DE TRANCHEE SOUS PAVAGE , SECTION
@ REPAIR OF TRENCH UNDER PAVEMENT DETAIL TYPE DE NOUVELLE GARGOUILLE Uy / Verifié par. | Checked by.
\ 0[] EcHELE/SGAE 125 27\ NEWSPOUT TYP.DETAIL MELANIE TREMBLAY ng
\ 1-2-3 y 1:20 Chargé de projet: Project manager by:
G219 EXT. MELANIE TREMBLAY ing.
| , @203 NOM.
FORAGE @254 DANS LES ! @232 INT. :
PIERRES DE PAREMENT , ,
) 2540 BORING IN F;h'(;)‘f i\(;% :
VENEER STONES ] 1l ] & CALER DANS SCELLANT
| BED IN SEALANT
! 1
N |
GRILLE ANTI-RONGEURS \ o | | >
GRILLAGE 38 X 38 EN ACIER . | I
INOX. INSTALLE DEVANT LE DRAIN N —— — - -
CRITTER-GUARD GRILLE 3 PR /[:] |L i Gestionnaire de projet: Project manager:
38 X 38 STAINLESS STEEL WIRE MESH L © JEAN-BENOIT SAINT-LAURENT arch.
INSTALLED IN FRONT OF DRAIN PIPE |ZL0>§?AX312 wee ||
' TYP. TYP. Gestionnaire principal de projet: Project director:
PREVOIR L'ETAIEMENT TEMPORAIRE .
SELAONERE T A)LONG _ COUPE DETAIL
' 2 . - Projet: Project:
2 GRILLE METALLIQUE ANTI-RONGEURS CAPUCHON METALLIQUE ANTI-RONGEURS - -
, IS
OF. SPECIFICATION 3|3 14B METALLIC CRITTER-GUARD GRILLE 27B METALLIC CRITTER-GUARD CAP STRUCTURE
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o |
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% 3:3_ REFECTION DU BASTION
zI3 EP. TOTALE DU MUR DE MACONNERIE, ) ET DU MUR MONTCALM
I | AMESURER SUR PLACE SCELLER LE TUYAU AVEC INJECTION REFECTION DU MUR DE LA CANOTERIE
25 S n ‘ FULL DEPTH OF MASONRY WALL, DE COULIS
S S 40 TOBE MEASURED ON SITE SEAL PIPE WITH GROUT INJECTION REPAIR OF THE MONTCALM BASTION
— ARRETES APPARENTES | PIERRE COUPEE AND WALL
ARRONDIES TYP. 82 CUT VENEER STONE FORAGE DANS LA REPAIR OF THE CANOTERIE WALL
WORN EDGES WHERE =13 I MAGONNERIE EXISTANTE
EXPOSED, TYP. 5| : ST ‘ BORING IN
=S ’ e R HTARGEUR DE JOINT , | EXISTING MASONRY
e RN %t TYPIQUE = ene B 1| M %) ______________ |
= — / TYPICAL JOINT Q|  —glOPE ik
FINITION DE LA FACE APPARENTEET DES BORDURES s " T ’L WIDTH >
PERIPHERIQUESTELLE QUE LEXISTANT ET SELON BUTEE RIZ 75 | GRILLE ANTI-RONGEURS, — C POCHE EN GEOTEXTILE REMPLIE DE Titre du dessin: Drawing title:
L'APPROBATION DU REPRESENTANTDU MINISTERE PROPOSEE 2 H NOUVEL ECART VOIR COUPE H— 219 (@200 NOM,) PIERRE NETTE 20 mm, A POUSSER AU FOND DU
FINISH EXPOSED FACE AND PERIPHERAL EDGINGS PROPOSED HEEL / NEW GAP CRITTER-GUARD GRILLE, TUYAU CPV | PVC PIPE TUYAU DE DRAINAGE APRES INSTALLATION COUPES
AS PER EXISTING AND AS APPROVEDBY I CF. SECTION |_200 GEOTEXTILE POUCH FILLED WITH 20 mm ET DETAILS
DEPARTMENTAL REPRESENTATIVE M T AREVENT CLEAN STONE, TO PUSH-UP THE PIPE AFTER
COUPER ET TAILLER LA PIERRE ‘ , VENEER INSTALLATION CROSS SECTIONS
POUR NOUVEL ECART A L'ENDROIT PREVU DE LA NOUVELLE AND DETAILS
CUT AND HEW STONE TO GARGOUILLE, ENLEVER, MODIFIER TEL RECONSTRUCTION
OBTAIN NEW GAP QUE DEMANDE ET REINSTALLER NOYAU ET PAREMENT, | MAGCONNERIE EXIST.
2 PIERRES DE PAREMENT VOIR ELEVATIONS A CONSERVER - \ O Eouillo:
WHERE NEW SPOUT IS TO BE INSTALLED RECONSTRUCTION PRESERVED ate: euille:
/ REMOVE, MODIFY AS SHOWN OF CORE AND VENEER,  EXISTING MASONRY NON POUR 2015/04/21
_______ )/ o AND REINSTALL 2 VENEER STONES CF. ELEVATIONS CONSTRUCTION , 17
Echelle: Scale:
, INDIQUEE 20
, } . y,
DETAIL TYPE DETAIL TYPE DE NOUVELLE GARGOUILLE COUPE ¢ ) . [Re Consutant. Rt Consuttant
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