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TOP OF STONE CAP

— REINSTALL CAP

STONES

INSTALL NEW COPPER

INSTALL THRU-WALL
MEMBRANE FLASHING
OVER ROOFING
MEMBRANE

INSTALL COPPER
FLASHING OVER
ROOFING MEMBRANE

m——EXTEND 2 PLY

MODIFIED BITUMEN
ROOFING UP PARAPET

EXISTING EYE-BOLT
TO REMAIN ATTACHED -
TO CAP STONE

qo—ck y

DISCONNECT TURNBUCKLE TO
REMOVE CAP STONES.
RECONNECT TURNBUCKLE AND
&UY WIRE TO EYE-BOLT AFTER
CAP STONE REINSTALLED

EXISTING EYE-BOLT
TO REMAIN ATTACHED

TO CAP STONE

Travaux Publics et

l*l Public Works and
Government Services Services gouvernementaux
Canada Canada

DISCONNECT TURNBUCKLE TO
REMOVE CAP STONES.
RECONNECT TURNBUCKLE AND
% , EUY WIRE TO EYE-BOLT AFTER
N CAP STONE REINSTALLED

INSTALL 2 - 25 mm ¢ x 300 mm
LONG STAINLESS STEEL RODS IN
ENDS OF CAP STONES WITH &UY
HIRES AND ADJACENT STONES.
GSROUT WITH HiIGH PRESSURE

| NON-SHRINK GROUT.

| INSTALL NEW COPPER
, FLASHING OVER THRU-WALL
MEMBRANE FLASHING

INSTALL THRU-WALL
X MEMBRANE FLASHING
u OVER ROOFING MEMBRANE
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INSTALL COPPER FLASHING
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LEVEL | PARAPET CAP STONE/EYE BOLT DETAIL

LEVEL | PARAPET CAP STONE/EYE BOLT ELEVATION
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NEW ROOF CONST.:

2 PLY MODIFIED BITUMEN ROOFING

& mm TORCHABLE PROTECTION BOARD
(MECHANICALLY FASTENED)

100 mm RIGID INSULATION

(RSl 1.05/25 mm: R 5.496/1")
SELF-ADHERING VAPOUR BARRIER

16 mm PLYWOOD SHEATHING

36x2866 mm WOOD JOIST @ 305 O.C.
c/m BLOCKING @ 3 SPANS. INSTALL
STRONGTIE CONNECTIONS FOR UPLIFT

—INSTALL NEW
605x605x20 mm TILE
ON ADWSTABLE
PEDESTALS

— INSTALL 200x200 mm
SQ. CAP SHEET UNDER
AlLL PEDESTALS -
GRANULAR SIDE DOWN.

EXTEND NEW VAPOUR
BARRIER UP AND
SEAL TO EXISTING
PARAPET

EXISTING KNEE WALL
ON BEAM TO REMAIN

ROOF LEVEL | PARAPET DETAIL
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16 mm TYPE "X" GYPSUM BOARD

22 mm FURRING CHANNELS @ 400 OC
3& mm CARRYING CHANNELS @ 1200
O.C. MAX.

1& &a. TIE WIRES
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—— RECORD LOCATIONS

OF CAP STONES
PRIOR TO REMOVAL.

ROOF LEVEL | PARAPET DETAIL - DEMOLITION

- REMOVE EXISTING
' PARGING ON STONE |
| PARAPET FACE
REMAINING PORTION
OF EXISTING DECK \
TO BE REMOVED R. 2
____________ . | o |issuep For TENDER R 2

REMOVE EXISTING
COPPER FLASHING
UNDER CAP STONE
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MEMBRANE ROOFING
PROTECTION BOARD
WOOD SHEATHING
36x2866 mm WOOD JOIST @ 400 O.C.
BATT INSULATION
POLY VAPOUR BARRIER
SUSPENDED GYPSUM BOARD CEILING

CABOT TOWER
ROOF REPLACEMENT

ST. JOHN'S, NL

REMOVE EXISTING
COPPER FLASHING
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8 ALL AROUND
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