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1. ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE ELECTRICAL
SPECIFICATIONS.

2. ELECTRICAL WORK SHALL CONFORM TO LATEST EDITION OF CANADIAN
ELECTRICAL CODE AND BULLETINS PUBLISHED BY THE BC SAFETY
AUTHORITY.

3. WORK SHALL CONFORM TO ALL APPLICABLE REGULATIONS OF THE
WORKERS® COMPENSATION BOARD (WCB).

N.T.S.

4. THE CONTRACTOR SHALL SUPPLY ALL MATERIALS, EQUIPMENT AND LABOUR
TO COMPLETE THE WORKS, EXCEPT AS NOTED.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TRAFFIC CONTROL FOR ALL
WORK INCLUDED IN THIS CONTRACT. ALL TRAFFIC CONTROL SHALL BE IN
ACCORDANCE WITH THE CURRENT BC MINISTRY OF TRANSPORTATION AND
INFRASTRUCTURE TRAFFIC CONTROL MANUAL FOR WORK ON ROADWAYS.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FEES FOR PERMITS
AND INSPECTIONS, AS REQUIRED BY THE BC SAFETY AUTHORITY.

7. ALL COMMON CIRCUIT WIRING SHALL BE TAGGED AND TY—RAPPED AS
DETAILED IN THE MMCD, SECTION 16550, SUBSECTION 3.13 AND THESE
DRAWINGS.

8. ALL CONDUCTORS SHALL BE RW90 STRANDED COPPER, UNLESS NOTED
OTHERWISE.

9. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.
10. ALL CONCRETE BASES AND JUNCTION BOX SYMBOLS ARE NOT TO SCALE.

11. CONTRACTOR SHALL CONFIRM NEW SERVICE LOCATIONS WITH BC HYDRO.
CONTACT TYLER KELLY. TEL. 250-832-1235.

ROGERS PASS SNOWSHED LIGHTING
. TUPPER No. 2 LIGHTING

PROJECT No. 201422

REFER TO HIGH AND LOW VOLTAGE POWER
DISTRIBUTION SYSTEMS DRAWINGS FOR
ALL FIVE SNOW SHEDS

5 GOLDEN

/ T
TUPPER TIMBER SNOWSHED
LEN'S SNOWSHED TUPPER No. 2 SNOWSHED

TUPPER No. 1 SNOWSHED

1:15000

DRAWING INDEX

DRAWING No. REV. DESCRIPTION
1 P1 | COVER SHEET, INDEX & GENERAL ARRANGEMENT
2 P1 | PLAN — LUMINAIRE LAYOUT (SHEET 1 OF 3)
3 P1 | PLAN — LUMINAIRE LAYOUT (SHEET 2 OF 3)
4 P1 | PLAN — LUMINAIRE LAYOUT (SHEET 3 OF 3)
7 P1 | DETAILS — TUNNEL LUMINAIRE RISER DIAGRAM (SHEET 1 OF 2)
8 P1 | DETAILS — TUNNEL LUMINAIRE RISER DIAGRAM (SHEET 2 OF 2)

12.  THE CONTRACTOR SHALL OBTAIN PERMISSION FROM THE PARKS CANADA
REPRESENTATIVE PRIOR TO TURNING OFF OR REMOVING ANY EXISTING c—
ELECTRICAL EQUIPMENT =

13. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL PROVIDE THE ENGINEER
WITH AN ITEMIZED SPREADSHEET OF ALL ITEMS TO BE REMOVED AND

120V LED LUMINAIRE (PART No. LRL NXT—60M—700MA—120V TYPE 2ES)
C/W PEC FRANGIBLE BASE

RETURNED TO THE PUBLIC WORKS YARD. THE CONTRACTOR SHALL NOT Ov SCEPTER RPVC 884 JUNCTION BOX
PROCEED WITH THE EQUIPMENT REMOVALS UNTIL CONFIRMED BY PUBLIC
WORKS. (m R0 BC MINISTRY OF TRANSPORTATION TYPE 10 JUNCTION BOX
14. THE CONTRACTOR SHALL ENSURE THERE IS NO INTERRUPTION OF EXISTING G} BC MINISTRY OF TRANSPORTATION ISLAND FLASHERS (2 PER LOCATION)
NIGHT TIME LIGHTING DURING CONSTRUCTION. UNLESS APPROVED BY THE
ENGINEER.

15. ENSURE CLEARANCES FROM OVERHEAD UTILITY LINES MEET UTILITY AND
WORKSAFE BC REGULATIONS PRIOR TO CONCRETE BASE INSTALLATION.
CONTACT PBX ENGINEERING IN THE EVENT OF CONFLICT.

16. ALL EXISTING WIRING, CONDUIT AND BASES TO BE REMOVED SHALL BE
DISPOSED OFF SITE BY THE CONTRACTOR.
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