AutoCAD /format A1/ S:\Si\Parcs\CLIENTS\Citadelle de Québec (132)\12-RESIDENCE DU GOUVERNEUR GENERAL\R.057742.001_réfection toiture\3630_plans\2014-01-27_pour appel d'offres\A22@A28-DT-R.057742.001.dwg

PONTAGE DE BOIS EXISTANT 50mm

D’EPAISSEUR (POUR LES PLANCHES A
REMPLACER, VOIR PLANS DE PLAFOND -

REFLECHI FEUILLE #A6) |

EXISTING WOOD DECKING, 50mm THICK
(FOR BOARDS TO BE REPLACED. SEE
REFLECTED PLANS ON SHEET #A6)

COUVERTURE EXISTANTE EN ACIER

GALVANISE PEINT A ENLEVER, INCLUANT
LES BAGUETTES TRIANGULAIRES EN BOIS

EXISTING FPAINTED GALVANIZED STEEL
ROOFING TO BE REMOVED, INCLUDING
TRIANGULAR WOOD BATTENS

_y PLANCHES EXISTANTES |

ZZ A ENLEVER

EXISTING BOARDS, TO BE
REMOVED

SOLIN EN ACIER GALVANISE PEINT
EXISTANT A ENLEVER

EXISTING PAINTED GALVANIZED |
STEEL FLASHING TO BE REMOVED

BRIDES EXISTANTES EN ACIER

GALVANISE PEINT A ENLEVER

EXISTING PAINTED GALVANIZED

STEEL STRAPS TO BE REMOVED

GOUTTIERE EXISTANTE EN ACIER
GALVANISE PEINT A ENLEVER

EXISTING PAINTED GALVANIZED
STEEL GUTTER TO BE REMOVED

PLANCHE DE RENFORT
EXISTANTE EN BOIS A ENLEVER

EXISTING REINFORCING WOOD
BOARDS TO BE REMOVED

SUPPORTS EXISTANTS EN FONTE
A ENLEVER, REPARER ET
REINSTALLER

EXISTING WROUGHTIRON
BRACKETS TO BE REMOVED,
REPAIRED AND REINSTALLED

CALCAIRE EXISTANT

PROFIL APPROXIMATIF DU
PAREMENT DE PIERRE

GALVANISE PEINT, A ENLEVER

EXISTING GALVANIZED STEEL
RIDGE CAP TO BE REMOVED

| FAITAGE EXISTANT EN ACIER

| POUTRE FAITIERE A CONSERVER

| RipGE BEAM TO

BE KEPT IN PLACE

COUVERTURE EN ACIER GALVANISE

PEINT A ENLEVER, INCLUANT LES
BAGUETTES TRIANGULAIRES EN BOIS

PAINTED GALVANIZED STEEL ROOFING
70 BE REMOVED, INCLUDING
TRIANGULAR WOOD BATTENS

PONTAGE DE BOIS EXISTANT 50mm
D’EPAISSEUR (POUR LES PLANCHES
A REMPLACER, VOIR PLANS #1 ET
#2 FEUILLE AB)

COUPE - FAITE ET ARETIERS
/3 SECTION - RIDGE AND HIP

L

EXISTING WOOD DECKING, 50mm
THICK (BOARDS TO BE REPLACED.
SEE PLANS #1 ET #2 ON SHEET A6)

Oom

SUPPORT EXISTANT EN ACIER A ENLEVER.
BOUCHER LES TROUS DANS LA PIERRE

AVEC MORTIER DE REPARATION

EXISTING LIMESTONE
CLADDING

EXISTING STEEL BRACKET TO BE REMOVED.
FILL IN HOLES STONE WITH REPAIR MORTAR.

EXTREMITE SUPERIEURE DU TUYAU D’EVENT

EXISTANT A RACCOURCIR, VOIR PHOTO #11
FEUILLE A30

UPPER END OF EXISTING VENT PIPE TO BE
SHORTENED, PHOTO #11 SHEET A3O0.

COUPE - DEBORD DE TOIT, FACADES SUD ET OUEST

/ 1\ SECTION - ROOF EAVE, SOUTHERN AND WESTERN FACADES

APPROX. PROFILE OF

PLANCHES EXISTANTES |

A ENLEVER A
EXISTING BOARDS, TO BE | o N~
REMOVED N

CHEVRONS EXISTANTS
A CONSERVER

A3-A9-A13|A22 ECHELLE/SCALE: 1:10

/ (DEMOLITION | DEMOLITION) /

EXISTING RAFTER TO
BE KEPT IN PLACE

Oom 0,5m

PONTAGE DE BOIS EXISTANT 50mm
D'EPAISSEUR (POUR LES PLANCHES
A REMPLACER, VOIR PLANS DE -
PLAFOND REFECHI FEUILLE #A6) -7 A

EXISTING WOOD DECKING, 50mm T 2
THICK (FOR BOARDS TO BE T 2
REPLACED. SEE REFLECTED CEILING LT 2

PLANS ON SHEET #46) T #

COUVERTURE EXISTANTE EN ACIER -7 22

LES BAGUETTES TRIANGULAIRES EN BOIS :

GALVANISE PEINT A ENLEVER, INCLUANT r T ZE
I
I
I

EXISTING PAINTED GALVANIZED STEEL
ROOFING TO BE REMOVED, INCLUDING
TRIANGULAR WOOD BATTENS

SOLIN EN ACIER GALVANISE
PEINT EXISTANT A ENLEVER

PROFIL APPROXIMATIF DU
PAREMENT DE PIERRE

EXISTING PAINTED GALVANIZED
STEEL FLASHING TO BE
REMOVED

GOUTTIERE EXISTANTE EN

ACIER GALVANISE PEINT A
ENLEVER

CALCAIRE EXISTANT

APPROX. PROFILE OF EXISTIN
LIMESTONE CLADDING

D]

EXISTING PAINTED GALVANIZED
STEEL GUTTER TO BE
REMOVED

SUPPORTS EXISTANTS EN ACIER
PEINT A ENLEVER

EXISTING PAINTED STEEL BRACKETS,
70 BE REMOVED

EXTREMITE SUPERIEURE DU TUYAU
D'EVENT EXISTANT A RACCOURCIR,
VOIR PHOTO #9 SUR LA FEUILLE A30

ARETE ECLATEE DE LA
CORNICHE VIS—-A-VIS LE TUYAU
D’EVENT, LAISSER TEL QUEL

UPPER END PORTION OF EXISTING
VENT PIPE, TO BE SHORTENED, SEE

PHOTO #9 ON PAGE A30
BROKEN EDGE OF CORNICE

BEHIND VENT PIPE, TO BE

SOFFITE A ENLEVER, INCLUANT TOUS
KEPT AS IS.

LES ELEMENTS DE SUPPORT

ETRIER EXISTANT A
CONSERVER

EXISTING BRACKET, TO
BE KEPT IN PLACE

EXISTING SOFFIT, TO0 BE REMOVED,
INCLUDING ALL SUPPORTING
ELEMENTS.

COUPE - DEBORD DE TOIT, FACADE EST
2\ SECTION - ROOF EAVE, EASTERN FACADE

A3-A11|A22 ECHELLE/SCALE: 1:10

/ (DEMOLITION | DEMOLITION) /

Oom 0,5m

NOTE GENERALE — DEMOLITION
— GENERAL NOTE — DEMOLITION
CONSERVER DES SECTIONS REPRESENTATIVES DE

CHACUN DES ELEMENTS ENLEVES POUR SERVIR DE
MODELE OU DE REFERENCE POUR LA FABRICATION

A3-A9-A11|A22 ECHELLE/SCALE: 1:10

| (DEmoLITION | DEMOLITION) |

0,5m

GALVANISE PEINT, A ENLEVER

EXISTING GALVANIZED STEEL
RIDGE CAP TO BE REMOVED

| FAITAGE EXISTANT EN ACIER

| POUTRE FAITIERE A CONSERVER

| RipGE BEAM TO

BE KEPT IN PLACE

COUVERTURE EN ACIER GALVANISE

PEINT A ENLEVER, INCLUANT LES
BAGUETTES TRIANGULAIRES EN BOIS

PAINTED GALVANIZED STEEL ROOFING
70 BE REMOVED, INCLUDING
TRIANGULAR WOOD BATTENS
PAPIER—FEUTRE (SOUS—COUCHE
PRESUMEE) A ENLEVER

FELT PAPER (PRESUMED
UNDERLAYMENT) TO BE REMOVED.

PONTAGE EN CONTREPLAQUE
EXISTANT A CONSERVER

COUPE - FAITE ET ARETIERS
/2 SECTION - RIDGE AND HIP

EXISTING PLYWOOD DECKING TO BE
KEPT IN PLACE

DES NOUVEAUX ELEMENTS.

KEEP TYPICAL PORTIONS OF EACH ELEMENT TO BE @Jﬁz ECHELLE/SCALE: 1:10

REMOVED TO SERVE AS A TEMPLATE OR FOR
REFERENCE FOR FABRICATING NEW ELEMENTS. om

POUR DESCRIPTION, VOIR
COUPE #2 SUR CETTE FEUILLE

FOR DESCRIPTION, SEE |
SECTION #2 ON THIS SHEET

COUPE - DEBORD DE TOIT, FACADE EST
/ 5\ SECTION - ROOF EAVE, EASTERN FACADE

0,5m

" A3[A22 ECHELLE/SCALE: 1:10 / (DEMOLITION / DEMOLITION) /

Oom 0,5m

/ (DEMOLITION /| DEMOLITION) /

ANCRAGES ET COLLIERS DE FIXATION
A ENLEVER. BOUCHER LES TROUS A
MORTIER REPARATION

EXISTANTS
L’AIDE DE

EXISTING ANCHORAGES AND DOWNFIPE HANGERS
TO BE REMOVED. FILL IN ALL THE HOLES WITH

REPAIR MORTAR

DESCENTE D’EAU, COUDES ET
DAUPHIN (100mmg) EXISTANTS EN
ACIER GALVANISE PEINT A ENLEVER

100mm# PAINTED GALVANIZED STEEL
DOWNPIPE, ELBOWS AND LEADER TO
BE REMOVED

RALLONGE EN FONTE A
ENLEVER

BE REMOVED

DEGAGER LA TOURBE ET LA TERRE
JUSQU’A 200mm DE PROFONDEUR

CAST IRON EXTENSION TO |

REMORVE TURF AND EARTH ON
DEPTH OF 200mm

N

RN

200

N\
DRAIN EN GRES N

EXISTANT, A
CONSERVER EN PLACE

EXISTING SANDSTONE

5 EMPLACEMENTS,
VOIR FAGADE EST
SUR LA FEUILLE A11
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ANCIEN LOGIS DES OFFICIERS
BATIMENTS 18 ET 28
FORMER OFFICERS' BARRACKS
BUILDINGS 18 AND 28

REFECTION DE LA TOITURE
ET DES CHEMINEES
ROOF AND CHIMNEYS REHABILITATION

— |

1220mm

DRAIN TO BE KEPT IN
PLACE

915mm DE LARG./WIDE

COUPE - DESCENTES D'EAU
/6 \ SECTION - WATER LEADERS

5 LOCATIONS, SEE
EASTERN FACADE ON
SHEET A7117
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Oom

0,5m

/ (DEMOLITION /| DEMOLITION) /
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