
Roof and Chimneys Rehabilitation Section 06 15 00 
Former Officers’ Barracks (Buildings no 18 and 28) WOOD  
Québec Citadel NHSC DECKING 
Project no R.057742.001 Page 1 of 4 
 

 
Public Works and Government Services Canada  PC Ref.: 132/12/PRI-007 

Part 1 General 

1.1 RELATED REQUIREMENTS 

.1 Section 06 10 00 - Rough Carpentry. 

.2 Section 06 03 16 - Historic - Storage and Protection of Wood. 

.3 Section 07 84 00 - Fire Stopping. 

.4 Section 09 21 99 - Partitions for Minor Work. 

1.2 REFERENCES 

.1 ASTM International 

.1 ASTM A653/A653M Standard Specification for Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process. 

.2 CSA International 

.1 CSA B111, Wire Nails, Spikes and Staples. 

.2 CSA O86 Consolidation, Engineering Design in Wood. 

.3 CAN/CSA-Z809, Sustainable Forest Management. 

.3 Forest Stewardship Council (FSC) 

.1 FSC-STD-01-001, FSC Principle and Criteria for Forest Stewardship. 

.4 Health Canada/Workplace Hazardous Materials Information System (WHMIS) 

.1 Material Safety Data Sheets (MSDS). 

.5 National Lumber Grades Authority (NLGA) 

.1 Standard Grading Rules for Canadian Lumber 2012. 

.6 South Coast Air Quality Management District (SCAQMD), California State, Regulation 
XI. Source Specific Standards 

.1 SCAQMD Rule 1113, Architectural Coatings. 

.2 SCAQMD Rule 1168, Adhesives and Sealants Applications. 

.7 Sustainable Forestry Initiative (SFI) 

.1 SFI-2015-2019 Standard. 

1.3 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product literature and data sheets for 
wood decking and include product characteristics, performance criteria, physical 
size, finish and limitations. 
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.3 Samples: 

.1 Submit for review and acceptance of each unit. 

.2 Submit 2 300 x 300 mm samples of each type. 

.4 Certifications: submit certificates signed by manufacturer certifying materials comply 
with specified performance characteristics and physical properties. 

.1 Wood Certification: submit manufacturer's Chain-of-Custody Certificate number 
for CAN/CSA-Z809 or FSC or SFI certified wood. 

1.4 QUALITY ASSURANCE 

.1 Lumber identification: by grade stamp of an agency certified by Canadian Lumber 
Standards Accreditation Board. 

1.5 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common 
Product Requirements, with Section 06 03 16 - Historic - Storage and Protection of Woo, 
and with manufacturer's written instructions. 

.2 Delivery and Acceptance Requirements: deliver materials to site in original factory 
packaging, labelled with manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials off ground, in dry location, and in accordance with 
manufacturer's recommendations in clean, dry, well-ventilated area. 

.2 Store and protect wood decking from nicks, scratches, and blemishes. 

.3 Replace defective or damaged materials with new. 

.4 Packaging Waste Management: remove in accordance with Section 01 74 21 - 
Construction/Demolition Waste Management and Disposal. 

Part 2 Products 

2.1 MATERIALS 

.1 Wood decking: to NLGA standard Grading Rules for Canadian Lumber; select structural 
grade Spruce, rough sawn finish, same thickness as existing (±50 mm thick), simple 
tongue and groove, without "Veed", kiln dry decking to 15% maximum moisture content. 

.1 CAN/CSA-Z809 or FSC or SFI certified. 

.2 Decking lengths: single piece, having the same span as existing planks to be replaced 
(refer to architectural drawings). It is forbidden to replace a long plank spanning several 
purlins with shorter planks spanning only the space between two purlins. Planks must 
have square end trimmed. 

.3 Nails: to CSA B111, hot dipped galvanized finish; sizes to CSA O86 and ASTM 
653/653M. 

.1 Minimal length of nails: 100 mm. 
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Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify conditions of substrates previously installed under 
other Sections or Contracts are acceptable for wood decking installation in accordance 
with manufacturer's written instructions. 

.1 Visually inspect substrate in presence of Departmental Representative. 

.2 Inform Departmental Representative of unacceptable conditions immediately 
upon discovery. 

.3 Proceed with installation only after unacceptable conditions have been remedied 
and after receipt of written approval to proceed from Departmental 
Representative. 

3.2 INSTALLATION 

.1 Do wood deck work to CSA O86 except where specified otherwise. 

.2 Install decking to CSA O86, pattern in accordance to span (varies depending on location). 

.3 Supply minimum of 2 bearing support for each plank. Install planks parallel to existing 
ones/ to roof slope.  

.4 Stagger end joints in adjacent planks as much as possible. 

.1 Separate joints in same area by at least 2 intervening courses. 

.2 Avoid joints in first fifth of end spans. 

.3 Minimize joints in middle third of span. 

.5 Apply preservative to end cuts of pressure treated lumber. 

3.3 FIELD QUALITY CONTROL 

.1 Testing: 

.1 Prior to installation, the Contractor will have to make sure that the moisture 
content of delivered material is the same as the existing framing to minimize 
differential shrinkage. 

3.4 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning. 

.3 Waste Management: separate waste materials in accordance with Section 01 74 21 - 
Construction/Demolition Waste Management and Disposal. 

.1 Remove recycling containers and bins from site and dispose of materials at 
appropriate facility. 
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3.5 PROTECTION 

.1 Protect installed products and components from damage during construction. 

.2 Repair damage to adjacent materials caused by wood decking installation. 

END OF SECTION 


