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/2 CHIMNEY 8 - EAST ELEVATION
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CHEMINEE 8 - ELEVATION NORD

/3 CHIMNEY 8 - NORTH ELEVATION

CHEMINEE 8 - ELEVATION OUEST
/"2 CHIMNEY 8 - WEST ELEVATION
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ANCIEN LOGIS DES OFFICIERS
BATIMENTS 18 ET 28
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NOTE - PAREMENT DE PIERRE CACHE /

NOTE - HIDDEN STONE CLADDING:

NOTE 1:

PROFIL APPROXIMATIF DU PAREMENT DE PIERRE CALCAIRE EXISTANT. L'ENTREPRENEUR DEVRA
VERIFIER ET PRENDRE EN NOTE LE NOMBRE ET LES DIMENSIONS DES PIERRES CACHEES PAR LES
SOLINS EXISTANTS AVANT LE DEMANTELEMENT DES SOUCHES DE CHEMINEES. CES PIERRES
ACTUELLEMENT CACHEES DEVRONT ETRE REMPLACEES TOUT COMME CELLES QUI SONT VISIBLES.
APPROXIMATIVE PROFILE OF EXISTING LIMESTONE CLADDING. THE CONTRACTOR WILL HAVE TO VERIFY
AND RECORD THE NUMBER AND DIMENSIONS OF THE STONES HIDDEN BEHIND THE EXISTING
FLASHING PRIOR TO DISMANTLING THE CHIMNEY STACKS. THESE STONES THAT ARE CURRENILY
HIDDEN WILL HAVE TO BE REPLACED JUST LIKE THOSE THAT ARE VISIBLE.

NOTES SPECIFIQUES (CHIFFRE ENTRE PARENTHESES AU TABLEAU) /

SPECIFIC NOTES (NUMBER IN BRACKETS IN SCHEDULE):

NOTE 1: HAUTEUR VISIBLE ACTUELLEMENT (LE SOMMET DES PIERRES ETANT CACHE DERRIERE LE COURONNEMENT
EN BETON).
HEIGHT CURRENTLY WISIBLE (CONSIDERING THAT THE UPPER PORTION OF THE STONE IS HIDDEN BEHIND
THE CONCRETE CAP).

NOTE 2: A MESURER SUR PLACE (PIERRE ACTUELLEMENT CACHEE PAR UN SOLIN).
7O BE MEASURED ON SITE (STONE CURRENITLY HIDDEN BEHIND FLASHING).

NOTE 3: A MESURER LORS DU DEMONTAGE (FACES LATERALES INVISIBLE ACTUELLEMENT).
7O BE MEASURED DURING DISMANTLING (SIDEFACES ARE CURRENTLY INVISIBLE).

LEGENDE /
LEGEND:
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IV — / STONE N

ORIENTATION DE L’ELEVATION (N=NORD,
E=EST, S=SUD ET 0=OQUEST)
ORIENTATION OF THE ELEVATION
(N=NORTH, E=EAST, S=SOUTH AND
O=WEST)

L——N" DE LA CHEMINEE / CHIMNEY N°

NOTE GENERALE /

GENERAL NOTE:

TOUTES LES DIMENSIONS FOURNIES DANS LE PRESENT
TABLEAU SONT A TITRE INDICATIF SEULEMENT (MESURES
PRISES AU CENTRE DES JOINTS DE MORTIER) ET
DEVRONT ETRE VERIFIEES PAR L’ENTREPRENEUR LORS
DU DEMONTAGE DES SOUCHES DE CHEMINEE.

ALL DIMENSIONS PROVIDED IN THIS SCHEDULE ARE FOR
INFORMATION ONLY (MEASURES TAKEN IN THE CENTRE
OF THE MORTAR JOINT) AND WILL HAVE TO BE VERIFIED
ON SITE BY CONTRACTOR WHEN DISMANTLING CHIMNEY
STACKS.
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