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PART 1 - GENERAL 

 

 

1.1 References    

 

 

.1  Government of Canada Weights and Measures Act – 

Latest Edition. 

 

.2   Government of Canada Weights and Measures  

     Regulations – Latest Edition. 

 

 

1.2 Certification    

 

.1  Prior to use, Contractor shall have weigh scales 

certified as meeting requirements of Statutes of 

Canada, Weights and Measures Act. Display 

certificate in a visible location.  

 

1.3 Operation    

 

 

.1  The Departmental Representative will provide a 

weigher at scale location to issue tickets and 

prepare a daily summary sheet and will provide 

a checker on site to receive materials and prepare 

daily summary. 

 

 

  

PART 2 - PRODUCTS 

 

 

2.1 Equipment    

 

 

.1   Weigh scales: of sufficient capacity to weigh  

     loaded vehicle in a single operation. The weigh  

     scale shall be calibrated in SI units. 

 

.2   Scale house: 

     .1  To enclose mass indicator and where weigher 

can perform work and maintain records. 

     .2  Waterproof, one sliding window facing scale 

platform, one other window for cross ventilation, 

entrance door not to fact on to scale platform. 

 

.3   Approved weigh tickets, in triplicate, with  

     consecutive serial numbers shall be provided by  

     Contractor. 

 

 

 

PART 3 - EXECUTION 

 

 

3.1 Installation    

 

 

.1  Provide, install and maintain scales and scale 

house at location approved by Departmental 

Representative. 

 

.2   The work shall include installation of the  

     anchorage assemblies. 
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3.2 Maintenance    

 

.1  Maintain scale platform and scale mechanism clean 

and free from gravel, asphalt, snow, ice and 

debris. 

 

.2   Maintain approach ramps in good condition free  

     from sags and ruts. 

 

.3   Have scales re-tested and re-certified if  

     requested by Departmental Representative. 

 

3.3 Removal    

 

 

.1  Remove weigh scales, ramps and all other 

associated items upon completion of the project. 

 

.2   Leave site in a condition similar to that which  

     existed prior to the project start and to the  

     approval of Parks Canada and the Departmental  

     Representative. 

 

 

 
 

END 


