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GENERAL NOTES: EXISTING ARMOURED BERM SHAPING AND FINISHING: CLEAN-UP: LEGEND:
1. REFER TO L1 DEMOLITION PLAN FOR LIST OF GENERAL NOTES. 1. CONTRACTOR TO REORGANIZE EXISTING ARMOUR ROCK TO FLATTEN AND WIDEN 1. LEAVE SITE IN NEAT AND ACCEPTABLE CONDITION. REMOVE EXCESS MATERIALS FROM
PEAK OF EXISTING BERM AS DIRECTED TO ACCOMODATE NEW CONSTRUCTION SITE. |:| EXISTING CONCRETE
] PATHWAY. SALVAGED MATERIAL IS TO BE USED AS GRAVEL BLAST FILL FOR
EARTHWORK AND GRADING GENERAL NOTES: PATHWAY. SALVAGED MAT I veavy ouTy AspHALT
This CAD file is the property of Lomba\_rd North Group _(1980) Ltd. who _have the e_xcll_Jsive copyr?ght therein. This CAD
2. TRANSITION BETWEEN END OF GRAVEL AND EXISTING BERM IS TO BE FILLED WITH == mm  LIMIT OF WORK ot o erombel g by Lomioard North Groun (1080) Lidare sty forbiacan. This AD 6 camame iormation
L. BARTHIWORK AND GRADING ON SITE ARE 1O B& AROURD FLTURE PADDOSK LOCATION SUITABLE FINE-GRAIN MATERIALS SALVAGED FROM BREWSTER CREEK TRAIL eced by eversfornat progra, anslton, e, e i method iz n e e, o ayone
AND PARKING LOT. GRADING IN ALL OTHER AREAS OF THE SITE ARE TO REMAIN. CONTRACT OR SUITABLE MATERIAL EXCAVATED FROM ARMOUR BERM EXTENSION N~ EXISTING VEGETATION their own risk. Refer to complete et of drawings as a whole document and do not scale nformation, Background
TO CREATE A GENTLE TRANSITION FOR PATHWAYS. information is only as current as date issued. Accessing t?i?idigital file confirms acceptance oif aiII conditions of u'ise
2. CONTRACTOR WILL BE RESPONSIBLE FOR ENSURING POSITIVE DRAINAGE OF THE SITE AS —  —— EXTENDED RIPRAP B athornioe. iy o esch e, <Pt o responsibity for any damages, erors or omissions, consequentel
A WHOLE. 3. 300mm GRAVEL BLAST FILL TO BE EXTENDED OVER THE ENTIRE LENGTH OF THE
EXISTING BERM. REFER TO RIPRAP BERM PLANTING SECTION DETAIL. " WOODEN POST
3. THERE SHALL BE NO GRADE CHANGES UNDER CANOPY OF PRESERVED TREES / PLANT \_ )
MATERIAL. 4. ALL FILLED AREAS SHALL BE SUFFICIENTLY COMPACTED TO PREVENT FUTURE """ EXISTING CONTOURS e FIELD IDRAWN N
SETTLEMENT. FILL MATERIAL SHALL BE PLACED IN LOOSE LAYERS NOT REVISION /7 ADDITION | gooK BY DATE
4. CONTRACTOR SHALL MINE, LOAD, HAUL AND PLACE MATERIAL AS NECESSARY AND AS EXCEEDING 200 MM IN DEPTH AND COMPACTED IN PLACE. “~_——~ PROPOSED CONTOURS
DIRECTED TO COMPLETE GRADING OPERATIONS. 6. FOR CLIENT REVIEW AB VAR 18. 2015
5. COMPACTION OF FILL MATERIAL SHALL BE UNDERTAKEN BY ROLLERS, [ 1 JERSEY BARRIER '
PURPOSE. COMPACTION BY DOZER TREADS SHALL NOT BE CONSIDERED —X—X— WOODEN FENCE 4. FOR 95% REVIEW AB DEC, 2014
6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING QUANTITIES AND FOR SUITABLE FOR COMPACTION OF STRUCTURAL FILL.
ENSURING THE PROJECT IS CONSTRUCTED IN ACCORDANCE WITH THE LAYOUT AND — — — NEW TRAIL CONSTRUCTION 3. FOR CLIENT REVIEW AB NOV 10, 2014
GRADING PLANS AND DIRECTIONS PROVIDED BY THE DEPARTMENTAL REPRESENTATIVE. 6. 150mm DEPTH TOPSOIL IS TO BE APPLIED TO SURFACE OF BERM AND SEEDED - > FOR CLIENT REVIEW B AUG 29, 2014
REFER TO L4 TOPSOIL AND SEEDING PLAN.
7.  LOAD AND HAUL EXCAVATED MATERIALS FROM THE WORK AREAS AND ALL LOCALIZED 1. FOR CLIENT REVIEW AB AUG 25, 2014
ACHIEVE DESIRED GRADES. CHECKED BY DATE
8. TOPSOIL TO BE SALVAGED AND IMPORTED FROM BREWSTER CREEK TRAIL N /
8. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO PREVENT DAMAGE TO CONSTRUCTION e _ 3y N\
EXISTING VEGETATION AND GRADES OUTSIDE OF THE DESIGNATED WORK AREA. REPAIR APPROVED FOR: DATE
AND RESTORATION OF DAMAGED AREAS WILL BE THE RESPONSIBILITY OF THE 9  REFER TO L7 FOR NEW ARMOUR RIPRAP EXTENSION. CONTRACTOR TO REORGANIZE
CONTRACTOR. EXISTING ARMOUR ROCK TO FLATTEN TENDER
AND WIDEN PEAK OF EXISTING BERM » 1500 v
9. THE DEPARTMENTAL REPRESENTATIVE RESERVES THE RIGHT TO ADJUST THE GRADES AS DIRECTED TO ACCOMMODATE NEW ’ o ’ CONSTRUCTION
DURING EARTHWORK AND GRADING OPERATIONS TO MEET FIELD CONDITIONS OR TO PATHWAY CONSTRUCTION REFER TO NG /
ENHANCE THE CHARACTER LANDSCAPE AREAS AT NO ADDITIONAL COSTS. L3. SALVAGED MATERIAL IS TO BE 4 I
USED FOR NEW ARMOUR RIPRAP
10. SET SUB-GRADES TO PROPER ELEVATIONS SUCH THAT FOLLOWING PLACEMENT OF 150mm \ EXTENSION
OF TOPSOIL, FINAL GRADES AND ELEVATIONS CAN BE ESTABLISHED WITHIN +50mm OF THE \\ HEALY CREEK —>
FINISH GRADES SHOWN ON THE DRAWINGS. \
A
11. APPROVAL OF SUB-GRADES SHALL BE OBTAINED FROM THE DEPARTMENTAL ‘ EXISTING VEGETATION INSTALL NEW ARMOUR RIPRAP
REPRESENTATIVE PRIOR TO TOPSOIL REPLACEMENT AND FINISHED GRADE. , — TO REMAIN FROM TOE OF EXISTING BERM
TO ROCK FACE REFER TO / 1\ N /’2\ FLATTENING OF EXISTING BERM S )
SHAPING: w AND w Ve \
TIE TO EXISTING NATIVE TRAIL \\Ly SCALE - NTS
1. GRADING AND LAYOUT PLANS WILL BE SUPPLEMENTED BY ON-SITE DIRECTION PROVIDED OF ROCK FACE
BY THE DEPARTMENTAL REPRESENTATIVE DURING THE GRADING AND SHAPING PHASES
OF CONSTRUCTION. ANY ADDITIONAL OR REMEDIAL SHAPING WORK REQUIRED BY THE
DEPARTMENTAL REPRESENTATIVE SHALL BE CONSIDERED INCIDENTAL TO THE EXTEND RIPRAP TO EDGE
CONTRACT. OF CLIFF WALL
2. WHERE DEEMED APPROPRIATE BY THE DEPARTMENTAL REPRESENTATIVE, THE TRANSITION GRADES FROM BERM
CONTRACTOR WILL UNDERTAKE MINOR SURFACE MODIFICATIONS AND RE-SHAPING OF » TO MEET NEW ARMOUR RIPRAP
AREAS WHERE THERE MAY OTHERWISE BE NO STIPULATION FOR EXCAVATION OR Q)@ EXTENSION AS DIRECTED . /
PLACEMENT OF FILL. SUCH WORK WILL BE UNDERTAKEN AT THE DIRECTION OF THE /m N\
DEPARTMENTAL REPRESENTATIVE AND SHALL BE CONSIDERED INCIDENTAL TO THE WORK I*I Parks Canada Pares Canada
OF THE CONTRACT.
Asset Management Gestion des biens
TEMPORARY DRAINAGE: FUTURE EQUESTRIAN Western and Northern Region de I'Ouest ef du
O G RE-GRADE AREA TO ‘ USE AREA Region Nord
1. IF DURING THE COURSE OF THE WORK, IT BECOMES NECESSARY TO INTERRUPT THE DRAIN AWAYC';'TE%'\PQ \ i+l
NATURAL SURFACE DRAINAGE OF THE SITE OR THE FLOW OF CONSTRUCTED DITCHES OR
SWALES, THE CONTRACTOR SHALL PROVIDE ADEQUATE TEMPORARY DRAINAGE ( a I l a a
FACILITIES THAT WILL BE SUFFICIENT TO PREVENT EROSION DAMAGE OR UNNECESSARY \_ -/
DELAY IN THE WORK. ORIGINAL DRAINAGE SHALL BE RESTORED OR PROPOSED DRAINAGE 4 N\
FACILITIES CONSTRUCTED AS SOON AS CONDITIONS PERMIT. LOMBARD
2. WHERE UNUSUAL SITE CONDITIONS SUCH AS SEEPS, NATURAL SPRINGS OR OTHER ‘ ' N o RTH
UNEXPECTED DRAINAGE PATTERNS ARE ENCOUNTERED THAT MAY REQUIRE PERMANENT ~ (
TREATMENT, THE CONTRACTOR SHALL NOTIFY THE DEPARTMENTAL REPRESENTATIVE ~ A G RO UP
IMMEDIATELY OF THE CONDITION AND RECEIVE DIRECTION FOR TREATMENT. N
Landscape Architecture < Site Planning
UNSUITABLE MATERIALS: 4032644455 1 403 257 5365 5 lombara@lombardnorth.ca )
1.  WHERE EXCAVATION TO PROPER SUB-GRADE EXPOSES UNSTABLE OR UNSUITABLE SOILS KDF{AWN BY DESIGN BY N
OR OTHER UNSUITABLE CONDITIONS, THE CONTRACTOR SHALL NOTIFY THE AB LOMBARD NORTH
DEPARTMENTAL REPRESENTATIVE OF SUCH CONDITIONS AND PROCEED WITH THE FLATTEN TOP OF THE ENTIRE EXISTING BERM
REMOVAL OR CORRECTION OF THE CONDITION AS DIRECTED BY THE DEPARTMENTAL APPROX. +108m LENGTH . REFER TO FOR AUGUST 2014 AUGUST 2014
REPRESENTATIVE. FLATTENIN? OF EXISTING BERM / oAt g
e (scALE R
EXISTING VEGETATION As Shown
y N
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Ty
Ty,
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GENERAL NOTES: LEGEND: BERM PATHWAY COORDINATE POINTS
REFER TO L1 DEMOLITION PLAN FOR LIST OF GENERAL NOTES. |:| 1m GRAVEL PATHWAY ON BERM POINT| EASTING (X) | NORTHING (Y) | DESCRIPTION
_ EXISTING CONCRETE s CAD file i . who have the exclusive copyri in. Thi
PATHWAY LAYOUT NOTES: . £91935.9136 5667797 3238 DATHWAY L e s o
i in writi h . ictly forbi . Thi fil ins inf i
[ ] HEAvY DUTY ASPHALT e T b s s T g
GRAVEL PATHWAY IS TO BE 150mm DEPTH USING GRAVEL 2 591940.0001 5667788.9341 PATHWAY improperly using this information without the written authorization of Lombard North Group (1980) Ltd. shall do so at
their own risk. Refer to complete set of drawings as a whole document and do not scale information. Background
SALVAGED FROM SITE. L LIMIT OF WORK information is only as current as date issued. Accessing this digital file confirms acceptance of all conditions of use
and Lombard North Group (1980) Ltd. accepts no responsibility for any damages, errors or omissions, consequential
3 591942.2547 5667778.9176 PATHWAY and Lombard North Group (1960) L
LAYOUT GRAVEL PATHWAY USING POINT TABLE "~ CONTOURS
COORDINATES. 4 591941.7045 5667768.7441 PATHWAY
“~N-"~N" EXISTING VEGETATION
LAYOUT OF BERM PATHWAY IS TO BE STAKED AND FIELD n 5 591934.4616 56677618251 PATHWAY > FELD DRAWN <
REVIEWED BY DEPARTMENTAL REPRESENTATIVE PRIOR TO
CONSTRUCTION COORDINATE POINTS 6 591937.8554 | 56677618633 PATHWAY REVISION / ADDITION | BooK [~ gy | PATE
REFER TO GRAVEL PATHWAY DETAIL [C—1 JERSEY BARRIER 7 591942.0757 5667758.7818 PATHWAY 6. FOR CLIENT REVIEW AB MAR 18, 2015
w u WOODEN POST 8 591943.8863 5667749.2487 PATHWAY 5. FOR CLIENT REVIEW AB MAR 4, 2015
4. FOR 95% REVIEW AB DEC, 2014
SITE FURNITURE: 0  HAUL-ALL TRASH RECEPTACLE 9 591945.6683 5667739.1302 PATHWAY
3. FOR CLIENT REVIEW AB NOV 10, 2014
REFER TO DETAIL FOR 3 PANEL TRAIL HEAD KIOSK. — — — NEW TRAIL CONSTRUCTION 10 591947.9222 5667729.3885 PATHWAY 2 FOR CLIENT REVIEW AB AUG 29, 2014
HAUL-ALL TRASH RECEPTACLE IS TO BE INSTALLED BY PARKS 11 591950.7825 5667719.8076 PATHWAY 1. FOR CLIENT REVIEW AB AUG 25, 2014
CANADA.
12 591954.1584 5667710.3960 PATHWAY CHECKED BY DATE
REINSTALL JERSEY BARRIERS AS DIRECTED BY DEPARTMENTAL ’ \ A " 91957 3573 S 667700.9300 o ATEAY > <
. \ : .
REPRESENTATIVE R v\ APPROVED FOR: BY DATE
WOODEN SIGNAGE AND ACCESSIBLE PARKING STALL POSTS TO BE & ) 14 591959.4431 5667691.9861 PATHWAY
150 X 150mm PRESSURE TREATED TIMBER 3m HEIGHT. o 15 591957 4502 £667689.2176 PATHWAY TENDER
CONFIRM LOCATION OF WOODEN SIGNAGE POSTS WITH 16 501949.5085 5667708.7799 PATHWAY KCO NSTRUCTION )
DEPARTMENTAL REPRESENTATIVE. > <
\ 17 591943.1660 5667728.2763 PATHWAY
REMOVE AND DISPOSE ANY EXCESS MATERIAL FROM SITE
FURNITURE INSTALLATION AS DIRECTED BY THE DEPARTMENTAL \ 18 591939.1517 5667748.5618 PATHWAY
REPRESENTATIVE AT NO ADDITIONAL COST TO CONTRACT. )
X
WOODEN POST FOR
DESIGNATED PARKING
FUTURE EQUESTRIAN AREA SPOT FOR HOLIDAY
ON HORSEBACK \_ J
/ N
EDGE o
RELOCATED JERSEY NN AN &,\Q |
BARRIERS N \ > <
. /\/\ I*I Parks Canada Parcs Canada

S
)
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Landscape Architecture «Site Planning
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(DRAWN BY DESIGN BY A
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o= \DATE DATE J
(SCALE h
o As Shown
LAYOUT OF NEW \_————
TS oReCTEO BN o BTG TeLus PeDESTAL . J
/ HAUL-ALL TRASH RECEPTACLE KPROJECT TITLE R
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GENERAL NOTES:
LEGEND:
1. REFER TO L1 DEMOLITION PLAN FOR LIST OF GENERAL NOTES.
. SEED OVER 150mm DEPTH TOPSOIL
TOPSOIL NOTES: i ile i wi \"/ Xt 1\ i i i
| 1mGRAVEL PATHWAY ON BERM Tis CAD e he prapry of Lo ot Group (960 L. o nave e exclse conyrnt eren. i CA0
not sanctioned in writing by Lombard North 'Group (1980) Ltd. are strif:ltly forbidden. This QAD file contains information
1. NATIVE TOPSOIL SHALL BE SALVAGED AND IMPORTED FROM THE NEW [ | ExiSTING CONCRETE afeced by every ot progran ansieton tarster, a1d et g el ullzed n e roces, and amyoe
BREWSTER CREEK TRAIL CONSTRUCTION. their own risk. Refer to complete set of drawings as a whole document and do not scale information. Background
information is only as current as date issued. Accessing this digital file confirms acceptance of all conditions of use
- HEAVY DUTY ASPHALT and Lomt_)ard N_orth Group (1980) Ltd. accepts no responsibility for any damages, errors or omissions, consequential
2. CONTRACTOR TO INSTALL TOPSOIL TO ALL LANDSCAPE AREAS or otherwise, arising from such use.
INDICATED ON PLAN AND AS DIRECTED BY DEPARTMENTAL == mm | |MIT OF WORK
REPRESENTATIVE TO A DEPTH OF 150mm. L
\——~ CONTOURS /
3. CONTRACTOR SHALL FINE GRADE ENTIRE TOPSOIL AREAS TO /REVISION / ADDITION FIELD |DRAWN DATE N\
ELIMINATE ROUGH SPOTS AND LOW AREAS TO ENSURE POSITIVE ~NN" EXISTING VEGETATION BOOK BY
DRAINAGE ON SITE AS A WHOLE.
[ 1 JERSEY BARRIER 6. FOR CLIENT REVIEW AB MAR 18, 2015
4. ALL AREAS DISTURBED BY GRADING, PLANTING INSTALLATIONS OR
DESIGNATED HAUL ROUTES SHALL BE SCARIFIED AS DIRECTED. "=  WOODEN POST 5 FOR CLIENT REVIEW AB MAR 4, 2015
4. FOR 95% REVIEW AB DEC, 2014
— T = NEWTRAIL CONSTRUCTION 3. FOR CLIENT REVIEW AB NOV 10, 2014
SEEDING: 2. FOR CLIENT REVIEW AB AUG 29, 2014
1. ALL NEWLY TOPSOILED AREAS SHALL BE SEEDED USING THE 1. FOR CLIENT REVIEW AB AUG 25, 2014
PARKS CANADA SEED MIX COMPOSED OF THE FOLLOWING:
25% ALPINE BLUE GRASS CHECKED BY DATE
25% HAIRY WILDRYE > <
20% ROCKY MOUNTAIN FESCUE
20% FOWL BLUE GRASS APPROVED FOR: BY DATE
10% PINE GRASS
TENDER
2. SEED SHALL CERTIFIED CANADA NO. 1 GRADE QUALITY SEED
VARIETIES IN ACCORDANCE WITH THE CANADIAN SEEDS ACT AND CONSTRUCTION
REGULATIONS, AND HAVING A MINIMUM PURITY OF 97% AND \_ J
GERMINATION OF 75%. SEED MIX IS FREE OF IMPURITIES AND 4 N\
DISEASE.
3. SEED IS TO BE APPLIED AT 75kg/ha.
4. APPLY SEED IN CONFORMANCE WITH MANUFACTURERS
STANDARD SPECIFICATIONS.
5. SOW DURING CALM WEATHER, WHEN SOIL MOISTURE CONTENT IS
ADEQUATE FOR GERMINATION. > <
6. SOW 50% OF SEED WITH "BRILLION" SEEDER.
7.  SOW REMAINING 50% OF SEED AT RIGHT ANGLES TO FIRST
SEEDING PATTERN, USING SAME BROADCASTING METHOD.
8. AFTER SEEDING, APPLY HYDRO MULCH TO ALL SEEDED AREAS AT
A RATE OF 1120 KG/HA. DO NOT APPLY SEED WITH HYDRO MULCH.
9. WATER ENTIRE AREA WITH FINE SPRAY IMMEDIATELY AFTER EACH T T T e L L e > <
AREA HAS BEEN SOWN, ~ o ToPsoLAwD /- B#f Parks canada Parcs Canada
10. APPLY ENOUGH WATER TO ENSURE PENETRATION OF AT LEAST I PR TITSTE S FRPE Asset Management Gestion des biens
50mm, AVOID WASHING OUT SEEDS. Western and Northern Rggion de I’Ouest et du
Region Nord
11. LEAVE SITE IN NEAT AND ACCEPTABLE CONDITION. REMOVE
EXCESS MATERIALS FROM SITE. \ i~
TOPSOIL TO A DEPTH | a l l a a
OF 150mm AND SEED K )
ALONG BERM > <
Landscape Architecture «Site Planning
120, 1900 11 STREET S.E. Calgary, Alberta
t. 403.264-4433 f. 403.237-5369 e. lombard@lombardnorth.ca
. <
DRAWN BY DESIGN BY
DO NOT SEED . AB LOMBARD NORTH
DO NOT SEEDES(?{%"S_ f ' //' EXISTING VEGETATION AUGUST 2014 AUGUST 2014
o
‘/ 7\, | DATE DATE )
(sCALE D)
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~
- <
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GENERAL NOTES: L EGEND:
1. REFER TO L1 DEMOLITION PLAN FOR LIST OF GENERAL NOTES.
S PLANTING
P LAN TI N G N OTES . I:I This CAD file is the property of Lombard North Group (1980) Ltd. who have the exclusive copyright therein. This CAD
file has been developed for the exclusive use of our clients and authorized coordinating professionals. Any other uses
1. ALL PLANT MATERIAL SHALL BE LOCALLY GROWN NURSERY 1m GRAVEL PATHWAY ON BERM ot sanctond vari?ingtby It_ombarcti Norh Group (1?so)lt3.darte ém?.y fomit%dzn.ih?s:;m:gue Gonains mfjormauon
STOCK. CONDITIONED FOR GROWTH IN ALBERTA. I:I EXISTING CONCRETE improperly using this information without the written authorization of Lombard North Group (1980) Lt shall do %0 at
heir own risk. Refer to complete set of drawings as a whole document and do not scale information. Background
itnformation is o':ly astcurren:) a; dat; issued. Agcessing thi§.digital file éonfirms accteptance of a]l tt:ondit?onsgof use
2. ALL PLANT MATERIAL TO BE DISEASE FREE AND TRUE TO FORM, - HEAVY DUTY ASPHALT zrgthgr:,vti):erfial\:gi':;Cf%rroc::ljz‘f‘iﬁsgel‘_td. accepts no responsibility for any damages, errors or omissions, consequential
SPECIMEN GRADE SINGLE STEM STOCK - UNLESS OTHERWISE
SPECIFIED. == == [ |MIT OF WORK
3.  PARKS CANADA RESERVES THE RIGHT TO REJECT ANY AND ALL \_—~  CONTOURS > <
PLANT MATERIAL THAT DOES NOT MEET THESE Revision / ApDiTioN | BESR [PReWN| paTe
- NN EXISTING VEGETATION
4. CONTRACTOR SHALL STAKE ALL TREES AND SHRUB LOCATIONS 6. FOR CLIENT REVIEW AB MAR 18, 2015
ON SITE TO BE INSPECTED AND APPROVED BY DEPARTMENTAL [ 1 JERSEY BARRIER 5. FOR CLIENT REVIEW AB MAR 4, 2015
REPRESENTATIVE PRIOR TO THE COMMENCEMENT OF ANY 2 FOR 95% REVIEW B DEC. 2014
WORK. L WOODEN POST °
3. FOR CLIENT REVIEW AB NOV 10, 2014
5. ALL EXCAVATED MATERIAL SHALL BE DISPOSED OFFSITE OR IN — — = NEWTRAIL CONSTRUCTION 2. FOR CLIENT REVIEW AB AUG 20, 2014
LOCATION AS DESIGNATED BY DEPARTMENTAL
REPRESENTATIVE. 1. FOR CLIENT REVIEW AB AUG 25, 2014
6. TREE LOCATIONS TO BE ADJUSTED ON SITE WITH REGARD TO \CHEC KED BY DATE )
MINIMUM TREE SETBACKS FROM ABOVE AND BELOW GROUND be <
UTILITIES. APPROVED FOR: BY DATE
7.  THE CONTRACTOR SHALL REPORT ANY DISCREPANCIES TENDER
BETWEEN SITE CONDITIONS AS SHOWN ON THIS DRAWING TO
THOSE EXISTING AT TIME OF CONSTRUCTION.
\ CONSTRUCTION
N\ 8 A\ A PLANT LIST . )
8. FOR TREE PLANTING DETAILS REFER TO , ~ \ Ve <
' ) \ SYMBOL BOTANICAL NAME COMMON NAME SIZE QUANTITY
9. REFER TO DETAIL FOR PLANTING ON RIPRAP BERM '
TREES
10. REFER TO DETAIL FOR LIVE WILLOW STAKES PLANTING N
DETAIL @ & ' % LODGEPOLE PINE PINUS CONTORTA 'LATIFOLIA' 1m HT. MIN. 15
N
4
& , * WHITE SPRUCE PICEA ABIES 'PENDULA' 2.5m HT. MIN. 10
O
Q..
& ' 9 WILLOW STAKES TOTAL TREES : 25 \_ -
&
Q) 4 N
X , SHRUBS
]
#2, MINIMUM 300mm
‘ %; WOLF WILLOW ELAEAGNUS COMMUTATA SPREAD OR HEIGHT 15
#2, MINIMUM 300mm
RED OSIER DOGWOOD CORNUS SERICEA ’ 25
\ 5 RED OSIER DOGWOOD S SPREAD OR HEIGHT
\ /\ , o) LIVE WILLOW STAKES SALIX SPP. 1.5m WILLOW STAKES 40
3 WILLOW STAKES TOTAL SHRUBS 80 \_ )
l /I*I Parks Canada Parecs Canada \
3 WILLOW STAKES Asset Management Gestion des biens
| | Wes"rern and Northern Région de I’Ouest et du
5 RED OSIER DOGWOOD \_ Region Nord
78N \
7 , ~ Ny \ /\ i+l
o 3 WILLOW STAKES
Il Ny \// NG /
4 N
3 WILLOW STAKES ' LON\BARD
5 RED OSIER DOGWOOD y NORTH
3 WILLOW STAKES A GROUP
Landscape Architecture «Site Planning
e 120, 1900 11 STREET S.E. Calgary, Alberta
EX|ST|NG VEGETAT'ON 3 W|LLOW STAKES / t. 403.264-4433 f. 403.237-5369 e. lombard@lombardnorth.ca /
\
3WOLFW[LT_OW (DRAWN BY DESIGN BY
G g —— 2 RED OSIER DOGWOOD AB LOMBARD NORTH
IS
l""ﬁ' 5 WILLOW STAKES AUGUST 2014 AUGUST 2014
52. #’ﬁi N KDATE DATE )
~ = TS
S Q= e <
N
—— ~ N < SCALE
-_ ™ .\ ~ N 7 WOLF WILLOW As Shown
ny ; ~ <6 RED OSIER Doewgoo/
N N
X 8 ~ -
/ < ~ N\ Y,
X —x ] A} 8 WILLOW STAKES PROJECT TITLE
EXISTING TOILET
~
~
~_ 5 WOLF WILLOW HEALY CREEK
~< \ 2 RED OSIER
~ N DOGWOOD PARKING LOT
————— \Y
70\ \ RESTORATION
1 \
és\z\:\ ; / A\V_l_:%"&\—,- ‘ \
SIS | NN \
y Y/ S WA \
//“—/\// Y - ST
___________ \ ,‘ ] '
SHEET TITLE
NI N /////I/Iﬂl\\\\\\‘\
15 LODGEPOLE PINE
10 WHITE SPRUCE
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50mm CHAMFER, CUT EDGE TREATED
WITH PRESERVATIVE

| REFERTO SECTION DETAIL — / 203 X 203 POSTS
_ PREFABRICATED METAL CAP
N ;SINGLE PANEL 203 X 1000 X 25
4 45 This CAD file is the property of Lombard North Group (1980) Ltd. who have the exclusive copyright therein. This CAD
100mm TYP — I omm SCRATCH-RESISTANT ACRYLIC file has been developed for the exclusive use of our clients and authorized coordinating professionals. Any other uses
PANEL #1 PANEL #2 PANEL #3 /_ OR EOUIVALENT z§ not sanctioned in writing by Lombard North _Group (1980) Ltd. are stn_c'tly forbidden. Thls C_AD file contains information
Q 38X 140 TREATED SPF. eced by eversfornat progra, anslton, e, e i method iz n e e, o ayone
H|NGED AT FIXED WOOD BACK|NG FIXED WOOD o k Fheir own risk. Refer to complete set pf drawings as a whple _dgcurr_lem anq do not scale informatidn. _Background
P LEXAN COVER BACKING | MIDDLE PANEL 12mm EXT. PLYWOOD E \x 38 X 89 TREATED S.P.F. andLombars ot o (550 L, acepts o sponsy o any danages. s o omsns orscvent
or otherwise, arising from such use.
SCREWS IN — LEXAN 12 X 100mm TONGUE AND GROOVE 4
CORNERS COVER TONGUE AND N 2600mm DECKING ‘ PIANO HINGE 1 PANEL AT FRONT TO CHANGE SIGNAGE INFO \_ J
S GROOVE SIDING ON UNFASTEN BACK PANEL AND e FIELD |DRAWN I
™~
BACK S~ x THROUGH EVE BOLT WITH LOCK ON \ 12mm EXT. PLYWOOD PULL DOWN TO ACCESS e e one REVISION /7 ADDITION | gooK BY DATE
HINGED PANEL
% Q IN EACH CORNER 6. FOR CLIENT REVIEW AB MAR 18, 2015
640mm 1240mm 640mm —#
50mm TYP 2720mm —— 38 X 140 X 2350mm TREATED S.P.F. no. \ v 5. FOR CLIENT REVIEW AB MAR 4, 2015
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GENERAL NOTES:

1. REFER TO L1 DEMOLITION PLAN FOR LIST OF GENERAL NOTES.

PARKING LOT AND PARKING LINES NOTES:

1. ALL PARKING LINES ARE TO BE PAINTED WHITE 50mm WIDE.

2. DESIGNATED PARKING AREAS PARKING LINES ARE TO BE PAINTED
0.5m APART ON A 45° ANGLE.

3. HEAVY DUTY ASPHALT TO BE 100mm THICK.

4. REFER TO L3 PATHWAY AND SITE FURNISHINGS LAYOUT FOR WOODEN
SIGNAGE NOTES.

5.  SUPPLY, LOAD, HAUL AND PLACE +1m BLAST ROCK, LIMESTONE OR
SIMILAR APPROVED PARKING BOULDERS TO LOCATIONS AS INDICATED
ON PLAN OR BY DEPARTMENTAL REPRESENTATIVE.

6. ENSURE BOULDERS ARE SET IN SECURE MANNER AND WILL NOT MOVE
OR TIP OVER.

7. SCHEDULE INSTALLATION OF BOULDERS AFTER PAINTING OF LINE
MARKERS.
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