GENERAL NOTES:

LL MEASUREMENTS MUST BE VALIDATED ON SITE BY
THE CONTRACTOR.

2. ALL WELDS MUST BE MADE BY A COMPANY CERTIFIED
Y THE CANADIAN WELDING BUREAU IN COMPLIANCE
TO THE STANDARD W59. THE WELDERS AND THE FIRM
WILL ALSO BE IN COMPLIANCE WITH THE W47.1
STANDARD
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S 3. ALL THE USED STEELS WILL BE IN COMPLIANCE WITH
THE CAN/CSA-G40.21 STANDARD, GRADE 300W FOR
SHEETS AND GRADE 350W FOR OPEN PROFILES AND
TUBES.

4. BOLTED CONNECTIONS WILL BE IN STAINLESS STEEL.
g
<

‘ 5. ALL STRUCTURES EXPOSED TO WEATHER WILL BE HOT
[ T DIPPED GALVANIZED WITH A ZINC COAT OF 600 G/M~2
i IN COMPLIANCE WITH CAN/CSA-G164 STANDARD.
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SEE INST. DET. TYPE 4
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NEW ANCHORS AND NEW HORIZONTAL CABLES
THALER 702 SYSTEM OR EQUIVALENT
SEE INST. DET. TYPE 2 AND 3

—— NEW ANCHORS AND NEW HORIZONTAL CABLES
SEE INST. DET. TYPE 1
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INSTALLATION TYPE 1

CABLE CRIMPS - SEE
MANUFACTURER INSTRUCTIONS

CABLE TENSIONER
@12,7 MIN.

— ENERGY ABSORBER
DBI-SALA ZORBIT OR EQUIV.

GALVANIZED SHACKLE @12,7

bent rod 19mm
300W STEEL

top plate - 9,5mm
GALVANIZED STEEL CABLE 9,5 6X19 CAP. 5000 Ib 00w STEEL
—l i deflector - 3,2mm
- —1 300W STEEL
/ 5 A
% DBI-SALA KIT 7401032 HAS ALL REQUIRED
COMPONENTS FOR TENSIONING ***
e Tube 204 x 204 x 9,5
350W STEEL
ANCHOR TYPE 1 — ]
o
<
—
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|
336.0 BOLTED CONNECTION @19,0mm
A-304 STAINLESS STEEL
BOTTOM PLATE - 15,9mm
/ 300W STEEL
N
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\_/ \_/ \__/ \_/ \ \/ \ \ / \ / N/ \ / \ |/ \_/ \/ \__/ \__/ \_/
jinnig 1Er
253.1 (TO CONFIRM ON SITE) ‘LL-SHAPE SECTION - ANGLE 76 x 76 x 12,7
300W STEEL

SCALE 1:10
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L-SHAPE SECTION
SCALE 1:10

INSTALLATION TYPE 2

| — URETHANE FOAM
INSULATION MADE

—— IN FACTORY
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I o KWIK BOLT @19,0 X 140
I @0
Il il NEW
(— ANCHOR BASE
TYPE 2
Jix] Jis] |
jiiviig jiiviig AN
EXTERIOR METAL SHEET
TO OPEN LOCALLY
THALER 711 ANCHOR
MODIFIED
PLAN
SCALE 1:10

ISOMETRIC VIEW
SCALE 1:15
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TOP PLATE - 12,7mm
300W STEEL

TRANSITION PLATE - 15,9mm
300W STEEL

SQUARE TUBE 152 x 152 x 6,4
350W STEEL
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\ ,/ BOTTOM PLATE - 15,9mm
| / 300W STEEL
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ELEVATION
SCALE 1:10
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SIDE VIEW
SCALE 1:10

INSTALLATION TYPE 3
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+— CLAMPING PLATE
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r«—— BOLTED CONNECTION
SS 19,0 10-UNC

EXISTING COLUMN
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NEW
ANCHOR BASE
TYPE 3
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152 — ‘

FEMALE PART

EXISTING
METAL SHEET

BOLTED CONNECTION
SS 19,0 10-UNC

NEW

ANCHOR HEAD
TYPE 3

MALE INSERT
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PLAN
SCALE 1:10

\ EXTERIOR METAL SHEET
TO OPEN LOCALLY

BOLTED CONNECTION @5/8 - 11-UNC

INTERMEDIATE ANCHOR
THALER 710 - MODIFIED

114

TOP PLATE - 12,7mm
300W STEEL

TUBE 102 x 102 x 6,4
350W STEEL

TUBE 114 x 114 x 4,
350W STEEL
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ISOMETRIC VIEW

SCALE 1:10
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PLATE - 6,4mm
300W STEEL

CLAMPING PLATE - 12,7mm
300W STEEL
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Height to correspond

with installation 2

ELEVATION
SCALE 1:10
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SIDE VIEW
SCALE 1:10

GENERAL NOTES:

1. ALL MEASUREMENTS MUST BE VALIDATED ON SITE BY
THE CONTRACTOR.

2. ALL WELDS MUST BE MADE BY A COMPANY CERTIFIED
BY THE CANADIAN WELDING BUREAU IN COMPLIANCE
WITH THE STANDARD W59. THE WELDERS AND THE
FIRM WILL ALSO BE IN COMPLIANCE TO THE W47.1
STANDARD.

3. ALL THE USED STEELS WILL BE IN COMPLIANCE WITH
THE CAN/CSA-G40.21 STANDARD, GRADE 300W FOR
SHEETS AND GRADE 350W FOR OPEN PROFILES AND
TUBES.

4. BOLTED CONNECTIONS WILL BE IN STAINLESS STEEL
5. ALL STRUCTURES EXPOSED TO WEATHER WILL BE HOT

DIPPED GALVANIZED WITH A ZINC COAT OF 600 G/M/2
IN COMPLIANCE WITH CAN/CSA-G164 STANDARD.

INSTALLATION TYPE 4

/7 ANCHOR ROD

(2X)

~~——BOLTED CONNECTION
SS 19,0 - 10-UNC

—— ANCHOR 2008
FEMALE PART
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BOLTED CONNECTION
L ‘—: f L SS 19,0 - 10-UNC
F I | &

METAL SHEET

I ==y
* e BOLTED CONNECTION
- S5 19,0 - 10-UNC
3 Di—
! ANCHOR 2008
= x MALE INSERT
EXTERIOR METAL
SHEET TO OPEN
LOCALLY
PLAN EXISTING ANCHOR DEVICE
SCALE 1:15
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INSTALLATION DETAIL 04
SCALE 1:15

HIT-HY 200 + HAS 3/4 V150

TO BE REMOVED, DRILLED AND RE-INSTALLED

ISOMETRIC VIEW

FEMALE TUBE - 114 x 114 x 7,9

L-SHAPE SECTION - 102 x 102 x 9,5

HORIZONTAL SCALE 1:15
MALE TUBE - 89 x 89 X 7, :Ic;é\jvEs_Tﬁz mm
350W STEEL
TOP PLATE - 12,7mm 350W STEEL
300W STEEL CLAMPING PLATE - 12,7mm
BENT ROD 19m i ] 300W STEEL
300W STEEL il |
00 l«—— CLAMPING PLATE - 12,7mm
300W STEEL
§ iaaal -
V150
ED - WALL PLATE - 12,7mm
. 300W STEEL
l«—— tube - 204 x 152 x 6,4
1 350W STEEL
CONCRETE
“ 300W STEEL
[
SIDE VIEW
SCALE 1:15

INSTALLATION TYPE 6
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SCALE 1:15
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ELEVATION
SCALE 1:15

ISOMETRIC VIEW
SCALE 1:15

BOLTED CONNECTION
SS ©19,0 - 10 UNC (4X)

NEOPRENE GASKET

TUBE FILLED WITH FIBERGLASS INSULATION

ROD HAS 19,0 ¥175mm

WITH ADHESIVE HY-200 (4X)
SEE MANUFACTURER
INSTRUCTIONS

ANCHOR

KWIK BOLT @19,0 X 140

(4X)

ANCHOR TYPE 6 - REMOVABLE PART

ANCHOR TYPE 6 - PERMANENT PART

BENT ROD - 19mm
300W STEEL

TOP PLATE - 12,7mm
300W STEEL

/““""j I

SUPPORT PLATE - 12,7mm
300W STEEL

"~ DEFLECTOR - 3,2mm
300W STEEL

l— TUBE - 204 x 204 x 9,5

350W STEEL

BOTTOM PLATE - 12,7mm
300W STEEL

i — CONCRETE
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SIDE VIEW

SCALE 1:15
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INSTALLATION TYPE 5
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ALUMINUM PANELS

INSTALLATION DETAILS 05

SCALE 1:50

SLIDING BEAM ANCHOR

L-SHAPE SECTION - 50,8 X 50,8 X 6,4

BOLTED CONNECTION @9,5mm

STAINLESS STEEL A-304

w8 X 21

HSS 63,5 X 63,5 X 12,7

<— WALKWAY ROOF TOP

B
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B A-ASECTION
SCALE 1:10

ALUMINUM PANELS
(SEE ARCH.)

WALKWAY ROOF TOP

!

|
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HSS 63,5 X 63,5 X 12,7

TYP.

95|

B-B SECTI
SCALE 1:10

EVERY 4' C/C
RETOUCH WITH ZINGA

STANDARD INSTALLATION OF HORIZONTAL CABLE

END OF LINE ANCHOR

GALVANIZED SHACKLE
@12,7mm

ENERGY ABSORBER
DBI-SALA ZORBIT OR EQUIV.

TENSIONER
@12,7mm MIN.
CAP. 5000 Ib

CABLE TENSIONNER
SEE MANUFACTURER INSTRUCTIONS

GALVANIZED STEEL CABLE @9,5 6X19

*** KIT DBI-SALA 7401032 INCLUDES ALL REQUIRED
COMPONENTS FOR TENSIONING ***

INTERMEDIATE ANCHOR

CABLE INTERRUPTION:

THE CABLE IS INTERRUPTED AT EVERY ENERGY
ABSORBERS SHOWN ON THE DRAWING.

DETAIL 05 - ASSEMBLY - HORIZONTAL CABLE W/ ENERGY ABSORBER
SCALE 1:10

GENERAL NOTES:

1. ALL MEASUREMENTS MUST BE VALIDATED ON SITE BY
THE CONTRACTOR.

2. ALL WELDS MUST BE MADE BY A COMPANY CERTIFIED
BY THE CANADIAN WELDING BUREAU IN COMPLIANCE
WITH THE STANDARD W59. THE WELDERS AND THE
FIRM WILL ALSO BE IN COMPLIANCE TO THE W47.1
STANDARD.

3. ALL THE USED STEELS WILL BE IN COMPLIANCE WITH
THE CAN/CSA-G40.21 STANDARD, GRADE 300W FOR
SHEETS AND GRADE 350W FOR OPEN PROFILES AND
TUBES.

4. BOLTED CONNECTIONS WILL BE IN STAINLESS STEEL
5. ALL STRUCTURES EXPOSED TO WEATHER WILL BE HOT

DIPPED GALVANIZED WITH A ZINC COAT OF 600 G/M/2
IN COMPLIANCE WITH CAN/CSA-G164 STANDARD.

THALER 702 SYSTEM - WALL MOUNT INSTALLATION

\ END ANCHOR

THALER 710 (MODIFIED)

@12,7 SHACKLE
GALVANIZED STEEL

TENSIONNER @12,7mm MIN.
CAP. 5000lb

END OF CABLE APPARATUS
(OR EYELET)

INTERMEDIATE ANCHOR
THALER 711 (MODIFIED)

THALER 715 RUNNER
AND 22kN TYP. CARABINER

ENERGY ABSORBER
THALER 705

@12,7 SHACKLE
GALVANIZED STEEL

END ANCHOR
THALER 710 (MODIFIED)

K-702 THALER SYSTEM - WALL MOUNTING
SCALE 1:10
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