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Part 1

11

1.2

General

REFERENCES

National Plumbing Code of Canada, 2010.

ASTM International

A1 ASTM A126-04(2014), Standard Specification for Gray Iron Castings for

Valves, Flanges and Pipe Fittings.

2 ASTM B62-09, Standard Specification for Composition Bronze or Ounce Metal
Castings.

American Water Works Association (AWWA)

1 ANSI/AWWA C700-09, Standard for Cold Water Meters-Displacement Type,
Bronze Main Case.

2 ANSI/AWWA C701-12, Cold Water Meters, Turbine Type for Customer
Service.

3 ANSI/AWWA C702-10, Cold Water Meters, Compound Type.
CSA International

A CSA-B64 Series-11, Backflow Preventers and Vacuum Breakers.

2 CSA B79-08 (R2013), Commercial and Residential Drains and Cleanouts.

3 CSA-B356-10, Water Pressure Reducing Valves for Domestic Water Supply
Systems.

Efficiency Valuation Organization (EVO)

A1 International Performance Measurement and Verification Protocol (IPMVP).
1 IPMVP 2012 Version.

Plumbing and Drainage Institute (PDI)

A1 PDI-G101-R2012, Testing and Rating Procedure for Grease Interceptors.
2 PDI-WH201-R2010, Water Hammer Arresters Standard.

ACTION AND INFORMATIONAL SUBMITTALS
Submit in accordance with Section 01 00 10 — General Instructions.
Product Data:

A1 Submit manufacturer's instructions, printed product literature and data sheets for
plumbing products and include product characteristics, performance criteria,
physical size, finish and limitations.

2 Submit two (2) copies of WHMIS MSDS in accordance with Section 01 35 29.06
- Health and Safety Requirements. Indicate VOC's:
Shop Drawings:

A1 Submit drawings in accordance with Section 01 00 10 — General Instructions.

2 Indicate on drawings to indicate materials, finishes, method of anchorage,
number of anchors, dimensions construction and assembly details accessories for
following: soap dispensing system.
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Certificates: submit certificates signed by manufacturer certifying that materials comply
with specified performance characteristics and physical properties.

Instructions: submit manufacturer's installation instructions.

Manufacturers' Field Reports: manufacturers' field reports specified.

CLOSEOUT SUBMITTALS
Submit in accordance with Section 01 00 10 — General Instructions.

Operation and Maintenance Data: submit operation and maintenance data for plumbing
specialties and accessories for incorporation into manual.

A1 Description of plumbing specialties and accessories, giving manufacturers name,
type, model, year and capacity.

2 Details of operation, servicing and maintenance.

3 Recommended spare parts list.

DELIVERY, STORAGE AND HANDLING

Deliver, store and handle materials in accordance with Section 01 00 10 — General
Instructions.

Delivery and Acceptance Requirements: deliver materials to site in original factory
packaging, labelled with manufacturer's name and address.

Storage and Handling Requirements:

A1 Store materials indoors and in accordance with manufacturer's recommendations
in clean, dry, well-ventilated area.

2 Store and protect plumbing materials from nicks, scratches, and blemishes.

3 Replace defective or damaged materials with new.

Packaging Waste Management: remove for reuse and recycling of pallets, crates,
padding, packaging materials as specified in Waste Reduction Workplan in accordance
with Section 01 00 10 — General Requirements.

Products

ROOF DRAINS

Type 2: standard roof drain with cast iron body with cast iron dome, under-deck clamp to
suit roof construction, flashing clamp ring with integral gravel stop.

BACK FLOW PREVENTERS

Preventers: to CSA-B64 Series, application double check valve assembly.

PRESSURE REGULATORS
Capacity: as indicated.

1 Inlet pressure: 1034 kPa.
2 Outlet pressure: 413 kPa.

Up to NPS 1-1/2 bronze bodies, screwed: to ASTM B62.
NPS 2 and over, semi-steel bodies, Class 125, flanged: to ASTM A126, Class B.
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4

Semi-steel spring chambers with bronze trim.

HOSE BIBBS AND SEDIMENT FAUCETS

Bronze construction complete with integral back flow preventer, hose thread spout,
replaceable composition disc, and chrome plated in finished areas.

STRAINERS

860 kPa, Y type with 20 mesh, monel, bronze or stainless steel removable screen.
NPS 2 and under, bronze body, screwed ends, with brass cap.

NPS 2 1/2 and over, cast iron body, flanged ends, with bolted cap.

Execution

EXAMINATION

Verification of Conditions: verify that conditions of substrate previously installed under
other Sections or Contracts are acceptable for plumbing specialities and accessories
installation in accordance with manufacturer's written instructions.

A1 Visually inspect substrate in presence of Departmental Representative.

2 Inform Departmental Representative of unacceptable conditions immediately
upon discovery.

3 Proceed with installation only after unacceptable conditions have been remedied

and after receipt of written approval to proceed from Departmental
Representative.
MANUFACTURER'S INSTRUCTIONS

Compliance: comply with manufacturer's written recommendations or specifications,
including product technical bulletins, handling, storage and installation instructions, and
data sheet.

INSTALLATION

Install in accordance with National Plumbing Code of Canada, provincial codes, local
authority having jurisdiction.

Install in accordance with manufacturer's instructions and as specified.

CLEANOUTS

Install cleanouts at base of soil and waste stacks, and rainwater leaders, at locations
required code, and as indicated.

Bring cleanouts to wall or finished floor unless serviceable from below floor.
Building drain cleanout and stack base cleanouts: line size to maximum NPS 4.

BACK FLOW PREVENTERS

Install in accordance with CSA-B64 Series, where indicated and elsewhere as required by
code.

A Drains.

Pipe discharge to terminate over nearest drain.
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HOSE BIBBS AND SEDIMENT FAUCETS
Install at bottom of risers, at low points to drain systems, and as indicated.

STRAINERS
Install with sufficient room to remove basket for maintenance.

START-UP
General:

1 In accordance with Section 01 91 13 - General Commissioning (Cx)
Requirements: General Requirements, supplemented as specified herein.

Timing: start-up only after:

A1 Pressure tests have been completed.

2 Disinfection procedures have been completed.
3 Certificate of static completion has been issued.
4 Water treatment systems operational.

Provide continuous supervision during start-up.

TESTING AND ADJUSTING
General:

A1 Test and adjust plumbing specialties and accessories in accordance with Section
01 91 13- General Commissioning (Cx) Requirements : General Requirements,
supplemented as specified.

Timing:
A1 After start-up deficiencies rectified.
2 After certificate of completion has been issued by authority having jurisdiction.

Application tolerances:

1 Pressure at fixtures: +/- 70 kPa.

2 Flow rate at fixtures: +/- 20%.

Adjustments:

A1 Verify that flow rate and pressure meet design criteria.

2 Make adjustments while flow rate or withdrawal is (1) maximum and (2) 25% of

maximum and while pressure is (1) maximum and (2) minimum.
Vacuum breakers, backflow preventers, backwater valves:

A1 Test tightness, accessibility for O&M of cover and of valve.

2 Simulate reverse flow and back-pressure conditions to test operation of vacuum
breakers, backflow preventers.

3 Verify visibility of discharge from open ports.

Roof drains:
A1 Check location at low points in roof.
2 Check security, removability of dome.

3 Adjust weirs to suit actual roof slopes, meet requirements of design.
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4 Clean out sumps.
5 Verify provisions for movement of roof systems.

Access doors:
1 Verify size and location relative to items to be accessed.
Strainers:

1 Clean out repeatedly until clear.
2 Verify accessibility of cleanout plug and basket.
3 Verify that cleanout plug does not leak.

Grease interceptors:
A1 Activate, using manufacturer's recommended procedures and materials.
Hose bibbs, sediment faucets:

A1 Verify that flow and pressure meet design criteria.
2 Check for leaks, replace compression washer if required.

CLEANING
Progress Cleaning: clean in accordance with Section 01 00 10 — General Instructions.
A1 Leave Work area clean at end of each day.

Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment
in accordance with Section 01 00 10 — General Instructions.

Waste Management: separate waste materials for reuse and recycling in accordance with
Section 01 00 10 — General Requirements.

A1 Remove recycling containers and bins from site and dispose of materials at
appropriate facility.

PROTECTION

Protect installed products and components from damage during construction.

Repair damage to adjacent materials caused by plumbing specialties and accessories
installation.

END OF SECTION



