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Part 1 General

1.1 RELATED REQUIREMENTS

.1 Section 05 12 23 – Structural Steel for Buildings.

1.2 REFERENCES

.1 ASTM International

.1 ASTM A653/A653M-13, Standard Specification for Steel Sheet, Zinc-Coated
(Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process.

.2 CSA International

.1 CSA S16-14, Design of Steel Structures.

.2 CSA S136-12, North American Specification for the Design of Cold Formed Steel
Structural Members.

.3 CSA W47.1-09(R2014), Certification of Companies for Fusion Welding of Steel
Structures.

.4 CSA W55.3-08(R2013), Certification of Companies for Resistance Welding of
Steel and Aluminum.

.5 CSA W59-13, Welded Steel Construction, (Metal Arc Welding).

.3 Canadian Sheet Steel Building Institute (CSSBI)

.1 CSSBI 10M-08, Standard for Steel Roof Deck.

1.3 ACTION AND INFORMATIONAL SUBMITTALS

.1 Submit in accordance with Section 01 00 10 – General Instructions.

.2 Product Data:

.1 Submit manufacturer's instructions, printed product literature and data sheets for
steel decking and include product characteristics, performance criteria, physical size,
finish and limitations.

.3 Shop Drawings:

.1 Indicate deck plan, profile, dimensions, base steel thickness, metallic coating
designation, connections to supports and spacings, projections, openings,
reinforcement details and accessories.

1.4 DELIVERY, STORAGE AND HANDLING

.1 Deliver, store and handle materials in accordance with manufacturer's written instructions.

.2 Delivery and Acceptance Requirements: deliver materials to site in original factory
packaging, labelled with manufacturer's name and address.
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.3 Storage and Handling Requirements:

.1 Store materials off ground, in dry location and in accordance with manufacturer's
recommendations in clean, dry, well-ventilated area.

.2 Store and protect decking from nicks, scratches, and blemishes.

.3 Replace defective or damaged materials with new.

Part 2 Products

2.1 MATERIALS

.1 Zinc (Z) coated steel sheet: to ASTM A653/A653M structural quality Grade 230, with
ZF275 coating, regular spangle surface, 0.76 mm minimum base steel thickness.

2.2 TYPES OF DECKING

.1 Steel roof deck: 0.76 mm minimum base steel thickness, 38 mm maximum deep profile,
non-cellular, overlapping side laps.

Part 3 Execution

3.1 EXAMINATION

.1 Verification of Conditions: verify conditions of substrates previously installed under other
Sections or Contracts are acceptable for steel decking installation in accordance with
manufacturer's written instructions.

.1 Visually inspect substrate in presence of Departmental Representative.

.2 Inform Departmental Representative of unacceptable conditions immediately upon
discovery.

.3 Proceed with installation only after unacceptable conditions have been remedied and
after receipt of written approval to proceed from Departmental Representative.

3.2 INSTALLATION

.1 Structural steel work: in accordance with CSA S136 and CSSBI 10M.

.2 Welding: in accordance with CSA W59, except where specified otherwise.

.3 Companies to be certified under Division 1 or 2.1 of CSA W47.1 for fusion welding of steel
and/or CSA W55.3 for resistance welding.

3.3 ERECTION

.1 Erect steel deck as indicated and in accordance with CSA S136 and CSSBI 10M and in
accordance with reviewed erection drawings.

.2 Lap ends: to 100 mm minimum.

.3 Immediately after deck is permanently secured in place, touch up metallic coated top surface
with compatible primer where burned by welding.
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3.4 CONNECTIONS

.1 Install connections in accordance with CSSBI recommendations as indicated.

3.5 CLEANING

.1 Progress Cleaning: Leave Work area clean at end of each day.

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment.

3.6 PROTECTION

.1 Protect installed products and components from damage during construction.

.2 Repair damage to adjacent materials caused by steel decking installation.

END OF SECTION


