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CHILLER REPLACEMENT
FOR TRANSPORT CANADA

TRAINING CENTRE
 (BUILDING O-276)

BUILDING O-276
20 AIRBUS PRIVATE

ÉDIFICE O-276
20, AIRBUS PRIVATE

DISCONNECT EXISTING MOTOR PUMP. WIRING AND CONDUIT
TO BE REUSED. EXACT PANEL CIRCUIT IS UNKNOWN.
CONTRACTOR SHALL TRACE EXISTING WIRING BACK TO
SOURCE.

CONNECT NEW MOTOR PUMP AS INDICATED TO EXISTING
CIRCUIT. EXTEND EXISTING CONDUIT AND WIRING TO SUIT THE
NEW INSTALLATION AND UPDATE PANEL DIRECTORY.

DISCONNECT EXISTING PUMPS P-4 AND P-5. RE-USE EXISTING
CIRCUITS. CONNECT NEW PUMPS P-4 AND P-5, EXTEND WIRING
AND CONDUIT TO SUIT.

4

5

K. DUNN

MAIN  BUILDING
GROUND FLOOR

DEMOLITION AND NEW
POWER LAYOUT

E4

M.E.M.

2014-10-17
T.C.

2014-10-17
C.M.

2014-10-21
M.E.M.

2014-10-21

1

1

1

1

2

2

3

2

NOTES:

DISCONNECT AND RELOCATE EXISTING FAN COILS. RE-USE
EXISTING CIRCUIT AND EXTEND WIRING AND CONDUIT TO SUIT
THE NEW INSTALLATION.

PROVIDE WIRE AND CONDUIT 3#12 + #12GND IN 16mmC EMT TO
NEW FAN COILS  AND CIRCUIT AS INDICATED. RE-USE EXISTING
BREAKER IN PANEL AA.

DISCONNECT EXISTING HUMIDIFIER HUM-01 AND HUM-02.
RE-USE EXISTING CIRCUITS. CONNECT NEW HUMIDIFIERS,
EXTEND WIRING AND CONDUIT TO SUIT.

1

2

3

4 5

EXISTING 16mmC EMT CONDUIT ABOVE THE DROPPED CEILING
TO BE RELOCATED CLOSER TO THE ROOF AS TO ALLOW FOR
THE INSTALLATION OF MECHANICAL DUCT WORK. CIRCUITING
OF THE CONDUIT IS UNKNOWN. CONTRACTOR TO TRACE THE
CIRCUIT AND PROVIDE  CONDUIT, AND JUNCTION BOXES TO
INTERCEPT THE EXISTING CONDUIT. ALLOW UP TO 4 X (2#10 +
#10GND) WIRE TO EXTEND EXISTING WIRING IN THE
RELOCATED CONDUIT.
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