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MAIN BUILDING - GROUND FLOOR ELECTRICAL ROOM AND ROOF
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CHILLER REPLACEMENT
FOR TRANSPORT CANADA

TRAINING CENTRE
 (BUILDING O-276)

BUILDING O-276
20 AIRBUS PRIVATE

ÉDIFICE O-276
20, AIRBUS PRIVATE

NOTES:

DISCONNECT AHU-1 AND AHU-2. REMOVE EXISTING
DISCONNECTS. REMOVE EXISTING BREAKER IN PANEL MD.
BRANCH WIRING TO BE REUSED. EXTEND WIRING TO SUIT.

PROVIDE DISCONNECTS AND CONNECT NEW RTU-1 AND RTU-2
AS INDICATED. RE-WORK AND EXTEND EXISTING BRANCH
WIRING TO SUIT NEW INSTALLATION.

PROVIDE WEATHER-PROOF, 20A GFI DUPLEX RECEPTACLE,
CONFIGURATION CSA 5-20R. MOUNT RECEPTACLE ON THE
ROOF-TOP UNIT AT A HEIGHT NO LESS THEN 750mm FROM
FINISHED ROOF. PROVIDE 20A-1P BREAKER, WIRE AND
CONDUIT AND CONNECT TO CIRCUITS AS INDICATED.

DISCONNECT AND REMOVE EXISTING SIEMENS 300A-3P
BREAKER IN PANEL-MD. PROVIDE 100% RATED 600V 300A-3P
BREAKER AND TERMINATE EXISTING 3#300 MCM WIRING TO
FEED EXISTING PANEL E IN THE HYDRAULIC BUILDING. NEW
BREAKER MODEL SIEMENS # JXD63B300H
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MAIN  BUILDING
GROUND FLOOR AND ROOF

DEMOLITION AND NEW
POWER LAYOUT
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