)

SECTION 6 (D DENOTES WORK

150 Qy PROCEDURE SEQUENCE

(6 ) 3 (6 ) 4
(D NEW 10x100x100 PL.
" 100 100 BOTH SIDES C/W
67@ (2 5/8"@) SHEAR PL.
50 125125150 150 125125, .50 / BOTH S|DES) 50 100 100150 150100 100 50 670 (2 5/8"F) SHEAR PL. BOTH SIDES
C/W 198 THROUGH W/ 199 THROUGH BOLTS
/ BOLT, TYP. E)ISIDSSO-:}[\:\-?-BER b= ns TYP. AT EXIST. TIMBER BEAM 600
. SPLICE JOINTS
8 I~ 1 1
-+ \
7 g3 e . ,
5 & r Rees | eeel Lpee, @]
S I I I R Y | |
/ AN I =/ AN | T- T ,l l\
\— EXIST. 254:x456+ | | I | || I
TIMBER BEAM, TYP. / mi L] I o s
| (@ PROVIDE TEMP. SHORING | l
10x275x900 PL. = AR | . FOR NEW GIRDER BEAM I | 5
EXIST. JOINT BOTH SIDES BEAM INSTALLATION. ® NEW STEEL BEAM
| AS PER PLAN | |
| () REMOVE TEMP. SHORING RN 130 00 1B A | |
EXIST. PILE & (3 REMOVE EXIST. TIMBER | | AFTER THE COMPLETION S AT SX eyt | |
PILE CAP TO PILE & PILE CAP AS REQUIRED L - OF NEW GIRDER BEAM ot SID@E@S iy L -
BE REMOVED HNETRLLALION, 1 PRE-DRILL HOLES IN
STEEL BEAM FOR LAG
SCREWS
SECTION m TYPICAL FOR SPLICE OF @ NEW STEEL GIRDER BEAM TYP.
EXIST. TIMBER BEAMS SEE DETAIL C/S6 & SECTION
1:20 S3 ALONGATG.L. B &® Y-Y/S6 FOR EXIST. BEAM TO NEW
JOINT FROM G.L. @TO GIRDER CONNECTION, TYP. NOTE:
GL @ WORK PROCEDURES: EXIST. POSTS ABOVE TIMBER BEAM
NOT SHOWN FOR CLARITY.
1. REMOVE EXIST. PLYWOOD CEILING & PROVIDE SPLICE ALSO REFER TO SECTION 6/- FOR
DETAIL AS SHOWN. TEMP. SHORING TO EXIST. POSTS
ABOVE AND FLOOR JOISTS PRIOR
2. PROVIDE TEMP SHORING AT ENDS OF EXIST. TIMBER TO REMOVAL OF EXIST. TIMBER
BEAM ADJACENT TO EXIST. TIMBER PILE CAP. PILE / PILE CAP.
LOCATION OF SHORING TO BE COORDINATED TO ALLOW
FOR NEW GIRDER BEAM INSTALLATION.
(1) PROVIDE TEMP. SHORING EXIST. 254x305
FOR EXIST. FLOOR JOIST EDGE BEAM 3. REMOVE EXIST. TIMBER PILE & PILE CAP AS REQUIRED
@ g EE:A%SJE 2T5£“>;|3;)05S ﬁ%%‘IEN%EAM TO ALLOW FOR NEW GIRDER BEAM INSTALLATION.
AFTER THAT 4. INSTALL NEW STEEL GIRDER BEAM.
'H( ® ggévssggﬁéﬁ"ﬁ‘;%R 5. REMOVE TEMP. SHORING AFTER THE COMPLETION OF
NEW GIRDER BEAM INSTALLATION, TYP.
DETAIL
| : ; 6. INSTALL NEW STEEL BEAM.
| | B
| |
r X /\ TYPICAL UNDER EXIST
| | ®) NEW W BEAM SECTION 2 TIMBER BEAM ALONG
| | SEE SECTION 2/- FOR 1:20 @ GL B &D FROMG.L.
| SIM. CONNECTION TO ™T10(6)
EXIST. FLOOR JOISTS 1 I EXIST. TIMBER BEAM
PERIMETER STUD
S‘VAELS NEOT SHSOWN | (@ EXIST. PILE CAP TO
EB Gl ABErY . BE REMOVED
L - (@ EXIST. PILE TO BE CUT
SECTION 4
1:20 3 —— NEW 38x184 BLOCKING
EXIST. STUD WALL TOE NAILED TO EXIST.
‘\ FLOOR JOIST & NEW PSL
EXIST. 38x184 JOISTS
EXIST. 203x305 . @400+ O/C
STAGE EDGE BEAM & L
: NEW 178x302 PSL ON TOP
] OF NEW STEEL BEAM,
~~__ TYP. BTW. G.L.(1) AND (@
. T
SN EXIST. STAGE JOIST | i | | ~——— SIMPSON FRAMING ANCHOR
1 A21 BOTH SIDES, TYP. FOR
| 7% _\\ S EXIST. FLOOR JOIST
’ﬂ ﬂ EXIST. STAGE BEAM j CONNECTION TO NEW PSL
/ \— SEE SECTION 2/- FOR
/s NEW STEE, MIBLE STEEL BEAM CONNECTION
EXIST. 203x203 SPACE UNDER SEE SECTION 5/- FOR TO NEW PSL
POST \ e (@ CONTRACTOR TO PROVIDE SIMILAR DETAIL
TEMP. SHORING TO EXIST. NEW STEEL BEAM
Y FLOOR JOIST & EXIST. /—\
o STAGE SUPPORTING POST/ SECTION 7
T T BEAM/ JOIST AS REQUIRED 120 Qy
ﬂ 50 k&> ﬂ’/
iy e \ CRAWL SPACE
L TS~ EexisT. BeAM
|
Lf e\ 12mm FULL HEIGHT
| | WEB STIFFENER
| | BOTH SIDES, TYP.
®) NEW W BEAM 4-12@x100 LG. UNDER POST
| | LAG SCREWS
l TYP. TO EXIST. NEW GIRDER BEAM
EXIST. PILE CAP TO
@ BE REMOVED | | POST CONNECTION BEYOND
| l
@ EXIST. PILE TO BE | |
REMOVED

BOTH SIDES AS PER
DETAILS SHOWN ON
SECTION 2/-

/— (D INSTALL SPLICE STEEL PL.

EXIST, TIMBER
SHIM TO BE
REMOVED W/
THE REMOVAL
OF PILE CAP
oo e S O o o)
OROEOR0 OROROR0
< 1 7 | 1 i
|z 74 1 —b
/ﬂ | | ||| |
Jo— a—
EXIST. TIMBER

BEAM
(® NEW W BEAM

SEE SECTION 2/-

FOR CONNECTION
TO EXIST. BEAM

(3@ REMOVE EXIST. TIMBER

PILE & PILE CAP AS REQUIRED
TO ALLOW FOR NEW GIRDER
BEAM INSTALLATION

EXIST. STUD WALL —-——\

EXIST. 254x305
EDGE BEAM

(D PROVIDE TEMP. SHORING
FOR EXIST. 254x305 EDGE

BEAM, BOTH SIDES.

(@ REMOVE TEMP. SHORING

SEE SECTION 2/-

o i |
| \@ & ®
i ® NEW W150x30
- \
(@ INSTALL NEW

FOR CONNECTION
TO EXIST. BEAM

GIRDER BEAM

SECTION 3

/-\ REFER TO SECTION 2/- FOR
SIMILAR REQUIREMENTS
1:20 @ FOR WORK ITEMS (1) TO(6)

U.N.O.

i

EXIST. FLOOR JOIST
EXIST. 254x356
/ TIMBER BEAM

- 4
o

D
AFTER | - | | (D PROVIDE TEMP. SHORING
” i TO EXIST. JOISTS ON BOTH
SIDE OF EXIST. BEAM
P @ REMOVE TEMP. SHORING
| I AFTER
_'__/ ] \

@ NEW W BEAM [ | 12@ NELSON THREADED
SEE SECTION 2/- FOR | | STUDS @600 O/C STAGG.
SIM. CONNECTION TO I COUNTER SUNK
EXIST. TIMBER BEAM | |

() NEW STEEL ANGLE
@ EXIST. PILE CAP TO | C/W 51x191 WIDE
BE REMOVED 1 | NAILER TO SUIT.
) CONNECT NAILER TO
@ EE'EE-TT'MBER PILE TO EXIST. EDGE BEAM W/
152 LG. SPIKES @150 O/C
EACH SIDE
(1 DENOTES WORK SECTION m
PROCEDURE SEQUENCE o ksy
NOTES:

1.

»

REMOVE EXIST. SKIRTING FOR EXTERIOR

PILE INSTALLATION AND RECONSTRUCT,
NEW SKIRTING 1500+ AWAY FROM BUILDI
PERIMETER, TYP. ALL AROUND

CONTRACTOR SHALL SET ALL EXIST. GROUND
FLOOR TIMBER BEAMS THAT ARE ROTATED
TO PLUMB PRIOR TO CONNECTION TO THE
NEW SUPPORTING STEEL GIRDER BEAMS

ALSO SEE REQUIREMENTS FOR EACH

CONSTRUCTION METHODOLOGY ON DWG. $1
FOR PRECAUTION / PROTECTION MEASURE.

PROVIDE STEEL SHIMS AS REQUIRED BTW.
EXIST. GROUND FLOOR TIMBER BEAMS AND
NEW SUPPORTING STEEL BEAMS TO ENSURE
TIMBER BEAM FULL BEARING ON NEW BEAMS

REMOVE & REINSTALL EXISTING CEILING
INSULATION BTW. EXIST.FLOOR JOIST AS
REQUIRED FOR CONNECTION OF EXIST.
200x250 BEAM TO NEW PILE

NG

&

ALSO REFER TO REQUIREMENTS FOR EACH
CONSTRUCTION METHODOLOGY ON DWG. S$1
ON THE REQUIREMENTS OF NEW INSTALLED
PILES TO DEVELOP ADFREEZE CAPACITY
PRIOR TO REMOVAL OF TEMPORARY SHORING

& EXISTING PILE CAPS / PILES.
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