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NEW JB UNTIL WORK IS COMPLETE. RE-INSTALL
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APPROXIMATE LOCATION OF THE EXISTING 400A, 3
PHASE, 120/208V, MAIN SERVICE BREAKER MOUNTED
INSIDE A WEATHERPROOF ENCLOSURE AND FED FROM EXISTING METER STACK AND
POLE MOUNTED TRANSFORMERS. CONTRACTOR TO TRANSFER SWITCHRATED AT
gooo
DISCONNECT THE EXISTING MAIN SERVICE , REPLACE O 200A, RE-FEED FROM THE NEW
THE MAIN BREAKER WITH NEW 400A, 3 PHASE, 120/208V - MAIN SERVICE DISCONNECT.
WEATHER PROOF "NEMA 3R" FUSED DISCONNECT O
SWITCH. RE-CONNECT THE MAIN 400A FEEDERS FROM [X] [
THE POLE TO THE NEW DISCONNECT. INSTALL 200A O |ro- || |
FUSES FOR THE MAIN DISCONNECT AND RE-FEED THE
METER STACK INSIDE THE BUILDING. THE NEW |1 l
DISCONNECT MUST BE MOUNTED SO THE TOP OF THE || |
DISCONNECT HANDLE MUST BE AT A MAXIMUM HEIGHT % ,
OF 1800MM ABOVE GROUND LEVEL. =1
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EXISTING 400A, 3 PHASE, 120/208V, MAIN SERVICE BREAKER MOUNTED INSIDE A
WEATHERPROOF ENCLOSURE AND FED FROM POLE MOUNTED TRANSFORMERS.
DISCONNECT AND REPLACE THE WITH NEW 400A, 3 PHASE, 120/208V WEATHER PROOF
FUSED DISCONNECT SWITCH. RE-CONNECT THE MAIN 400A FEEDERS FROM THE POLE
TO THE DISCONNECT. INSTALL 200A FUSES AND RE-FEED THE METER STACK INSIDE
THE BUILDING. THE NEW FUSED DISCONNECT MUST BE MOUNTED ABOVE THE EXISTING
LOCATION TO ALLOW FOR NEW CIVIL WORK. THE TOP OF THE DISCONNECT HANDLE
MUST BE AT A MAXIMUM HEIGHT OF 1800MM ABOVE GROUND LEVEL.

CARRY THE COST OF ALL ELECTRICAL PERMITTING AND COORDINATE ALL WORK WITH
YUKON ENERGY. COMPLETE WITH TERMINATIONS FOR OPERATIONAL SYSTEM. PROVIDE
TEMPORARY POWER WHERE NEEDED FOR OTHER TRADES.
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