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Client/client

PARK CANADA AGENCY

WESTERN AND NORTHERN REGION

1. CONTRACTOR TO PROVIDE PROPER SHORING FOR STAIR CASE
PERIMETER WALL AS REQUIRED

2. REMOVE BOTTOM PORTION OF EXIST. STUD WALLS TO TOP OF
NEW SUPPORTING BEAM W/ NAILER

3. INSTALL NEW STEEL BEAMS

4. CONNECT EXIST. STUD TO NEW SUPPORTING BEAM, PROVIDE
STEEL SHIMS AS REQUIRED TO ENSURE BEARING FOR EXIST.
STUD TO NEW NAILER ON TOP OF NEW STEEL SUPPORTING

5. INSTALL NEW BLOCKING & ASSOCIATED CONNECTION

6. REMOVE TEMP SHORING
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NOTES:
1. REMOVE EXIST. SKIRTING FOR EXTERIOR
PILE(|)NSTALLATION AND RECONSTRUCT SIMPSON FRAMING ANCHOR
NEW SKIRTING 1500+ AWAY FROM BUILDING T A35 BOTH SIDES, TYP.
PERIMETER, TYP. ALL AROUND EXIST. STAIR EXIST. STUD TO 65x140 BLOCKING
E C A PERIMETER WALL \ CONNECTION
2. CONTRACTOR SHALL SET ALL EXIST. GROUND
75LG. N P.
FLOOR TIMBER BEAMS THAT ARE ROTATED ®) NEW 64x140 BLOCKING F%RGEX,Q¥‘S§%;€%S /TC(')LYEW
- TO PLUMB PRIOR TO CONNECTION TO THE BTW. EXIST. STUDS BLOCKING
NEW SUPPORTING STEEL GIRDER BEAMS C/W 2 ROWS 127 LG.
ALSO SEE REQUIREMENTS FOR EACH NAILS @150 O/C STAGG. (1) CONTRACTOR TO PROVIDE
CONSTRUCTION METHODOLOGY ON DWG. S1 TYP. N PROPER SHORING FOR
FOR PRECAUTION / PROTECTION MEASURE. ==t STAIR CASE PERIMETER WALL
NEW STEEL AS REQUIRED
3. PROVIDE STEEL SHIMS AS REQUIRED BTW. GIRDER BEAM IS,
EXIST. GROUND FLOOR TIMBER BEAMS AND /;, (3 NEW STEEL SUPPORTING BEAM
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SPACE FLOOR BASE PREPARATION INCLUDING 1
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ON THE REQUIREMENTS OF NEW INSTALLED = ORIGINAL FLOOR LANDING LEVELS
PILES TO DEVELOP ADFREEZE CAPACITY B NN AN AN A\ TO MATCH INTERIOR BALCONY FLOOR
, PRIOR TO REMOVAL OF TEMPORARY SHORING HEE\\/,EE% gggg&% CB%mECTIONS TO
& EXISTING PILE CAPS / PILES.
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